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Series

Description

Page

A. Wire to Board Crimp Style Connectors

A0501 Series
A0801 Series
A1001 Series
A1002 Series
A1004 Series
A1006 Series
A1007 Series
A1008 Series
A1201 Series
A1251 Series
A1252 Series
A1253 Series
A1254 Series
A1255 Series
A1256 Series
A1257 Series
A1258 Series
A1259 Series
A1271 Series
A1275 Series
A1276 Series
A1501 Series
A1502 Series
A1801 Series
A2001 Series
A2002 Series
A2004 Series
A2005 Series
A2006 Series
A2007 Series
A2008 Series
A2010 Series
A2011 Series
A2012 Series
A2361 Series
A2501 Series
A2502 Series
A2503 Series
A2504 Series
A2505 Series
A2506 Series
A2507 Series
A2508 Series
A2509 Series

0.50mm(.020") Pitch Connectors
0.80mm(.031") Pitch Connectors
1.00mm(.039") Pitch Connectors
1.00mm(.039") Pitch Connectors
1.00mm(.039") Pitch Connectors
1.00mm(.039") Pitch Connectors
1.00mm(.039") Pitch Connectors
1.00mm(.039") Pitch Connectors
1.20mm(.047") Pitch Connectors
1.25mm(.049") Pitch Connectors
1.25mm(.049") Pitch Connectors
1.25mm(.049") Pitch Connectors
1.25mm(.049") Pitch Connectors
1.25mm(.049") Pitch Connectors
1.25mm(.049") Pitch Connectors
1.25mm(.049") Pitch Connectors
1.25mm(.049") Pitch Connectors
1.25mm(.049") Pitch Connectors
1.27mm(.050") Pitch Connectors
1.27mm(.050") Pitch Connectors
1.27mm(.050") Pitch Connectors
1.50mm(.059") Pitch Connectors
1.50mm(.049") Pitch Connectors
1.80mm(.071") Pitch Connectors
2.00mm(.079") Pitch Connectors
2.00mm(.079") Pitch Connectors
2.00mm(.079") Pitch Connectors
2.00mm(.079") Pitch Connectors
2.00mm(.079") Pitch Connectors
2.00mm(.079") Pitch Connectors
2.00mm(.079") Pitch Connectors
2.00mm(.079") Pitch Connectors
2.00mm(.079") Pitch Connectors
2.00mm(.079") Pitch Connectors
10.00mm(3.94") Pitch Connectors
2.50mm(.098") Pitch Connectors
2.50mm(.098") Pitch Connectors
2.50mm(.098") Pitch Connectors
2.50mm(.098") Pitch Connectors
2.50mm(.098") Pitch Connectors
2.50mm(.098") Pitch Connectors
2.50mm(.098") Pitch Connectors
2.50mm(.098") Pitch Connectors
2.50mm(.098") Pitch Connectors

A1
A-4
A7
A-10
A-24
A-27
A-31
A-33
A-36
A-44
A-50
A-57
A-60
A-63
A-69
A-74
A-78
A-80
A-83
A-86
A-95
A-125
A-135
A-142
A-146
A-152
A-155
A-158
A-223
A-234
A-240
A-251
A-258
A-266
A-277
A-279
A-290
A-298
A-303
A-306
A-310
A-314
A-319
A-331



Series Description Page
A2510 Series 2.54mm(.100") Pitch Connectors A-334
A2511 Series 2.50mm(.098") Pitch Connectors A-338
A2512 Series 2.50mm(.098") Pitch Connectors A-341
A2541 Series 2.54mm(.100") Pitch Connectors A-353
A2543 Series 2.54mm(.100") Pitch Connectors A-399
A2544 Series 2.50mm(.098") Pitch Connectors A-407
A2547 Series 2.54mm(.100") Pitch Connectors A-411
A2549 Series 2.54mm(.100") Pitch Connectors A-458
A2550 Series 2.54mm(.100") Pitch Connectors A-478
A3501 Series 3.50mm(.138") Pitch Connectors A-516
A3502 Series 3.50mm(.138") Pitch Connectors A-522
A3961 Series 3.96mm(.156") Pitch Connectors A-526
A3963 Series 3.96mm(.156") Pitch Connectors A-539
A3964 Series 3.96mm(.156") Pitch Connectors A-556
A3965 Series 3.96mm(.156") Pitch Connectors A-560
A4001 Series 4.00mm(.157") Pitch Connectors A-566
A5001 Series 5.00mm(.197") Pitch Connectors A-578
A5081 Series 5.08mm(.200") Pitch Connectors A-582
A5082 Series 5.08mm(.200") Pitch Connectors A-588
A7501 Series 7.50-5.00mm(.295"~.197") Pitch Connectors A-590
A7921 Series 7.92mm(.312") Pitch Connectors A-600
A2361 Series 10.00mm(3.94") Pitch Connectors A-277
C2504 Series 2.50mm(.098") Pitch Connectors C-58
C3030 Series 3.00mm(.118") Pitch Connectors C-72
C3962 Series 3.96mm(.156") Pitch Connectors C-104
C4140 Series 4.14mm(.163") Pitch Connectors C-113
C4201 Series 4.20mm(.165") Pitch Connectors C-131
C5081 Series 5.08mm(.200") Pitch Connectors C-189
C6201 Series 6.20mm(.244") Pitch Connectors C-197
C6351 Series 6.35mm(.250") Pitch Connectors C-211
B. Board to Board & Board - in Crimp Style Connectors
B1000 Series 1.00mm(.039") Pitch Connectors B-1
B1251 Series 1.25mm(.049") Pitch Connectors B-6
B1501 Series 1.50mm(.059") Pitch Connectors B-8
B1502 Series 1.50mm(.059") Pitch Connectors B-10
B1801 Series 1.80mm(.033") Pitch Connectors B-12
B1804 Series 1.80mm(.033") Pitch Connectors B-12
B2011 Series 2.00mm(.079") Pitch Connectors B-13
B2012 Series 2.00mm(.079") Pitch Connectors B-16
B2512 Series 2.50mm(.098") Pitch Connectors B-18
B2513 Series 2.50mm(.098") Pitch Connectors B-21
B2515 Series 2.50mm(.098") Pitch Connectors B-23
B2541 Series 2.54mm(.100") Pitch Connectors B-25
B3951 Series 3.96mm(.156") Pitch Connectors B-28
B3952 Series 3.96mm(.156") Pitch Connectors B-30
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Description
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B3961 Series
B3962 Series

3.96mm(.156") Pitch Connectors
3.96mm(.156") Pitch Connectors

C. Wire to Wire Crimp Style Connectors

C1301 Series
C1581 Series
C1801 Series
C1802 Series
C2003 Series
C2020 Series
C2363 Series
C2501 Series
C2504 Series
C2521 Series
C3030 Series
C3961 Series
C3962 Series
C3963 Series
C4140 Series
C4201 Series
C4501 Series
C5030 Series
C5081 Series
C6201 Series
C6351 Series
C7110 Series
C8381 Series
A1251 Series
A1255 Series
A2001 Series
A2008 Series
A2011 Series
A2501 Series
A2507 Series
A2509 Series
A2512 Series
A2547 Series
A2549 Series
A2550 Series
A3963 Series
A3965 Series
D. Insulation
D0601 Series
D0801 Series
D1272 Series
D1275 Series

4.50mm(.177") Pitch Connectors
3.68mm(.145") Pitch Connectors

6.20~8.90mm(.244"~.350") Pitch Connectors

6.00mm(.236") Pitch Connectors
2.00mm(.079") Pitch Connectors
6.20mm(.244") Pitch Connectors
6.70mm(.264") Pitch Connectors
2.50mm(.098") Pitch Connectors
2.50mm(.098") Pitch Connectors
2.50mm(.098") Pitch Connectors
3.00mm(.118") Pitch Connectors
3.96mm(.156") Pitch Connectors
3.96mm(.156") Pitch Connectors
3.96mm(.156") Pitch Connectors
4.14mm(.163") Pitch Connectors
4.20mm(.165") Pitch Connectors
4.50mm(.177") Pitch Connectors
5.03mm(.198") Pitch Connectors
5.08mm(.200") Pitch Connectors
6.20mm(.244") Pitch Connectors
6.35mm(.250") Pitch Connectors
7.11mm(.280") Pitch Connectors
8.38mm(.330") Pitch Connectors
1.25mm(.049") Pitch Connectors
1.25mm(.049") Pitch Connectors
2.00mm(.079") Pitch Connectors
2.00mm(.079") Pitch Connectors
2.00mm(.079") Pitch Connectors
2.50mm(.098") Pitch Connectors
2.50mm(.098") Pitch Connectors
2.50mm(.098") Pitch Connectors
2.50mm(.098") Pitch Connectors
2.54mm(.100") Pitch Connectors
2.54mm(.100") Pitch Connectors
2.54mm(.100") Pitch Connectors
3.96mm(.156") Pitch Connectors
3.96mm(.156") Pitch Connectors

- Displacement Connectors

0.60mm(.024") Pitch Connectors
0.80mm(.031") Pitch Connectors
2.54mm(.100") Ptich Connectors
3.96mm(.156") Pitch Connectors

B-34
B-37

c-1
C-12
c-21
C-32
C-36
C-42
c-48
C-55
C-58
C-63
C-72
C-100
C-104
C-109
C-113
C-131
C-173
C-180
C-189
C-197
c-211
C-237
C-239
A-44
A-63
A-146
A-240
A-258
A-279
A-314
A-331
A-341
A-411
A-458
A-478
A-539
A-560

D-10



Series Description Page

D2541 Series 2.54mm(.100") Ptich Connectors D-17
D3961 Series 3.96mm(.156") Pitch Connectors D-27



Wire to Board Crimp Style Connectors

AO0501 Series - [0.50mm Pitch] [FI-RE] Page:A-1~A-3

[SUH] Page:A-4~A-6
[FI-X,FI-E] Page:A-7~A-9
A1002 Series - [1.00mm Pitch] [SH,SHD,Cl14] Page:A-10~A-23

[DF19] Page:A-24~A-26




Wire to Board Crimp Style Connectors

A1006 Series - [1.00mm Pitch] [SHL,SHLD] Page:A-27~A-30

RRRY \}\%

(‘ o

A1007 Series - [1.00mm Pitch] [88142,88242,88252] Page:A-31~A-32

[501330,501190] Page:A-33~A-35

[ACH,ACHL,DF57,
CPL61,78171,78172]

Page:A-36~A-43

[51021,51047,53047,53048,53398,53261,1734260, NN
1734261,1734598,1734820.10114828~10114831] I 20€:A-44~A-49




Wire to Board Crimp Style Connectors

Page:A-50~A-56

Page:A-57~A-59

Page:A-60~A-62

Page:A-63~A-68

Page:A-69~A-73




Wire to Board Crimp Style Connectors

Al1257 Series - [1.25mm Pitch] [GH,KN30]

Page:A-74~A-77

A1258 Series - [1.25mm Pitch] [50516,51127]

Page:A-78~A-79

A1259 Series - [1.25mm Pitch] [104092,502380]

Page:A-80~A-82

Al1271 Series - [1.27mm Pitch] [67582,67926]

Page:A-83~A-85

[487544,487545,487937,487938,104068,104069,104071,

Al1275 Series -[1.27mm Pitch] 104074,104666,104477,104549,104178,104186,103916,
104118,147377,MOF,M0J,MOJR, M4F,M4J]

Page:A-86~A-94




Wire to Board Crimp Style Connectors

Al1276 Series -[1.27mm Pitch] [Pin Header,Box Header ] Page:A-95~A-124

A1501 Series - [1.50mm Pitch] [ZH,502578,502584,502585] Page:A-125~A-134

[87437,8,9,1775441,2,3,4,

A1502 Series - [1.50mm pitch] 353908,2106091]

Page:A-135~A-141

A1801 Series - [1.80mm Pitch] [SHF,SFK] Page:A-142~A-145

[PH,87369,48107,48148,89400,89401,

A2001 Series - [2.00mm Pitch] 440055,1735446,1775469,1775470]

Page:A-146~A-151




Wire to Board Crimp Style Connectors

A2002 Series - [2.00mm Pitch] [IL-S] Page:A-152~A-154

[51004,53014,53015] Page:A-155~A-157
: _ [51110,87760,87831,2,3, NN
A2005 Series - [2.00mm Pitch] 873312, 3 A3.A4] Page:A-158~A-222

[PHD,1470108,1470109,
2834191,2,3]

Page:A-223~A-233

: _ [292161,292250,292251,292253,175778,8283, : A
A2007 Series -[2.00mm pitch] 292173,292132,3,4,292131,292164,292165,176394] Page:A-234~A-239




Wire to Board Crimp Style Connectors

A2008 Series - [2.00mm Pitch] [SMH200,SMW200,SMAW?200] Page:A-240~A-250

A2010 Series - [2.00mm Pitch] [51065,53253,53254,51090] Page:A-251~A-257

Page:A-258~A-265

A2012 Series - [2.00mm Pitch] [PA,PAD] Page:A-266~A-276

A2361 Series - [10.00mm Pitch] [42819,42820] Page:A-277~A-278




Wire to Board Crimp Style Connectors

A2501 Series - [2.50mm Pitch] [XH] Page:A-279~A-289

G, §

A2502 Series - [2.50mm Pitch] [EH] Page:A-290~A-297

A2503 Series - [2.50mm Pitch] [Dupont 2.5] Page:A-298~A-302

A2504 Series - [2.50mm Pitch] [NH] Page:A-303~A-305
A2505 Series - [2.50mm Pitch] [5264,5267,5268] Page:A-306~A-309




Wire to Board Crimp Style Connectors

A2506 Series - [2.50mm Pitch] [JS,RC]

Page:A-310~A-313

A2507 Series - [2.50mm Pitch] [IL-G]

Page:A-314~A-318

Page:A-319~A-330

A2509 Series - [2.50mm Pitch] [35155,35184,35312]

Page:A-331~A-333

A2510 Series - [2.50mm Pitch] [FUTABA/JP,JR]

Page:A-334~A-337




Wire to Board Crimp Style Connectors

A2511 Series - [2.50mm Pitch] [M63] Page:A-338~A-340

A2512 Series - [2.50mm Pitch] [SMH250] Page:A-341~A-352

A2541 Series - [2.54mm Pitch] [Dupont 2.54] Page:A-353~A-398

[6471,2695,7880,6373,

A2543 Series - [2.54mm Pitch] 7478,640454,5 6.7]

Page:A-399~A-406

vill
3 4 &

A2544 Series - [2.50mm Pitch] [171822,3,4,5,6] Page:A-407~A-410

10




Wire to Board Crimp Style Connectors

- _ [70066,70107,70543,4,5,70553,103638,9,103634, AN A
A2547 Series - [2.54mm Pitch] 103414,102202,102203,103080,103361,102523] I 29€:A-411~A-457

[280358,280370~280376,

A2549 Series - [2.54mm Pitch] 280384.93,IPD IPL]

Page:A-458~A-477

11




Wire to Board Crimp Style Connectors

A2550 Series - [2.54mm Pitch]

[2.54 FFC CRIMP FLEX
CONNECTORS]

Page:A-478~A-515

A3501 Series -[3.50mm Pitch]

[BHS,BHSM]

Page:A-516~A-521

A3502 Series - [3.50mm Pitch]

[51067,53258,9,35265,6]

Page:A-522~A-525

[2139,3069,5414,5096,
5277,8,41671,2,5271,2,3,4]

Page:A-526~A-538

12




Wire to Board Crimp Style Connectors

A3963 Series - [3.96mm Pitch] [VH] Page:A-539~A-555

A3964 Series - [3.96mm Pitch] [5195,5196,43061] Page:A-556~A-559

%%

A3965 Series - [3.96mm Pitch] [35156,35313,35328] Page:A-560~A-565
A4001 Series - [4.00mm Pitch] [BH,BHM,20015HS] Page:A-566~A-575

A4001S Series - [4.00mm Pitch]  [BH,BHM,20015HS,2060-40X] Page:A-576~A-577

13




Wire to Board Crimp Style Connectors

A5001 Series - [5.00mm Pitch] [NV,1744036,1744037,1744048] Page:A-578~A-581

A5081Series - [5.08mm Pitch] [5258,5279,80,81,82,83,84,85,86] Page:A-582~A-587

///

\\

A5082 Series - [5.08mm Pitch] [5197,5198] Page:A-588~A-589

14




Wire to Board Crimp Style Connectors

Page:A-600~A-624

A7921 Series -[7.92-5.00mm Pitch] [VA,RAST 5]

15



Board to Board & Board - in Crimp Style Connectors

B1000 Series - [1.00mm Pitch] [DF9] Page:B-1~B-5
[51022,CDP7902] Page:B-6~B-7
[JZ15] Page:B-8~B-9
[SZN] Page:B-10~B-11
B1801 Series - [1.80mm Pitch] [@1.8 PCB Board-in] Page:B-12
B1804 Series - [1.80mm Pitch] [@1.8 PCB Board-in] Page:B-12

16




Board to Board & Board - in Crimp Style Connectors

B2011 Series -[2.00mm Pitch]

[SAN,51015,5379,172890,
1470201,JBP20,JB20,DF4]

Page:B-13~B-15

[JB20,SJN,35023,DF4,1470199]

Page:B-16~B-17

[SCN,51035,35164,172520,PD054]

Page:B-18~B-20

[JC25,35022,BL-001-XXX]

Page:B-21~B-22

[5394,5395]

Page:B-23~B-24

17




Board to Board & Board - in Crimp Style Connectors

B2541 Series -[2.54mm Pitch]

[4455,42625,5124,2.5-MBPH,2.5-MB]

Page:B-25~B-27

[JE40]

Page:B-28~B-29

[SDN,DF6,51036]

Page:B-30~B-33

B3961 Series -[3.96mm Pitch]

[41815,2145,3215,5145]

Page:B-34~B-36

B3962 Series -[3.96mm Pitch]

[4338,4366]

Page:B-37~B-38

18




Wire to Wire Crimp Style Connectors

C1301 Series - [4.50mm Pitch]

Page:C-1~C-11

[EL,#1.3]

C1581 Series -[3.68mm Pitch]

Page:C-12~C-20

[1625,81.58]

C1801 Series -[6.20~

Page:C-21~C-31

8.90mm Pitch] [35150,35151,35180,35965]

Page:C-32~C-35

[MG610222~MG610236,
MG620223~MG620432]

C1802 Series -[6.00mm Pitch]

19



Wire to Wire Crimp Style Connectors

C2003 Series - [2.00mm Pitch] [51005,51006,PNI] Page:C-36~C-41

C2020 Series - [6.20mm Pitch] [L,82.0] Page:C-42~C-47

L
2975

C2363 Series - [6.70mm Pitch] [3191,$2.36] Page:C-48~C-54

C2501 Series - [2.50mm Pitch] [SYP,SYR,RCY] Page:C-55~C-57

20




Wire to Wire Crimp Style Connectors

C2504 Series - [2.50mm Pitch] [5102,5240,5045,6,5051] Page:C-58~C-62

[SM] Page:C-63~C-71

[43025,43020,43650,43045,43645,43640,44133,44300,44 769,44 764,
H . 44432,44428,1445052,1445053,1445056~1445058,1445086,1445087, . _
C3030 Sel’leS - [3.00mm Pitch] 1445090~1445092,1445095,1445096,1445099~1445101,2029030, Page-C-72 C-99

794630~794638,794677~794682]

C3961 Series - [3.96mm Pitch] [SL] Page:C-100~C-103

21




Wire to Wire Crimp Style Connectors

C3962 Series - [3.96mm Pitch] [176271,178481] Page:C-104~C-108

C3963 Series - [3.96mm Pitch] [177898~177905,179463~179468]  Page:C-109~C-112

- , 172335~42,172328~44,770579~87, .
C4140 Series - [4.14mm Pitch] [770858~76,770966~74,794o73~79,794105~08] Page:C-113~C-130

[5557,5559,5566,5569,42474,42475,1586039,

C4201 Series - [4.20mm Pitch] 1586040,2029059,2029265,1775099,794302~13, Page:C-131~C-172
794349~60,794662~69]

22




Wire to Wire Crimp Style Connectors

C4501 Series - [4.50mm Pitch]

~C-179

Page:C-173

[YL]

C5030 Series - [5.03mm Pitch]

Page:C-180~C-188

[1951,1619,1545,1396]

C5081 Series - [5.08mm Pitch]

Page:C-189~C-196

[8981,LC]

Page:C-197~C-210

[VL,170001,171692,172064,
172065,76825,76829]

C6201 Series - [6.20mm Pitch]

23



Wire to Wire Crimp Style Connectors

Page:C-211~C-236

350428~34,350942~49]

[42021,42022,

- [6.35mm Pitch]

C6351 Series

C7110 Series

Page:C-237~C-238

[151680,151679]

- [7.11mm Pitch]

e

C8381 Series

Page:C-239~C-241

[42179]

- [8.38mm Pitch]

24



Insulation - Displacement Connectors

D0601 Series - [0.60mm Pitch] [XSR] Page:D-1~D-2
Page:D-3~D-5
[1.27mm Pitch] [90325,90327,90584,90800,90816] Page:D-6~D-9

Page:D-10~D-16

[640440~43,640468~71,641237~40,
644486~89,644803,644861]

Page:D-17~D-26

25




Insulation - Displacement Connectors

Page:D-27~D-47

[640426~35,640472~74,640477~80,640595~602,
640387~89,640445,644752~55,640207~09,

644759~66,641119~21,641210]

D3961 Series - [3.96mm Pitch]

26



§£ i@ﬁﬁ AO501 SERIES 0.50mm pitch wire to board connector
e

Specifications

Current rating:0.8A AC,DC

Voltage rating:200V AC,DC

Temperature range:-40°C~+105°C

Contact resistance:50m()Max.
Insulation resistance:100M (OMin.
Withstanding voltage:500V AC/minute
*Compliant with RoHS and REACH*
*Meet the HF/Halogen Free,need to
customize*

*Contact CJT for details*

.

X

¢ Assembly layout )

= =

15.30 REF.

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
A-1



%% ;%ggg:’gg AO501 SERIES 0.50mm pitch wire to board connector

[ AO5O 1A-T )—O.SOmm pitch Crimp Terminal

Reference Informations:
*Used in CJT A0501H-XP series Housing

0.20
o
. S
1.200.20 =
[Te}
(<2}
] N -
L\} .
1
© i SEC:A-A
&
Il _oes &
A | & 8
o ° : o 0.95+0.20 ]
N (Y g
| L :
o o
— [
© o

SEC:B-B
Ordering information & Specifications: Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
AO0501A-GP AWGH#30-#32 0.50mm(max) Phosphor Bronze Gold over Nickel 15,000 PCS
Optional Gold plating available but MOQ requested
[ AOSOl B_T ]—O.SOmm pitch Crimp Terminal
Reference Informations:
*Used in CJT A0501H-XP series Housing
0.20
I &
1.15+0.20 S
( g
[\_/ \ =]
i
L“} [Te}
o
o H
SEC:A-A
)] 066 N
] f— =]
1o @
I 7, ™ =
N N
< 0.95+0.20 =
[Te} 0
— ©
© o
SEC:A-A
Ordering information & Specifications: Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A0501B-GP AWGH#30-#32 0.50mm(max) Phosphor Bronze Gold over Nickel 15,000 PCS

Optional Gold plating available but MOQ requested

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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= == AO0501 SERIES 0.50mm pitch wire to board connector

[ AO501H-XP ]—O.SOmm pitch Housing

Reference Informations:

*Material: Insulator:Nylon 46,UL94V-0 %Cé%ri’:_?)'(rgorﬂft'o”:
Shell:Brass/Tin over Nickel — 1 7

*Suitable CJT A0501A-T,A0501B-T series Terminal 1.Part No.

*Mates with CIJT AO501WR-S-XP series Wafer 2 Material:

*Color:Black (Blank):Nylon 46,UL94V-0

GWT :Nylon 46,UL94V-0,GWT 750°C

ﬁlﬁ%ﬂlﬂ

0.96:0.05 , 0.99+0.08 . .

B+0.25 1.60+0.10

C+0.20 0.65+0.08

o
N
=
+l
S
" SECTIOAN A-A SECTIOAN A-A
II - SCALE 2:1 SCALE 2:1
) Without Terminal With Terminal
D+0.40
A+0.15
Ordering Information & Dimensions:
0.50 \ - -
PART Dimensions
NO. A B C D

41P 20.00 | 31.50 | 27.60 | 36.00
51P 25.00 | 36.50 | 32.60 [ 41.00

Unit: mm

@\050 1WR-S-X Fj;O.SOmm pitch 90° Wafer - SMT TYPE

Reference Informations:

*Material: Pin:Phosphor Bronze/Gold over Nickel
Insulator:Nylon 46,UL94V-0

*Mates with CJT A0O501H-XP series Housing

*Color:Black
B+0.25
Circuit 1—\ C+0.10
o
2 =
Sl 150 =
pf (1
— =i
= -
Tt 2] 9
- A0.20 4.20+0.25 S Ordering Information:
AO501WR-S-XP - ***
T T | 1 2
1.Part No.
0.60 2.Material:
~_._| 1.10 (Blank):Nylon 46,UL94V-0
GWT :Nylon 46,UL94V-0,GWT 750°C
250
o
AT E
™ < . . . .
Ordering Information & Dimensions:
2.05
3 PART Dimensions
. [Te)
o 0 NO. A B C D
-
D+0.10 41P 20.00 | 30.35 | 26.00 | 29.75
P.C.B LAYOUT 51P 25.00 | 35.35 | 31.00 | 34.75

Unit: mm
CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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0.80mm pitch wire to board connector

£5 ol F o AO80L SERIES
B

-

Specifications

Current rating:1A AC,DC

Voltage rating:30V AC,DC
Temperature range:-40°C~+105°C
Contact resistance:30m()Max.
Insulation resistance:100M (OMin.
Withstanding voltage:200V AC/minute
*Compliant with RoHS and REACH*
*Meet the HF/Halogen Free,need to
customize*

*Contact CJT for details*

Standards

( Assembly layout

3.95 REF.

-

A

1.75

3.95REF.

sl
Iy
\Swg

1.68

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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. A0801 SERIES 0.80mm pitch wire to board connector

[ A080 1-T ]—O.SOmm pitch Crimp Terminal

o
Reference Informations: S
*Used in CJT A0801H-XP, A0801H-XP-2 series Housing 1.10+0.20 §
o
3.30+0.25
0.12
S SEC: A-A g
S g
3 1.000.20 S
Ire} — S
N (=
o
N
=}
g =] L
~ SEC: B-B
—_ n
i % S
* g e 2 3
. ~ +
S ~ E g 0.55£0.20 2
o N
LQ ‘Kj :
N
< vV,
e
o
0.30
0.20+0.15
SEC: C-C
Ordering information & Specifications: Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A0801-TP AWGH#28-#32 0.60mm(max) Phosphor Bronze Tin over Nickel 45,000 PCS
A0801-GP AWG#28-#32 0.60mm(max) Phosphor Bronze Gold over flash 45,000 PCS
Optional Gold plating available but MOQ requested
[ AOSO 1 H _X P FO.SOmm pitch Housing
Reference Informations:
*Material:LCP,UL94V-0
*Suitable CJT A0801-T series Terminal
*Mates with CJT D0O801WV-S,WR-S-XP series Wafer
*Color:Natural
Circuit 1—\
\ < Ordering Information:
T T A0801H-XP - *** Ordering Information & Dimensions:
] ||| HE ! ||| H] 1 > = i
1.Part No. PART NO. R LIETISO0S -
— [ =t N J 2.Material:
Q (Blank):LCP,UL94V-0 2P 0.80 2.40
=) GWT:LCP,UL94V-0,GWT 750°C 3P 1.60 3.20
0.80+0.10 2 4p 2.40 4.00
i 5P 3.20 4.80
A$0.20 6P 4.00 5.60
7P 4.80 6.40
8P 5.60 7.20
1.00 B+0.25 1.00 1.6520.20 B v oo
10P 7.20 8.80
a i \/ i A 9 awg 11P 8.00 9.60
o 12P 8.80 10.40
\l [Z A
M \/\ Q 13P 9.60 11.20
= 14P 10.40 12.00
g < 15P 11.20 12.80
I | 3 16P 12.00 13.60
~ 17P 12.80 14.40
18P 13.60 15.20
1.25+0.20 19P 14.40 16.00
20P 15.20 16.80
Unit: mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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%Z;%; | = AOB01 SERIES 0.80mm pitch wire to board connector

[ AOBOLH-XP-2 }——os0mm pich rousing

Reference Informations:

*Material:LCP,UL94V-0

*Suitable CJT A0801-T series Terminal

*Mates with CJT DO801WV-S,WR-S-XP series Wafer
*Color:Natural

Circuit 1:
_\‘.' T e e Ordering Information:
H] || H] ||| H] | [H AOB01H-XP-2 - #*
1 2 —
s SHIZ ZHS ZH 1.Part No. PART NO. Dimensions

N J 2.Material: A B
(Blank):LCP,UL94V-0 2P 0.80 2.40

0.80£0.10 GWT:LCP,UL94V-0,GWT 750°C 3P 1.60 3.20

250,20 4P 2.40 4.00

— 5p 3.20 4.80

6P 4.00 5.60

7P 4.80 6.40

B0.25 1.65+0.20 8P 5.60 7.20

op 6.40 8.00

L X i | 10P 7.20 8.80
[ \/ 11P 8.00 9.60
o 12P 8.80 10.40
g 13P 9.60 11.20
& =g 14P 10.40 12.00
| s 9 L 15P 11.20 12.80
o 16P 12.00 13.60
i 17P 12.80 14.40
18P 13.60 15.20
1.25+0.20 19P 14.40 16.00
20P 15.20 16.80

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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§£ i?ggggs AlOOl SER|ES 1.00mm pitch wire to board connector
e

Specifications

Current rating:1A AC,DC

Voltage rating:200V AC,DC
Temperature range:-40°C~+105°C
Contact resistance:40mQMax.
Insulation resistance:100MQMin.
Withstanding voltage:500V AC/minute
*Compliant with RoHS and REACH*
*Meet the HF/Halogen Free,need to
customize*

*Contact CJT for details*

s

———

Assembly layout §

=

8.00 REF

z ) L
s 5 SiE=Rll=—:

1.65
1.79

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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i)

s A1001 SERIES

L] ]

1.00mm pitch wire to board connector

[ A10

01-

Reference Informations:

*Used in CJT A1001H-XP series Housing

)—1.00mm pitch Crimp Terminal

0.15
[Te)
3
o
+l
o
<
1.20+0.25 -

[T9) ||
S
’ \V/
b 0.22 SEC:A-A

P =
=} 8 o
T d N
a9 7 g3 <
al @ 1.00:0.25 ©

N
. /A
SEC:B-B
Ordering information & Specifications: Unit:mm
Part NO Wire Range Insulation O.D. Material Finish Qty/reel
A1001-GP AWG#28-#36 0.50mm(max) Phosphor Bronze Gold over Nickel 15,000 PCS

Optional Gold plating available but MOQ requested

[ A1001H-XP )—LOOmm pitch Housing

Reference

Informations:

*Material: Insulator:Nylon 46,UL94V-0
Shell:Phosphor Bronze/Tin over Nickel

*Suitable CJT A1001-T series Terminal

*Mates with CJT A1001WR-S-XP, A1001WRA-S-30P series Wafer

*Color:Ilvory

1.00+0.10

A+0.20

B+0.25

Ordering Information:
A1001H-XP - ***

1
1.Part No.
2.Material:

(Blank):Nylon 46,UL94V-0
GWT:Nylon 46,UL94V-0,GWT 750°C

0.78

4.60+0.25

\—Circuit 1

Circuit 20
C+0.25

7.00+0.25

1.79+0.25

Ordering Information & Dimensions:

Dimensions
PART NO. ry B C
20P 19.00 21.88 23.28
30P 29.00 31.88 33.28
Unit: mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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1.00mm pitch wire to board connector

( AlOO 1WR-S-XP )—1.00mm pitch 90° Wafer-SMT TYPE

Reference Informations:
*Material:Pin:Phosphor Bronze/Tin over Nickel on solder area
Gold over Nickel on contact area
Shell:Phosphor Bronze/Tin over Nickel

Insulator:Nylon 6T,UL94V-0 Ordering Information:
*Mates with CJT A1001H-XP series Housing AL1001WR-S-XP - ***
*Color:lvory 1 2
1.Part No.
2.Material:
(Blank):Nylon 6T,UL94V-0
) B+0.20 GWT:Nylon 6T,UL94V-0,GWT 750°C
A+0.20 N
A*0.05 0.60£0.05
Circuit 1 0.35 1.00+0.10 1.00£0.05
/_ 3.35+0.05 ,_1.00+0.05
bASALALEEL LYY Y | I
...... 1T]
GRRRARRRRRR R RARARY
GROUND PLATE e
W) ) o 0 V
o
S =%
C0.25 8 =/ 1.80£0.05 3
o Sl o P.C.B LAYOUT =
T 1l ———
o o
[ @
™ —
3.30+0.25
Ordering Information & Dimensions:
PART NO. Dimensions
v 1.30 A B c
9 20P 19.00 21.88 26.65
30P 29.00 31.88 36.65
Unit: mm
[AL001WRA-S-30P - xo0mmpich so" warer-sT Tvpe
Reference Informations: 31.00+0.25
*Material:Pin:Phosphor Bronze/Nickel-plated 290040.20
Shell:Phosphor Bronze/Tin over Nickel —
Insulator:LCP,UL94V-0
*Mates with CJT ALOO1H-XP series Housing 4.42+0.10 A [, 1.00+0.10 0.60+0.10 | 0.80+0.10 |,
*Color:Black | | | |
oot GRODANG0ANNGRADNDAANDNG0ANNGNN
o
% Sk
31.00£0.25 pr P.C.B LAYOUT i
3 )
29.00+0.20 o <
1.00£0.10 0.20+0.05
b L L L
L!EJ_EEJ_EEJ_EEJ_EEJ_EEJ_EJ_HJ
o :
o
3]
o
+|
& 3.44+0.20
N
pco
1.35+0.20
Unit: mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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A1002 SERIES

1.00mm pitch wire to board connector

Specifications

Current rating:1A AC,DC

Voltage rating:50V AC,DC
Temperature range:-40°C~+105°C
Contact resistance:20m()Max.
Insulation resistance:100M (OMin.
Withstanding voltage:500V AC/minute
*Compliant with RoHS and REACH*
*Meet the HF/Halogen Free,need to
customize*

*Contact CJT for details*

Standards
N A
E326732 E326732
{ Assembly layout }
6.25 REF : —
) . . E F _
N 2
r/ ]
{ 2 4 !
5.40
7.05 REF. ﬂ ﬂ X
— . L )
. ] m -
© \_[:9 o
J g s e B
14 { =) A

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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, A1002 SERIES

1.00mm pitch wire to board connector

[ AlOOZ-T )—1.00mm pitch Crimp Terminal

Reference Informations:

*Used in CJT A1002H-XP(-2),A1002H-2xXP series Housing

0.12+0.02 )
. I
A} [ \ S
‘. : ‘. 1.40+0.20 &
/ # / -
( ( S
- . S L
\ \ o
SEC:A-A
A o
N (3]
S @ _|,_ 0.30£0.05
o
8 &
< 1) S
+|
1.10+0.20 g
J IS
= SEC:B-B
S
0.40+0.10 s
+
o
0.75£0.10 a
Ordering information & Specifications: Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A1002-TP AWG#28-#32 0.80mm(max) Phosphor Bronze Tin over Nickel 20,000 PCS
A1002-GP AWG#28-#32 0.80mm(max) Phosphor Bronze Gold over flash 20,000 PCS
Optional Gold plating available but MOQ requested
[ AlOOZA_T ]—1.00mm pitch Crimp Terminal
o
Reference Informations: S
. ) . 2
*Used in CJT A1002HA,HB,HE-XP series Housing <Or. 1.30+0.20
-
0.12
1 SEC:A-A
(=}
+|
o
n =}
o I
o
+|
8_ 1.10+0.20
o
& 0.30+0.10
o
bl
o
o
~ SEC:B-B
3
9 = &
0.45 MIN S = 0.55+0.10 - 2
0.76£0.15 8 g
— -
0.40+0.10
SEC:C-C
Ordering information & Specifications: Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A1002A-TP AWGH#28-#32 0.80mm(max) Phosphor Bronze Tin over Nickel 20,000 PCS
A1002A-GP AWG#28-#32 0.80mm(max) Phosphor Bronze Gold over flash 20,000 PCS

Optional Gold plating available but MOQ requested

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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p A1002 SERIES

1.00mm pitch wire to board connector

[ AlOOZC-T )—1.00mm pitch Crimp Terminal

Reference Informations:

*Used in CJT A1002HC,HD-XP series Housing

| 0.15 9 9
| ' I o 2
1.25$0.25 3 1.05£0.25 Y
: 9 = °
\ 2
N Yo}
N Te]
1 / O L
.!._ _‘ ]
| A
i L. S |, 0.30+0.05
| VR o :
S B N o
| | 3 3 3
I ‘ -"ii ‘ 8’ T IS 0.75+0.10 g 0.75+0.10 3
C C © « .75+0. o . 75%0. =
il g 5 s °
0.65+0.10 D | D 2 o
| 3 2 U i
N
l | i SEC: C-C SEC: D-D
u T - -
0.45+0.10 0.70+0.10 0.25+0.05
0.35+0.05
Ordering information & Specifications: Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A1002C-TP AWG#28-#32 0.80mm(max) Phosphor Bronze Tin over Nickel 20,000 PCS
A1002C-GP AWG#28-#32 0.80mm(max) Phosphor Bronze Gold over flash 20,000 PCS
Optional Gold plating available but MOQ requested
[ Alooz D_T ]—1.00mm pitch Crimp Terminal
Reference Informations:
*Used in CJT A1002HG,HI-XP series Housing
0.12 o
I N
A} =)
- - 1.30+0.20 ¥
. - - . °
( [ =
B B el
\ B I X
o
SEC:A-A
A A |_
== == ] 8‘ .__0.28%0.10 Q
== I ] ﬁ S S
B B ©
o . 1.02+0.20 2
< E_
—
| | 0.55+0.10 0.80+0.10 IS B
= % 0.95+0.10 SEC:B-B
0.10£0.08 ]
—_"7 -
_| ] 0.38+0.05
Ordering information & Specifications: Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A1002D-TP AWGH#28-#32 0.80mm(max) Phosphor Bronze Tin over Nickel 20,000 PCS
A1002D-GP AWG#28-#32 0.80mm(max) Phosphor Bronze Gold over flash 20,000 PCS

Optional Gold plating available but MOQ requested

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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v A1002 SERIES

1.00mm pitch wire to board connector

[ A1002 H -X P ]—1.00mm pitch Single Row Housing

Reference Informations:
*Material:PBT,UL94V-0
*Suitable CJT A1002-T series Terminal

*Mates with CJT A1002WV-S,WR-S-XP series Single Row Wafer

*Color:White

/—Circuit 1

1.00+0.10

A+0.20

B+0.25

[Alooz H -X P-2]—1.00mm pitch Single Row Housing

Reference Informations:
*Material:PBT,UL94V-0
*Suitable CJT A1002-T series Terminal

2.80+0.25
— -/ 2
S
+l
o
S
[t}
2.08+0.20

*Mates with CJT A1002WV-S,WR-S-XP series Single Row Wafer

*Color:White

Circuit 1

i

1.00+0.10

A+0.20

2.80+0.25

5.00+0.25

2.08+0.20

Ordering Information:
A1002H-XP - ***
1 2
1.Part No.
2.Material:
(Blank):PBT,UL94V-0
GWT:PBT,UL94V-0,GWT 750°C

Ordering Information & Dimensions:

Dimensions
PART NO. r B
2P 1.00 5.00
3P 2.00 6.00
4P 3.00 7.00
5P 4.00 8.00
6P 5.00 9.00
7P 6.00 10.00
8P 7.00 11.00
9P 8.00 12.00
10P 9.00 13.00
11P 10.00 14.00
12P 11.00 15.00
13P 12.00 16.00
14P 13.00 17.00
15P 14.00 18.00
16P 15.00 19.00
17P 16.00 20.00
18P 17.00 21.00
19P 18.00 22.00
20P 19.00 23.00
Unit: mm

Ordering Information:
A1002H-XP-2 - ***
1 2
1.Part No.
2.Material:
(Blank):PBT,UL94V-0
GWT:PBT,UL94V-0,GWT 750C

Ordering Information & Dimensions:

Dimensions
PART NO. A B
2P 1.00 3.00
3P 2.00 4.00
4P 3.00 5.00
5P 4.00 6.00
6P 5.00 7.00
7P 6.00 8.00
8P 7.00 9.00
9P 8.00 10.00
10P 9.00 11.00
11P 10.00 12.00
12P 11.00 13.00
13P 12.00 14.00
14P 13.00 15.00
15P 14.00 16.00
16P 15.00 17.00
17P 16.00 18.00
18P 17.00 19.00
19P 18.00 20.00
20P 19.00 21.00
Unit: mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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A1002 SERIES

1.00mm pitch wire to board connector

[ A1002 HA-X P ]—1.00mm pitch Single Row Housing

Reference Informations:
*Material:PBT,UL94V-0

*Suitable CJT A1002A-T series Terminal
*Mates with CIJT A1002WRA-S,WRE-S-XP series Single Row Wafer

*Color:White

C+0.20

A+0.20

1.00+0.10

B+0.25

[ A1002 H B-XP ]—1.00mm pitch Single Row Housing

Reference Informations:
*Material:Nylon 66,UL94V-0

*Suitable CJT A1002A-T series Terminal
*Mates with CJT A1002WVB-S,WRB-S-XP series Wafer

*Color:White

Circuit 1

o

1 N
a +
o

o

o

1.00+0.10
A+0.20

C+0.20

B+0.25

A

f—Circuit 1

Ordering Information:
A1002HA-XP - ***
1 2
1.Part No.
2.Material:
(Blank):PBT,UL94V-0
GWT :PBT,UL94V-0,GWT 750°C

1.70+0.20

1.90+0.20

5.01+0.25

2.30+0.25

Ordering Information & Dimensions:

Dimensions
PART NO. ry B C
2P 1.00 3.00 2.40
3P 2.00 4.00 3.40
4P 3.00 5.00 4.40
5P 4.00 6.00 5.40
6P 5.00 7.00 6.40
7P 6.00 8.00 7.40
8P 7.00 9.00 8.40
9P 8.00 10.00 9.40
10P 9.00 11.00 10.40
11P 10.00 12.00 11.40
12P 11.00 13.00 12.40
13P 12.00 14.00 13.40
14P 13.00 15.00 14.40
15P 14.00 16.00 15.40
16P 15.00 17.00 16.40
17P 16.00 18.00 17.40
18P 17.00 19.00 18.40
19P 18.00 20.00 19.40
20P 19.00 21.00 20.40
Unit:mm

Ordering Information:
A1002HB-XP - ***

1 2

1.Part No.

2.Material:
(Blank):Nylon 66,UL94V-0
GWT:Nylon 66,UL94V-0,GWT 750C

3.79+0.25

7.20+0.25

1.70+0.20

0

5"

[=}

¥l

o

<

© o
«
[=}
¥l
o
[}
o

Ordering Information & Dimensions:

Dimensions
PART NO. A B C
2P 1.00 3.00 2.40
3P 2.00 4.00 3.40
4P 3.00 5.00 4.40
5P 4.00 6.00 5.40
6P 5.00 7.00 6.40
7P 6.00 8.00 7.40
8P 7.00 9.00 8.40
9P 8.00 10.00 9.40
10P 9.00 11.00 10.40
11P 10.00 12.00 11.40
12P 11.00 13.00 12.40
13P 12.00 14.00 13.40
14P 13.00 15.00 14.40
15P 14.00 16.00 15.40
16P 15.00 17.00 16.40
17P 16.00 18.00 17.40
18P 17.00 19.00 18.40
19P 18.00 20.00 19.40
20P 19.00 21.00 20.40
Unit:mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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T AlOOZ SER'ES 1.00mm pitch wire to board connector

[ A1002 H C-XP ]—1.00mm pitch Single Row Housing

Reference Informations:

*Material:Nylon 46,UL94V-0

*Suitable CJT A1002C-T series Terminal Ordering Information:

*Color:lvory —A1002I-1|C—XP ;

1.Part No.

2.Material:
(Blank):Nylon 46,UL94V-0
GWT:Nylon 46,UL94V-0,GWT 750C

A+0.20

Circuit 1—\ 1.00+0.10
Booog Er

1.45+0.25

1.20+0.10
B+0.25 0.30£0.05
g g g &
: o
(=] =+l
+| o
b @
0,’- N
[Te)
N
- - o
e \ F
o
(=)
~
1 1 1 1 1 1 Ordering Information & Dimensions:
JAN Dimensions
PART NO.
© A B €
C+0.25 4P 3.00 4.60 6.60
6P 5.00 6.60 8.60
Unit:mm
[ Alooz H D_X P ]—1.00mm pitch Single Row Housing
Reference Informations:
*Material:Nylon 46,UL94V-0
*Suitable CJT A1002C-T series Terminal
*Color:lvory
Ordering Information:
o A1002HD-XP - ***
N 1 2
% 1.Part No.
: 2.Material:
(Blank):Nylon 46,UL94V-0
ﬁ ) o m GWT :Nylon 46,UL94V-0 GWT 750°C
7
S S ST TR
Circuit 1—/ 1.00-010
A+0.20
1.20+0.10
B20.25 0.30£0.05 —
/u/u/u/u/u
Ny /
f € I
S NN LA
48 |19
o N
n
N
- - o
/_ \ i
o
o
| | 1 1 1 1 1 | | ™~ 7\
{ { { { { { Ordering Information & Dimensions:
T T T T T T Dimensions
A PART NO. = = c
4P 3.00 4.60 6.60
C+0.25 3.10+0.25 6P 5.00 6.60 8.60

Unit:mm
CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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A1002 SERIES

1.00mm pitch wire to board connector

[ A1002 H E-XP ]—1.00mm pitch Single Row Housing

Reference Informations:

*Material:Nylon 66,UL94V-0
*Suitable CJT A1002A-T series Terminal
*Mates with CIJT A1002WRC-S-XP series Wafer

Ordering Information:
AL002HE-XP - ***

*Color:White 1.part ,io_ 2
2.Material:
A+0.10 3 (Blank):Nylon 66,UL94V-0
1.00£0.10 o 2 GWT:Nylon 66,UL94V-0,GWT 750°C
/—Clrcunl g
T T 1 TIT T T T -
HMMMMMMﬁ Ordering Information & Dimensions:
Dimensions
I T PARZTPNQ 1A00 3%0 230
3P 2.00 4.00 3.40
C+0.20 2.30+0.20 4P 3.00 5.00 4.40
5P 4.00 6.00 5.40
6P 5.00 7.00 6.40
‘ * 7P 6.00 8.00 7.40
8P 7.00 9.00 8.40
9P 8.00 10.00 9.40
Q 10P 9.00 11.00 10.40
g 9 11P 10.00 12.00 11.40
o 3 = 12P 11.00 13.00 12.40
g 8 13P 12.00 14.00 13.40
& © 14P 13.00 15.00 14.40
N 15P 14.00 16.00 15.40
16P 15.00 17.00 16.40
17P 16.00 18.00 17.40
18P 17.00 19.00 18.40
19P 18.00 20.00 19.40
2.90£0.20 B0.25 20P 19.00 | 21.00 | 20.40
Unit:mm

[Alooz H G -XP)—l.OOmm pitch 180° Single Row Housing

Reference Informations:

*Material:Nylon 66,UL94V-0
*Suitable CJT A1002D-T series Terminal
*Mates with CJT A1002WRD-S-XP series Wafer

/—Circuit 1

*Color:White

|

Ordering Information:
A1002HG-XP - ***

i

1 2
z 1.Part No.
AN AANAN NANAWNANANANA RN AN WA - 2.Material:
Q (Blank):Nylon 66,UL94V-0
1.00£0.10 S GWT:Nylon 66,UL94V-0,GWT 750°C
o
A+0.20 5
B+0.20 1.85+0.20
X 3 =
] €
° 9 a
N_/ gl 9
o ©
—
2.13+0.20 0.75 2.50+0.20

Ordering Information & Dimensions:

Dimensions
PART NO. A B
2P 1.00 2.30
3P 2.00 3.30
4P 3.00 4.30
5P 4.00 5.30
6P 5.00 6.30
7P 6.00 7.30
8P 7.00 8.30
9P 8.00 9.30
10P 9.00 10.30
11P 10.00 11.30
12P 11.00 12.30
13P 12.00 13.30
14P 13.00 14.30
15P 14.00 15.30
16P 15.00 16.30
17P 16.00 17.30
18P 17.00 18.30
19P 18.00 19.30
20P 19.00 20.30
Unit:mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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A1002 SERIES

1.00mm pitch wire to board connector

[ A1002 H l-XP )—1.00mm pitch 90° Single Row Housing

Reference Informations:
*Material:Nylon 66,UL94V-0

*Suitable CJT A1002D-T series Terminal
*Mates with CJT A1002WRD-S-XP series Wafer

*Color:White
/—Circuit 1
| | | / \— ] Ordering Information:
AL002HI-XP - ***
1 2
7 1.Part No. ) _ ' .
T T TTIL TTIT TTTUIT 1 5 2.Maten§|: Ordering Information & Dimensions:
a (Blank):Nylon 66,UL94V-0 DTSN
1.00+0.05 ) GWT :Nylon 66,UL94V-0 GWT 750°C | PART NO. A =
o
A£0.10 5 2P 1.00 2.30
3P 2.00 3.30
4P 3.00 4.30
frost 5P 4.00 5.30
"
B+0.15 | 0.75+0.10 1.85+0.10 6P 5.00 6.30
7P 6.00 7.30
8P 7.00 8.30
= —
9P 8.00 9.30
10P 9.00 10.30
11P 10.00 11.30
I o o 12P 11.00 12.30
= A I 13P 12.00 13.30
+|
8 W, b B 14P 13.00 14.30
© S © 15P 14.00 15.30
) 16P 15.00 16.30
17P 16.00 17.30
|_ ] 18P 17.00 18.30
19P 18.00 19.30
2.13+0.20 0.75 2 50+0.20 20P 19.00 20.30
Unit:mm

[ A1002 HJ-XP ]—1.00mm pitch Single Row Housing

Reference Inform

ations:

*Material:Nylon 66,UL94V-0
*Mates with CJT A1002WRJ-F-XP series Wafer

*Color:Black

Ordering Information:
A1002HI-XP - ***

1 2
1.Part No.
2.Material:

(Blank):Nylon 66,UL94V-0
GWT :Nylon 66,UL94V-0,GWT 750°C

A+0.20

B+0.25

—

==

[

The FPC cable into the
schematic diagram

3.40+0.20

5.15+0.25

10.40+0.25
11.00+0.25

|

2.10

Ordering Information & Dimensions:

PART NO. Dimensions
A B
4P 3.00 7.35
5P 4.00 8.35
6P 5.00 9.35
7P 6.00 10.35
8P 7.00 11.35
9P 8.00 12.35
10P 9.00 13.35
11P 10.00 14.35
12P 11.00 15.35
13P 12.00 16.35
14P 13.00 17.35
15P 14.00 18.35
16P 15.00 19.35
17P 16.00 20.35
18P 17.00 21.35
19P 18.00 22.35
20P 19.00 23.35
30P 29.00 33.35
Unit:mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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AlOOZ SER' ES 1.00mm pitch wire to board connector

[Alooz H -2XX P]—l.OOmm pitch Dual Row Housing

Reference Informations:
*Material:PBT,UL94V-0

*Suitable CJT A1002-T series Terminal
*Mates with CJT A1002WV-S,WR-S-2xXP,
A1002WV-S-F-2xXP series Dual Row Wafer

*Color:White
Circuit 2
N N Y N Y A Ordering Information:
AL002HI-2xXP - ***
it O OO O 1 2
)1 1 111 1.Part No.
****. 2.Material:
o (Blank):PBT,UL94V-0
/ GWT:PBT,UL94V-0,GWT 750°C
I T I I A L Y A
1.00+0.10 Circuit l—/_
A+0.20
4.20+0.20
[ N\
_ _ _ Ordering Information & Dimensions:
= o % 2 et
3 PART NO. Imensions
S A B
1 1 1 o) 2x6P 5.00 9.00
A [— 2x8P 7.00 11.00
2x10P 9.00 13.00
2x15P 14.00 18.00
B+0.25 4.90+0.25 2x20P 19.00 23.00
2x25P 24.00 28.00
Unit: mm

66\1002WV—S—X P]—l.OOmm pitch 180° Single Row Wafer - SMT TYPE

Ordering Information:

Reference Informations: AL002WV-S-XP - *** . **
*Material:Pin:Phosphor Bronze/Tin over Nickel 1 2 3
Solder Tabs: Phosphor Bronze/Tin over Nickel ;ll:\)/legtte,;ligi'
Insulator:Nylon 6T,UL94V-0 : N
*Mates with CJT A1002H-XP(-2) series Single Row Housing %i\gfzﬁat}gﬁ%—,gm 750°C
*Color:Ilvory 3.Finish:
(Blank):Tin over Nickel
A+0.10 G:Gold over Nickel
1.00+0.05
0.7020.10 {. 0.60£0.05 Ordering Information & Dimensions:
4 th ‘9! PART NO. Dimensions
» 2 g A B
\ 9 - % g ¢ 8_ 2P 1.00 4.00
\—Circuit 1 g __/— - 3P 2.00 >.00
1.000.10 ] Circuit 1 4p 3.00 6.00
A+0.20 < 7 5P 4.00 7.00
6P 5.00 8.00
1.20+0.10 7P 6.00 9.00
P.C.B LAYOUT 8P 7.00 10.00
- CAP 9P 8.00 11.00
" FOR PICK AND 10P 9.00 12.00
B0.25 2.90£0.25 toR® SYSTEMS) 1P 10.00 13.00
12P 11.00 14.00
13P 12.00 15.00
LL 14P 13.00 16.00
& 15p 14.00 17.00
7 16P 15.00 18.00
g 17P 16.00 19.00
E 18P 17.00 20.00
= 19P 18.00 21.00
20P 19.00 22.00
0.70 -
Unit: mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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- A1002 SERIES

1.00mm pitch wire to board connector

@\1002WR-S-X Fy—l.OOmm pitch 90° Single Row Wafer - SMT TYPE

Reference Informations:

*Material:Pin:Phosphor Bronze/Tin over Nickel

Solder Tabs: Phosphor Bronze/Tin over Nickel

Insulator:Nylon 6T,UL94V-0
*Mates with CJT A1002H-XP(-2) series Single Row Housing

*Color:lvory

1.00+0.10 Circuit 1
A+0.20
B+0.25
V
n
N
[
i
0
N
[ M~
5 I
0.20

@\1002WRA-S_X Fj—l.OOmm pitch 90° Single Row Wafer - SMT TYPE

Reference Informations:

*Material:Pin:Brass/Tin over Nickel
Solder Tabs: Brass/Tin over Nickel
Insulator:Nylon 6T,UL94V-0

*Mates with CJT A1002HA-XP series Single Row Housing

Ordering Information:
A1002WR-S-XP - *** - **
2 3

1

1.Part No.

2.Material:
(Blank):Nylon 6T,UL94V-0
GWT:Nylon 6T,UL94V-0,GWT 750°C

3.Finish:

(Blank):Tin over Nickel
G:Gold over Nickel

5.55+0.10

A+0.10
1.00+0.05
+
0.70+0.10 |,  0.60+0.05
4
o
A pu
|
3 \—c' it 1 &
S ircuit -
L
]
1.20+0.10
P.C.BLAYOUT
2.90+0.25_
o
~
o

|

N

0.60+0.10

3.15+0.10

4.70+0.10

*Color:Ilvory
A£0.10
1.00£0.05
B0.25 1.10£0.05 .I —I—
B/ /R
3
S| 9 D D Y
—
0.6020.10
0.20
P.C.B LAYOUT
C0.20 5.000.25
4.25+0.20
l
&
e <2 m 3
A 08 N
o - E\
T 060 1]
1.00£0.10
1.30£0.10
A£0.20

Ordering Information & Dimensions:

Dimensions
PART NO. r B
2P 1.00 4.00
3P 2.00 5.00
4P 3.00 6.00
5P 4.00 7.00
6P 5.00 8.00
7P 6.00 9.00
8P 7.00 10.00
9P 8.00 11.00
10P 9.00 12.00
11P 10.00 13.00
12P 11.00 14.00
13P 12.00 15.00
14P 13.00 16.00
15P 14.00 17.00
16P 15.00 18.00
17P 16.00 19.00
18P 17.00 20.00
19P 18.00 21.00
20P 19.00 22.00
Unit: mm
Ordering Information:
AL002WRA-S-XP - *** - **
1 2 3
1.Part No.
2.Material:

(Blank):Nylon 6T,UL94V-0
GWT:Nylon 6T,UL94V-0,GWT 750C

3.Finish:

(Blank):Tin over Nickel
G:Gold over Nickel

Ordering Information & Dimensions:

Dimensions
PART NO. A B C
2P 1.00 3.50 2.50
3P 2.00 4.50 3.50
4P 3.00 5.50 4.50
5P 4.00 6.50 5.50
6P 5.00 7.50 6.50
7P 6.00 8.50 7.50
8P 7.00 9.50 8.50
9P 8.00 10.50 9.50
10P 9.00 11.50 10.50
11P 10.00 12.50 11.50
12P 11.00 13.50 12.50
13P 12.00 14.50 13.50
14P 13.00 15.50 14.50
15P 14.00 16.50 15.50
16P 15.00 17.50 16.50
17P 16.00 18.50 17.50
18P 17.00 19.50 18.50
19P 18.00 20.50 19.50
20P 19.00 21.50 20.50
Unit: mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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A1002 SERIES

1.00mm pitch wire to board connector

@\1002WVB-S-X Fj—l.OOmm pitch 180° Single Row Wafer - SMT TYPE

Reference Informations:
*Material:Pin:Phosphor Bronze/Tin over Nickel
Solder Tabs: Phosphor Bronze/Tin over Nickel
Insulator:Nylon 9T,UL94V-0
*Mates with CJT A1002HB-XP series Single Row Housing
*Color:lvory

Ordering Information:

A1002WVB-S-2xXP - ***
1 2

1.Part No.
2.Material:

(Blank):Nylon 9T,UL94V-0
GWT:Nylon 9T,UL94V-0,GWT 750°C

3.Finish:

(Blank):Tin over Nickel

G:Gold over Nickel

A+0.10 1.05
1.00
0.75 N
HEH 3l g
! ! ! ] m g
o
:\! L") T T
F 1.00+0.10 %7
~ —_—
~
- A+0.20 0.55
P.C.B LAYOUT
B+0.25 3.40+0.20 /_CAP
\\ N
I ] 3
Q Q @
il & 8
1 H T
& &
~ <
IN—H. '_'] N
1.20+0.10
Circuit 1: 0.20
3.50+0.20

@\1002WRB-S_X Fj—l.OOmm pitch 90° Single Row Wafer - SMT TYPE

Reference Informations:
*Material:Pin:Phosphor Bronze/Tin over Nickel
Solder Tabs: Phosphor Bronze/Tin over Nickel
Insulator:Nylon 9T,UL94V-0
*Mates with CJT A1002HB-XP series Single Row Housing
*Color:Ivory

Ordering Information:
A1002WRB-S-2XXP - *** - **
1 2 3

1.Part No.
2.Material:

(Blank):Nylon 9T,UL94V-0

GWT:Nylon 9T,UL94V-0,GWT 750°C
3.Finish:

(Blank):Tin over Nickel

G:Gold over Nickel

A%0.10
1.100.05 . 1.00+0.05 0.60£0.10
T o g | Il
77/
4
! iAo . 7
=1 %%
T A
o [ ] o )
Y L_F &
i g o g
3 1.00£0.10 8| __ |, 060£0.10 9 g
~ il a =
B A#0.20 ‘ % % ol <
™
P.C.B LAYOUT
B+0.25 3.40£0.20
[Te] [Te]
N 7o) 34
b S 3
g g o g
< sl = <
0 |
il 1 |))] -
|-| 1.20£0.10
Circuit 1 020 4

_x
3

Ordering Information & Dimensions:

Dimensions
PART NO. r B
2P 1.00 3.70
3P 2.00 4.70
4P 3.00 5.70
5P 4.00 6.70
6P 5.00 7.70
7P 6.00 8.70
8P 7.00 9.70
9P 8.00 10.70
10P 9.00 11.70
11P 10.00 12.70
12P 11.00 13.70
13P 12.00 14.70
14P 13.00 15.70
15P 14.00 16.70
16P 15.00 17.70
17P 16.00 18.70
18P 17.00 19.70
19P 18.00 20.70
20P 19.00 21.70
Unit: mm

Ordering Information & Dimensions:

Dimensions
PART NO. A B
2P 1.00 3.70
3P 2.00 4.70
4P 3.00 5.70
5P 4.00 6.70
6P 5.00 7.70
7P 6.00 8.70
8P 7.00 9.70
9P 8.00 10.70
10P 9.00 11.70
11P 10.00 12.70
12P 11.00 13.70
13P 12.00 14.70
14P 13.00 15.70
15P 14.00 16.70
16P 15.00 17.70
17P 16.00 18.70
18P 17.00 19.70
19P 18.00 20.70
20P 19.00 21.70
Unit: mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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A1002 SERIES

1.00mm pitch wire to board connector

@\1002WRC-S-X@—1.00mm pitch 90° Single Row Wafer - SMT TYPE

Reference Informations:
*Material:Pin:Brass/Tin over Nickel
Solder Tabs: Brass/Tin over Nickel
Insulator:Nylon 9T,UL94V-0

*Mates with CJT A1002HE-XP series Single Row Housing

*Color:lvory

Ordering Information:

AL002WRC-S-2xXP - *** - **

1
1.Part No.
2.Material:

(Blank):Nylon 9T,UL94V-0
GWT:Nylon 9T,UL94V-0,GWT 750°C

3.Finish:

2

(Blank):Tin over Nickel

G:Gold over Nickel

A+0.10 o
=
B£0.25 0.7040.05 , 1.00+0.05 2
3
0.60 _.
27
o
i
=} %
( g
ol S 0.60+0.10
N 7
N 8
A %% g
I 0.80+0.10 =
1.000.10 b C.B LAYOUT
A+0.15 ° -
' N 4.93+0.25
+|
—C20.20 2 0.68
I—Clrcunl -
I o
N Y
PTYEr| (8 M ||
:| & F
o ©
@ @
(- N

0.20

@\1002WR D-S-XFj—l.OOmm pitch 90° Single Row Wafer - SMT TYPE

Reference Informations:
*Material:Pin:Brass/Tin over Nickel
Solder Tabs: Brass/Tin over Nickel
Insulator:Nylon 9T,UL94V-0

Ordering Information & Dimensions:

*Mates with CJT A1002HG,HI-XP series Single Row Housing

*Color:Ilvory

B+0.25

3.63+0.20
4.30£0.25

1.00+0.10

A+0.20

C+0.20

’—Circuit 1

1.76
2.82+0.20

CHANGJIANG CONNECTORS

Dimensions
PART NO. ry B C
2P 1.00 3.90 2.50
3P 2.00 4.90 3.50
4P 3.00 5.90 4.50
5P 4.00 6.90 5.50
6P 5.00 7.90 6.50
7P 6.00 8.90 7.50
8P 7.00 9.90 8.50
9P 8.00 10.90 9.50
10P 9.00 11.90 10.50
11P 10.00 12.90 11.50
12P 11.00 13.90 12.50
13P 12.00 14.90 13.50
14P 13.00 15.90 14.50
15P 14.00 16.90 15.50
16P 15.00 17.90 16.50
17P 16.00 18.90 17.50
18P 17.00 19.90 18.50
19P 18.00 20.90 19.50
20P 19.00 21.90 20.50
Unit:mm

Ordering Information:
AL002WRD-S-2xXP - *** - **
1 2

1.Part No.
2.Material:

(Blank):Nylon 9T,UL94V-0

GWT:Nylon 9T,UL94V-0,GWT 750°C
3.Finish:

A+0.10 o (Blank):Tin over Nickel
! G:Gold over Nickel
0.70+0.05 , 1.00+0.05 2 -
§ Ordering Information & Dimensions:
27 Dimensions
o PART NO. x 5 e
‘3 faf 2P 1.00 3.90 2.50
E 0.60+0.10 3P 2.00 4.90 3.50
4P 3.00 5.90 4.50
o 5P 4.00 6.90 5.50
< 6P 5.00 7.90 6.50
27 § 7P 6.00 8.90 7.50
0.80+0.10 — 8P 7.00 9.90 8.50
9P 8.00 10.90 9.50
P.C.B LAYOUT 10P 9.00 11.90 | 1050
11P 10.00 12.90 11.50
5.00£0.25 12P 11.00 13.90 12.50
13P 12.00 14.90 13.50
14P 13.00 15.90 14.50
IS 15P 14.00 16.90 15.50
‘3 16P 15.00 17.90 16.50
> 17P 16.00 18.90 17.50
I © 18P 17.00 19.90 18.50
19P 18.00 20.90 19.50
0.70 20P 19.00 21.90 20.50
Unit:mm

A-21

TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn



A1002 SERIES

1.00mm pitch wire to board connector

[ AlOOZWV-S-ZXXP)—l.OOmm pitch 180° Dual Row Wafer - SMT TYPE

Reference Informations:
*Material:Pin:Phosphor Bronze/Tin over Nickel
Solder Tabs: Phosphor Bronze/Tin over Nickel
Insulator:Nylon 6T,UL94V-0
*Mates with CJT A1002H-2xXP series Dual Row Housing
*Color:lvory

Ordering Information:
AL002WV-S-2XXP - *** - **
1 2 3

1.Part No.
2.Material:

(Blank):Nylon 6T,UL94V-0

GWT:Nylon 6T,UL94V-0,GWT 750°C
3.Finish:

(Blank):Tin over Nickel

G:Gold over Nickel

Circuit 2
; _ 1005010 0.60 0.90£0.10
= = | |—| 0.85+0.10
_ AL
— —
I % 4 9 =
] - r—r— | | 1 _ . SO ? 2
\_ ] Circuit 1 8l |
1.00£0.10 9 o~
Circuit 1 g 8_ -
A£0.20 gl e
@©
-
P.C.B LAYOUT
5.90+0.25
B+0.25
|M.| Ordering Information & Dimensions:
| P —— | LI LI i i
S ﬂ E 9 PART NO. Dimensions
d / \ 5 N - A B
S f
H S 2X6P 5.00 8.30
g < 2x8P 7.00 10.30
1 ) D D W D U W W W W e I . Ny N .
¥ R R R N [—:/ 2%10P 9.00 12.30
0.20
—} 0.71 2x15P 14.00 17.30
5.00+0.25 2x20P 19.00 22.30
2x25P 24.00 27.30
Unit: mm

[AlOOZWR-S-ZXXP]—l.OOmm pitch 90° Dual Row Wafer - SMT TYPE

Reference Informations:
*Material:Pin:Phosphor Bronze/Tin over Nickel
Solder Tabs: Phosphor Bronze/Tin over Nickel
Insulator:Nylon 6T,UL94V-0
*Mates with CJT A1002H-2xXP series Dual Row Housing
*Color:Ilvory

Circuit 1-

1.00+0.10 Circuit 2—/

A+0.20

Ordering Information:

AL002WR-S-2XXP - *** - **
1 2 3

1.Part No.

2.Material:

(Blank):Nylon 6T,UL94V-0

GWT:Nylon 6T,UL94V-0,GWT 750°C
3.Finish:

(Blank):Tin over Nickel

G:Gold over Nickel

B+0.25

Circuit 1: ¢
1.25+0.10
1.00£0.10 _, | 0.60 _, | f————
[ [
=
b _
3 & a3
Q © 0.85£0.10 ol o
o — 8 3
S > - ®
o % b N
P.C.B LAYOUT
5.100.25
) Ordering Information & Dimensions:
n
N N N
: Dimensions
o
‘:?I PART NO. A B
w L 2x6P 5.00 8.30
N‘ 2x8P 7.00 10.30
070 | 2x10P 9.00 12.30
2x15P 14.00 17.30
2x20P 19.00 22.30
2x25P 24.00 27.30
Unit: mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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AlOOZ SER' ES 1.00mm pitch wire to board connector

[ A1002WV-S-F -2XXF9—1.00mm pitch 180° Dual Row Wafer - SMT TYPE

Ordering Information:
Reference Informations: AL002WV-S-F-2xXP - *** - **

*Material:Pin:Phosphor Bronze/Tin over Nickel 1 2 3
Solder Tabs: Phosphor Bronze/Tin over Nickel 1.Part No.
2.Material:
Insulator:Nylon 6 T,UL94V-0 (Blank):Nylon 6T,UL94V-0
*Mates with CIJT A1002H-2xXP series Dual Row Housing GWT:Nylon 6T,UL94V-0,GWT 750°C

*Color:lvory 3.Finish:
(Blank):Tin over Nickel
G:Gold over Nickel

Circuit 2 0.90+0.10
1.00+0.10 0.60 | —
i 1 (| 0.85+0.10
RN o I [
v v | ©
o 0
E W%W%
[} of ©
4 —
s B VEEE
a Circuit 1 20.55+0.10 = 8|l |
\_ 1.00+0.10
Circuit 1 1
A+0.20 0 85+0.10
P.C.B LAYOUT
5.90+0.25
B+0.25
|'M| Ordering Information & Dimensions:
Dimensions
— 1 a— P 'K PARTNO. |— 5
=] ; =
b = 2x6P 5.00 8.30
| W ©
< *® < 2x8P 7.00 10.30
e R E SRR RE BB < iy N S
P rie 2x10P 9.00 12.30
— = 0.50 1.90 2x15P 14.00 17.30
0.85 071 || = 2x20P 19.00 22.30
- 5.00+0.25 2x25P 24.00 27.30
Unit: mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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£5 ol Foamm AL004 SERIES 1.00mm pitch wire to board connector
-

Specifications

Current rating:1A AC,DC

Voltage rating:100V AC,DC
Temperature range:-40°C~+105°C
Contact resistance:30m()Max.
Insulation resistance:500M ()Min.
Withstanding voltage:500V AC/minute
*Compliant with RoHS and REACH*
*Meet the HF/Halogen Free,need to
customize*

*Contact CJT for details*

s

———

Assembly layout §

7.20 REF

L
[
I
)

|
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Foel F egmm A1004 SERIES

1.00mm pitch wire to board connector

&

[ A1004 T ]—1.00mm pitch Crimp Terminal

Reference Informations:
*Used in CJT A1004H-XP series Housing

0.15
1 N
3
1.16+0.25 o
4|,_, pa
e
~
o |l L
SEC:A-A
T
<
g - g
5 N Y 1.03+0.20 9
o o - o
H +I
3 2
N N
0.20 SEC:B-B
| | o063
Ordering information & Specifications: Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A1004-GP AWG#28-#32 0.60mm(max) Phosphor Bronze Gold over Nickel 15,000 PCS

Optional Gold plating available but MOQ requested

[ A1004H-XP )—LOOmm pitch Housing

Reference Informations:

*Material: Insulator:Nylon 66,UL94V-0
Shell:Phosphor Bronze/Tin over Nickel

*Suitable CJT A1004-T series Terminal

*Mates with CJT A1004WR-S-XP series Wafer

*Color:Ivory

1.00+0.10

B+0.25

Circuit 1—\

Ordering Information:
A1004H-XP - ***
1 2
1.Part No.
2.Material:
(Blank):Nylon 66,UL94V-0
GWT:Nylon 66,UL94V-0,GWT 750°C

[Tel

N

g Ordering Information & Dimensions:

—

© Dimensions

PART NO. = =

8P 7.00 11.50
14P 13.00 17.50

1.55+0.25 20P 19.00 23.50
30P 29.00 33.50

Unit: mm
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%@—; = A1004 SERIES 1.00mm pitch wire to board connector

=
| 11 |
iseS SEconn

66\1 004WR-S-X Fy—l.OOmm pitch 90° Wafer-SMT TYPE

Ordering Information:
A1004WR-S-XP - ***

Reference Informations:
*Material:Pin:Phosphor Bronze/Gold over Nickel
Shell:Phosphor Bronze/Tin over Nickel 1.Part Né 2
2.Material:

Insulator:Nylon 6T,UL94V-0
(Blank):Nylon 6T,UL94V-0

*Mates with CJT A1004H-XP series Housing
*Color:Ilvory GWT:Nylon 6T,UL94V-0,GWT 750°C
1.65+0.10
B£0.25 A$0.05
o
o
==
2.375+0.20 2.175+0.20 g 1.85+0.10 , 1.00+0.05 0.55+0.05 o
k | Il
A0.20 H
A LY
. 1.00£0.10 ., 0.26
I || 1.10:33
O | = 9
2 ~ %
@ @ J N P.C.B LAYOUT
A =
‘ C+0.25 ‘ B
] Ordering Information & Dimensions:
e 4.70£0.25 oi -
o Imensions
T s == ——— I PART NO. A B €
i o [ o O R M G O O ER MmN ER 1 8P 7.00 11.50 11.95
u\_u o o o o oo oo oo oo 14P 13.00 17.50 17.95
20P 19.00 23.50 23.95
- 2.00+0.20
Cireuit 1 100 J 30P 29.00 3350 | 33.95
Unit: mm
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£5 ol Foamm AL006 SERIES 1.00mm pitch wire to board connector
-

9NN Ny Ny Ny

-=-§<-§ T T

Specifications

%\
/:\\i--

(“‘

Current rating:1A AC,DC

Voltage rating:50V AC,DC

Temperature range:-40°C~+105°C

Contact resistance:20m()Max.

Insulation resistance:100M (OMin.

Withstanding voltage:500V AC/minute

*Compliant with RoHS and REACH*
*Meet the HF/Halogen Free,need to
customize*

*Contact CJT for details*

s

———

¢ Assembly layout |

7.00 REF

1.85
1.75

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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g8 BT
%ﬁ f%ﬁé j% il A1006 SERIES 1.00mm pitch wire to board connector

( A1006-T )—1.00mm pitch Crimp Terminal

Reference Informations:
*Used in CJT A1006H-XP,A1006H-2xXP series Housing

1.40+0.25

1.42+0.25

0.12
L )
SEC: A-A
N
o
a
. i E 1.00+0.25 5
I (o]
{ SR Q ]
=
A = - SEC:B-B
o d 0.25+0.20 I
N R o
3 1 S
@ gl 8 o 3
st 3 38 8 0.80+0.25 o
4 & °
@ N
i o (L]
0.55:0.20 SEC:C-C
Ordering information & Specifications: Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A1006-TP AWG#28-#32 0.80mm(max) Phosphor Bronze Tin over Nickel 20,000 PCS
A1006-GP AWG#28-#32 0.80mm(max) Phosphor Bronze Gold over Nickel 20,000 PCS

Optional Gold plating available but MOQ requested

( AlOOG H -X P Fl.OOmm pitch Single Row Housing

Ordering Information:
A1006H-XP - ***

Reference Informations:
*Material: Insulator:Nylon 66,UL94V-0

/

*Suitable CJT A1006-T series Terminal 1 partho 2
*Mates with CJT AL006WR-S-XP series Single Row Wafer 2l.Materiai:

*Color:White (Blank):Nylon 66,UL94V-0

GWT:Nylon 66,UL94V-0,GWT 750°C

N
b

&) -* -* -’-.0-’—.

A\
}’\"\\

\\&

B+0.20
C+0.15 1.15
Ordering Information & Dimensions:
Dimensions
E PART NO. A 5 c

2P 1.00 4.60 3.00
[ 8 3P 2.00 5.60 4.00
— g 4P 3.00 6.60 5.00
N 5P 4.00 7.60 6.00
8 o 6P 5.00 8.60 7.00
| - ~ 7P 6.00 9.60 8.00
A\ |:| 8P 7.00 10.60 9.00
op 8.00 11.60 10.00
\Circuit 1 1.75 10P 9.00 12.60 11.00
11P 10.00 13.60 12.00
12P 11.00 14.60 13.00
A#0.10 13P 12.00 | 1560 | 14.00
1.0040.05 14p 13.00 16.60 15.00
15P 14.00 17.60 16.00
16P 15.00 18.60 17.00
20P 19.00 22.60 21.00
Eﬂﬁﬂ@@@ﬁ% 22P 21.00 24.60 23.00
26P 25.00 28.60 27.00
30P 29.00 32.60 31.00

Unit: mm
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A1006 SERIES

1.00mm pitch wire to board connector

(A]_OOG H -2XX PJ—l.OOmm pitch Dual Row Housing

Reference Informations: Ordering Information:
*Material: PBT,UL94V-0 AL006H-2xXP - ***
*Suitable CJT A1006-T series Terminal 1Part ,io 2
*Mates with CJT A1006WV-S-2xXP series Dual Row Wafer 5 Materiai-
*Color:Natural (Blank):PBT,UL94V-0
GWT:PBT,UL94V-0,GWT 750C
B+0.25
A+0.25
1.00+0.10
7 - - - - - - - - - ﬂ; 8
N
o o
o +|
<8
©
2 -] 20 30
C+0.25

i

5.40+0.25

L

(A1006WR-S—X P]—l.OOmm pitch 90° Single Row Wafer-SMT TYPE

|3.98i0.20

A1006WR-S-XP - *¥**

2

Reference Informations: Ordering Information:

*Material:Pin:Phosphor Bronze/Tin over Nickel T
Insulator:Nylon 9T,UL94V-0 1.Part No.

*Mates with CJT A1006H-XP series Single Row Housing 2 Material:

*Color:lvory

(Blank):Nylon 9T,UL94V-0
GWT:Nylon 9T,UL94V-0,GWT 750°C

1.00
1.00

C+0.20 T

:,_
Ei
L
-
=]

1.000.10
A*0.15 P.C.B LAYOUT
0.20

' 3

S & X

: : :

S @ o

< <
A

B+0.20 1.75+0.20
1.85+0.20

Ordering Information & Dimensions:

Dimensions
PART NO. ry B C
2x10P 9.00 14.70 15.70
2x15P 14.00 19.70 20.70
2x20P 19.00 24.70 25.70
2x25P 24.00 29.70 30.70
Unit: mm

Ordering Information & Dimensions:

Dimensions
PART NO. ry B C
2P 1.00 4.80 3.10
3P 2.00 5.80 4.10
4P 3.00 6.80 5.10
5P 4.00 7.80 6.10
6P 5.00 8.80 7.10
7P 6.00 9.80 8.10
8P 7.00 10.80 9.10
9P 8.00 11.80 10.10
10P 9.00 12.80 11.10
11P 10.00 13.80 12.10
12P 11.00 14.80 13.10
13P 12.00 15.80 14.10
14P 13.00 16.80 15.10
15P 14.00 17.80 16.10
16P 15.00 18.80 17.10
17P 16.00 19.80 18.10
18P 17.00 20.80 19.10
19P 18.00 21.80 20.10
20P 19.00 22.80 21.10
21P 20.00 23.80 22.10
22P 21.00 24.80 23.10
23P 22.00 25.80 24.10
24P 23.00 26.80 25.10
25P 24.00 27.80 26.10
26P 25.00 28.80 27.10
27P 26.00 29.80 28.10
28P 27.00 30.80 29.10
29P 28.00 31.80 30.10
30P 29.00 32.80 31.10

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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Reference Informations: Ordering Information:
*Material:Pin:Phosphor Bronze/Gold over Nickel AL006WV-S-2xXP -

Insulator:Nylon 9T,UL94V-0 1.Part Nol 2
*Mates with CJT A1006H-2xXP series Dual Row Housing > Material:

*Color:lvory (Blank):Nylon 9T,UL94V-0
GWT:Nylon 9T,UL94V-0,GWT 750°C

A%0.20
A%0.20
1.0040.10
_1.000.10 0.60
3 |
—
+|
o
[<°)
5 g 2
iR EE
NN < 8.
<~
s A pARHA
0.90:0.10
P.C.B LAYOUT
B0.25
6.500.20 5.45+0.25
-cap _ . . .
/ Ordering Information & Dimensions:
0 L J Q Dimensions
( Y & ! PART NO.
b 8.L J 7 A B
" S ol = @ 2x10P 9.00 13.00
N 4
bbb bbb paapall < Lo el < oI5 1400 18.00
0.20 f 2x20P 19.00 23.00
—h— 6.6540.25 2x25P 24.00 28.00
Unit: mm
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§ £ ?%ggggg Al1007 SERIES 1.00mm pitch wire to board connector
-

Specifications

Current rating:1A AC,DC

Voltage rating:100V AC,DC
Temperature range:-40°C~+105°C
Contact resistance:40m()Max.
Insulation resistance:100M (OMin.
Withstanding voltage:500V AC/minute
*Compliant with RoHS and REACH*
*Meet the HF/Halogen Free,need to
customize*

*Contact CJT for details*

\_ J

6.80 REF.
I
| &
<
C {
o
@©
o
( AlOO?-T )—1.00mm pitch Crimp Terminal
Reference Informations:
*Used in CJT A1007H-2xXP series Housing
o 1.80+0.20
5.00+0.20 0.10 2 P
21.60+0.10 &
S
—
o \ 3 \ r
o o o
= kJ / 3 0.7840.10 =
o +l
o *A-, 3
— I o SEC:A-A @
—
Pre-cut =
o
3 =
i — 2
H 1.30+0.20
A ©
o
3 - 020 o \
{ 025 X
® g g = 3 Y
< 2 ﬂ <
< g
~ 0.74+0.10 =]
]
0.80£0.10 SECB-B
Ordering information & Specifications: Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A1007-TP AWG#28-#32 0.80mm(max) Phosphor Bronze Tin over Nickel 15,000 PCS
A1007-GP AWG#28-#32 0.80mm(max) Phosphor Bronze Gold over Nickel 15,000 PCS

Optional Gold plating available but MOQ requested
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s AL007 SERIES

1.00mm pitch wire to board connector

[AlOO? H -2XX P)—l.OOmm pitch Dual Row Housing

Reference Informations:
*Material: Nylon 66,UL94V-0

*Suitable CJT A1007-T series Terminal

*Mates with CJT A1007WR-S-2xXP series Dual Row Wafer

Ordering Information:

A1007H-2xXP - ***
1 2

1.Part No.

2.Material:

GWT:Nylon 6T,UL94V-0 GWT 750°C

*Color:lvory (Blank):Nylon 6T,UL94V-0
A+0.25
1.00+0.10
Circuit 2 0
~
l\‘ TTIT T TT1T TT1T TT TT TT TT TTT1T o
j 0 v O I O M B B
HEEEEEEEE
g e g S g S .
D ¥ A N I A
LCircuit 1
C+0.25
B+0.25 3.10+0.25

Ordering Information & Dimensions:

2.80+0.20

5.00+0.25

[AlOO?WR-S-ZXXP)—l.OOmm pitch 90° Dual Row Wafer-SMT TYPE

Reference Informations:

Ordering Information:

A1007WR-S-2xXP - ***

*Material:Pin:Phosphor Bronze/Tin over Nickel 1

1.Part No.

2.Material:
(Blank):Nylon 9T,UL94V-0
GWT:Nylon 9T,UL94V-0 GWT 750°C

Insulator:Nylon 9T,UL94V-0

*Mates with CJT A1007H-2xXP series Dual Row Housing

*Color:lvory

A£0.20 )

1.00+0.10

HAAAARAAARAEA

FE EHEEEOHH

B+0.25

) C£0.25

2.50+0.25

[T9)

[ce)
of &
N
s
+l
o
n
~

P.C.B LAYOUT
4.60+0.25

[Tel
N
S
+|
o
S
© e >~

6.60+0.25

Dimensions
PART NO. ry B C
2x3P 2.00 4.00 6.60
2x4P 3.00 5.00 7.60
2X5P 4.00 6.00 8.60
2X6P 5.00 7.00 9.60
2X7P 6.00 8.00 10.60
2x8P 7.00 9.00 11.60
2x9P 8.00 10.00 12.60
2x10P 9.00 11.00 13.60
2x11P 10.00 12.00 14.60
2x12P 11.00 13.00 15.60
2x13P 12.00 14.00 16.60
2x14P 13.00 15.00 17.60
2x15P 14.00 16.00 18.60
2x16P 15.00 17.00 19.60
2x17P 16.00 18.00 20.60
2x18P 17.00 19.00 21.60
2x19P 18.00 20.00 22.60
2x20P 19.00 21.00 23.60
2x21P 20.00 22.00 24.60
2x22P 21.00 23.00 25.60
2x23P 22.00 24.00 26.60
2x24P 23.00 25.00 27.60
2x25P 24.00 26.00 28.60
Unit: mm

Ordering Information & Dimensions:

Dimensions
PART NO. A B C
2x3P 2.00 5.60 4.20
2x4P 3.00 6.60 5.20
2x5P 4.00 7.60 6.20
2X6P 5.00 8.60 7.20
2X7P 6.00 9.60 8.20
2x8P 7.00 10.60 9.20
2x9P 8.00 11.60 10.20
2x10P 9.00 12.60 11.20
2x11P 10.00 13.60 12.20
2x12P 11.00 14.60 13.20
2x13P 12.00 15.60 14.20
2x14P 13.00 16.60 15.20
2x15P 14.00 17.60 16.20
2x16P 15.00 18.60 17.20
2x17P 16.00 19.60 18.20
2x18P 17.00 20.60 19.20
2x19P 18.00 21.60 20.20
2x20P 19.00 22.60 21.20
2x21P 20.00 23.60 22.20
2x22P 21.00 24.60 23.20
2x23P 22.00 25.60 24.20
2x24P 23.00 26.60 25.20
2x25P 24.00 27.60 26.20
Unit: mm
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£5 ol F oamm AL008 SERIES 1.00mm pitch wire to board connector

Specifications

Current rating:1A AC,DC

Voltage rating:100V AC,DC

Temperature range:-40°C~+105°C

Contact resistance:30m()Max.

Insulation resistance:500M ()Min.

Withstanding voltage:500V AC/minute

*Compliant with RoHS and REACH*
*Meet the HF/Halogen Free,need to
customize*

*Contact CJT for details*

s

=

Assembly layout

6.65

6.30 REF

7
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D

|

f

== ——a
| %,%g % g1 A1008 SER'ES 1.00mm pitch wire to board connector
—4 | J |/

=== £ & (1]

— ="—J = =

( A1008-T ]—1.00mm pitch Crimp Terminal

Reference Informations:
*Used in CJT A1008H-XP,A1008H-2xXP series Housing

1.07+0.10
n
0
o
2 _ﬂ%
o
¥ L
IS
= 9 SEC: A-A
Q =
i )
T
o
Q
¥ o 0.96+0.10
& J]
+|
K2
—
0.78+0.10 1.300.20 0.22 N
SEC:B-B <
_— o
+l
&
o
Ordering information & Specifications: Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A1008-TP AWGH#28-#32 0.80mm(max) Phosphor Bronze Tin over Nickel 15,000 PCS
A1008-GP AWG#28-#32 0.80mm(max) Phosphor Bronze Gold over Nickel 15,000 PCS

Optional Gold plating available but MOQ requested

[ A1008 H -X P Fl.OOmm pitch Single Row Housing

Reference Informations: Ordering Information:
*Material: Nylon 66,UL94V-0 A1008H-XP - ***
*Suitable CJT A1008-T series Terminal 1 2
*Color:White 1.part No.

2.Material:

(Blank):Nylon 66,UL94V-0
GWT:Nylon 66,UL94V-0 GWT 750°C

B£0.25 ‘ B£0.25
4.4130.25
T
o 8 g
m I
33 3
3 3 w
I [ ¥ Ordering Information & Dimensions:
S
PART NO. Imensions
C+0.25 A B c
C0.25
= 2P 1.00 3.70 2.40
3p 2.00 4.70 3.40
4P 3.00 5.70 4.40
5P 4.00 6.70 5.40
[ ] 6P 5.00 7.70 6.40
‘H H‘ ] 7P 6.00 8.70 7.40
8 3 8P 7.00 9.70 8.40
(R g = 9P 8.00 10.70 9.40
I —— @ 10P 9.00 11.70 10.40
— 11P 10.00 12.70 11.40
A%0.20 1.000.10 12P 11.00 13.70 12.40
020 13P 12.00 14.70 13.40
=L 14P 13.00 15.70 14.40
2P-5P 6P~15P 15P 14.00 16.70 15.40

Unit: mm
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s A1008 SERIES

1.00mm pitch wire to board connector

[A1008 H -2XX P]—l.OOmm pitch Dual Row Housing

Reference Informations:

*Material: Nylon 66,UL94V-0

*Suitable CJT A1008-T series Terminal

*Mates with CJT A1008WV-S-2xXP series Dual Row Wafer
*Color:White

A+0.20

1.00+0.20

ofo]ofo)o

=)
=)
=)
)
=)

2.66+0.20

B+0.25

Ordering Information:
A1008H-2xXP - ***
1 2
1.Part No.
2.Material:
(Blank):Nylon 66,UL94V-0

GWT:Nylon 66,UL94V-0 GWT 750°C

6.65+0.20

5.00+0.20
5.50+0.20

[ A1008WV-S-2xX P)—l.OOmm pitch 180° Dual Row Wafer-SMT TYPE

Reference Informations:

*Material:Pin:Phosphor Bronze/Gold over Nickel
Insulator:Nylon 6T,UL94V-0

*Mates with CJT A1008H-2xXP series Dual Row Housing

*Color:Beige

0.85+0.05

0.25+0.05

ol

0.90+0.05 Ly

0.70+0.05

4.60+0.10
=T

1.80+0.05
g N
=
EEN\N
NN\
AN
=

s
E
:

w_Lo.oJ

Ordering Information & Dimensions:

Dimensions
PART NO. A B
2x10P 9.00 11.70
2x15P 14.00 16.70
2x16P 15.00 17.70
2x20P 19.00 21.70
2x25P 24.00 26.70
Unit: mm

4.00

| |_1.00+0.05
A£0.10
' P.C.B LAYOUT
D+0.20
7.11+0.25
B0.25
6.08
[Te)
N
s
+l
—
<
L
° S
0.58+0.10

1
1.Part No.
2.Material:

1.60+0.05

Ordering Information:
A1008WV-S-2xXP - ***

2

(Blank):Nylon 6T,UL94V-0

GWT:Nylon 6T,UL94V-0 GWT 750°C

Ordering Information & Dimensions:

PART Dimensions
NO. A B C D
2x10P 9.00 12.30 10.45 11.25
2x15P | 14.00 | 17.30 | 15.45 | 16.25
2x20P | 19.00 | 22.30 | 20.45 | 21.25
2x25P | 24.00 | 27.30 | 25.45 | 26.25
Unit: mm
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%g %@EE% A1201 SERIES 1.20mm pitch wire to board connector
e

Specifications

Current rating:2A AC,DC

Voltage rating:50V AC,DC

Temperature range:-40°C~+105°C

Contact resistance:10mQMax.

Insulation resistance:100MQMin.
Withstanding voltage:500V AC/minute
*Compliant with RoHS and REACH*
*Meet the HF/Halogen Free,need to
customize*

*Contact CJT for details*

Standards
®
. L VA
E326732 E326732

X

¢ Assembly layout )

= y——y

:

4.30 REF.

. 1.40

g i —
¢ Y
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, A1201 SERIES

]—1.20mm pitch Crimp Terminal

1.20mm pitch wire to board connector

Reference Informations:
*Used in CJT A1201 series Housing

0.12
| 2
H o
/, H H 1.20+0.25
- r! J
—
~ A
™ H
| o SEC:A-A
- - ]
f ‘ i _[F{’j i
A i A 0 ! re)
S r i S ! g 3
E il ° ® g 3 o « S 1.02+0.25
S | © S i S
- NS
T ] S
__||__0.06£0.03 0.84+0.05
0.96 SEC:B-B
g 0.36+0.05
Ordering information & Specifications: Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A1201-GP AWG#28-#30 0.63mm(max) Phosphor Bronze Gold over Nickel 30,000 PCS
[ Alzo 1_T-A F 1.20mm pitch Crimp Terminal
Reference Informations:
*Used in CJT A1201HA series Housing 0.12
| 1
o
| 0.85+0.15 &
S
- - - -
L.
H SEC: A-A
|
| ﬁ??g ! g
A I == A Ql < 0.28+0.05 o
S —
B B B o D) 1.00£0.15 g
o R 7z T &
5 N el g h s
- -
L N—
0.140.05 8 L
o .
§ 0.60£0.10 8 SEC:B-B
2 0.80+0.08 =
=}
Ordering information & Specifications: Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A1201-GP-A AWG#28-#32 0.63mm(max) Phosphor Bronze Gold over Nickel 15,000 PCS
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1.20mm pitch wire to board connector

» A1201 SERIES

J

( A120 1-T- B ]—1.20mm pitch Crimp Terminal

Reference Informations:
*Used in CJT A1201HB,HC-XP series Housing

1.10+0.10

1.00+0.10

L

| SEC:A-A
|
A ﬁj !

1.05+0.10

0.40+0.10
1.004+0.10

A A
— S SEC:B-B
f f S 3
B ' B 3 o S
— = &
- - ol o 0.36 . ®
] ] : s
~
C C ©
: []
o
+|
0.88+0.10 3
o 0.95+0.10
SEC:C-C
Ordering information & Specifications: Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A1201-TP-B AWG#28-#32 0.63mm(max) Phosphor Bronze Tin over Nickel 30,000 PCS
A1201-GP-B AWG#28-#32 0.63mm(max) Phosphor Bronze Gold over Nickel 30,000 PCS
[ Alzo 1_T_ D )—1.20mm pitch Crimp Terminal
Reference Informations:
*Used in CJT A1201HD-XP series Housing
0.12 3
1.20+0.15 2
L o
) =
-
I I
| | SEC: A-A
I 4
S 0.95£0.15 3
— e}
2 ]
I}‘)' S 7 o
] s
9 X
[T9)
- 7 SEC: B-B
E 0.85
0.85 3
. : 0.50
] L_J
o
3V L
- ® 0.30
o
SEC:C-C
Ordering information & Specifications: Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A1201-GP-D AWG#28-#30 0.63mm(max) Phosphor Bronze Gold over Nickel 40,000 PCS

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn

A-38



ézﬁ%; — [P— A1201 SERIES 1.20mm pitch wire to board connector

[ AlZO 1 M -G P ]—1.20mm pitch Crimp Terminal

Reference Informations:
*Used in CJT A1201 series Housing 1.15+0.20

0.12

0.94+0.20

SEC:A-A
o
N
o
0.93+0.20 A
~
H o o
<
o
< -
—[_) SEC:B-B
o
I )
2 3 =) 5
g o b e o —
™ = 2
© = 0.80+0.10 § 3
o = v p 3
R — &
O | °
[Te}
0.24+0.03 0.9040.05 =
— § 0.40+0.10
o SEC:C-C
Ordering information & Specifications: Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A1201M-GP AWGH#28-#32 0.50mm(max) Phosphor Bronze Gold over Nickel 15,000 PCS

( AlZOlH-XP )—1.20mm pitch Housing

Reference Informations:

*Material:Nylon 66,UL94V-0

*Suitable CJT A1201-T series Terminal
*Mates with CJT A1201WR-S-XP series Wafer
*Color:Black

Ordering Information:

o 2.Material:
Circuit 1 (Blank):Nylon 66,UL94V-0
D+0.15 GWT:Nylon 66,UL94V-0,GWT 750°C
Ordering Information & Dimensions:
£20.15 1.20+0.15 PART Dimensions
NO. A B & D
2P 120 | 310 | 2.60 | 3.60
3P 240 | 430 | 380 | 4.80
o 4P 360 | 550 | 5.00 | 6.00
. 5P 480 | 670 | 620 | 7.20
a 6P 6.00 | 7.90 | 7.40 | 8.40
e 7P 720 | 910 | 860 | 9.60
3P 8.40 | 10.30 | 9.80 | 10.80
9P 9.60 | 11.50 | 11.00 | 12.00
10p | 1080 | 12.70 | 12.20 | 13.20
11P | 12.00 | 13.90 | 13.40 | 14.40
1.20+0.05 12P | 13.20 | 15.10 | 14.60 | 15.60
A£0.10 13P | 14.40 | 16.30 | 15.80 | 16.80
14P | 1560 | 17.50 | 17.00 | 18.00
B+0.15 15P | 16.80 | 18.70 | 18.20 | 19.20
Unit: mm
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A1201 SERIES 1.20mm pitch wire to board connector

( A1201 HA'XP )—1-20mm pitch Housing

. . Ordering Information:
Reference Informations: AL20LHAXP - #* - #++

*Material:Nylon 66,UL94V-0 1 > 3
*Suitable CJT A1201-T-A series Terminal 1.Part No.
*Mates with CJT A1201WRA-S-XP series Wafer 2.Color:
*Color:White (blank):White
BK:Black
3.Material:
(Blank):Nylon 66,UL94V-0
GWT:Nylon 66,UL94V-0,GWT 750°C

_ M Hl
I o
] PUSH 3
d o
w[ «
< =
a3
n
™
C+0.20 1.9040.20 Ordering Information & Dimensions:
B+0.30 Dimensions
PART NO. A B C
Circuit 1 2P 1.20 3.35 2.60
reuit 025 3P 2.40 455 3.80
4P 3.60 5.75 5.00
-|— 5P 4.80 6.95 6.20
Tl T T Y
7P 7.20 9.35 8.60
1.2040.10 8P 8.40 10.55 9.80
9P 9.60 11.75 11.00
A+0.20 10P 10.80 12.95 12.20
Unit: mm
( A 1201 H B_XP )—1.20mm pitch Housing
Reference Informations:
*Material:PBT,UL94V-0
*Suitable CJT A1201-T-B series Terminal
*Color:Natural
) Bx0.25 )
C+0.25 1.2040.20 Ordering Information:
A1201HB-XP - =
1 2
1.Part No.
2.Material:
—_— —_— —_— —_— —_— —_— —_— (Blank):PBT,UL94V-0
GWT:PBT,UL94V-0,GWT 750°C
— — — — — o
N
[ | :
+|
o
o
<
Circuit 1
] Wi Ordering Information & Dimensions:
PART Dimensions
1.20+0.10 NO. A B C D E
A+0.20 2P 1.20 2.98 2.60 3.20 3.50
— 3P 2.40 4.18 3.80 4.40 4.70
D+0.25 4p 3.60 5.38 5.00 5.60 5.90
E+0.25 5P 4.80 6.58 6.20 6.80 7.10
6P 6.00 7.78 7.40 8.00 8.30
Unit: mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
A-40



1.20mm pitch wire to board connector

[ A1201H C'XP Fl-ZOmm pitch Housing

Reference Informations:
*Material:PBT,UL94V-0

*Suitable CJT A1201-T-B series Terminal
*Color:Natural

B+0.25

C+0.25

1.20+0.20

Ordering Information:

A1201HC-XP - ***
1 2
1| || || || || || - 1.Part No.
2.Material:
- - - - . (Blank):PBT,UL94V-0
/— S GWT:PBT,UL94V-0,GWT 750°C
3
©
<
D+0.25
A+0.20 Ordering Information & Dimensions:
1.20+0.10 PART Dimensions
NO. A B © D
2P 1.20 2.98 2.60 3.20
] ] 3P | 240 | 418 | 380 | 4.40
N 4P 3.60 5.38 5.00 5.60
5P 4.80 6.58 6.20 6.80
Circuit 1 6P 6.00 7.78 7.40 8.00
Unit: mm

( AlZOl H D-XP )—1.20mm pitch Housing

Reference Informations:
*Material:PBT,UL94V-0

*Suitable CJT A1201-T-D series Terminal Ordering Information:
*Mates with CJT A1201WRD-S-XP series Wafer A1201HD-XP - ***
*Color:Gray 1 2
1.Part No.
Circuit 1 2.Material:

Blank):PBT,UL94V-0

[T:ﬂ [[]]_[l:ﬂ_[l:ﬂ_n:ﬂ [[]]_ 5 GWT:PBT,UL94V-0,GWT 750°C

1.20+0.10
A+0.15
C+0.25
o
n
<]
Q
3 Ordering Information & Dimensions:
Yo}
‘ \ ) \ ‘ \ ‘ \ ‘ \ ‘ \ @ Dimensions
o™
PART NO. ry B C
2P 1.20 2.60 3.40
3P 2.40 3.80 4.60
4P 3.60 5.00 5.80
B0.20 1.20 5P 4.80 6.20 7.00
6P 6.00 7.40 8.20
Unit: mm
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1.20mm pitch wire to board connector

[A]_ZO 1WR-S-X Fy—l.ZOmm pitch 90° Wafer - SMT TYPE

Reference Informations:

Ordering Information:
A1201WR-S-XP - ** - #*x

*Material:Pin:Phosphor Bronze/Gold over Nickel 1 2 3 A+0.05 3
Insulator:Nylon 6T,UL94V-0 1.Part No. 2
Solder Tab: Phosphor Bronze/Tin over Nickel 2.Color: M‘_—I Y

*Mates with CIJT A1201H-XP series Housing (blank):Black N °

*Color:Black vivory - — L.— e

3.Material: r |_J |_J 1
(Blank):Nylon 6T,UL94V-0 ! !
B+0.25 GWT:Nylon 6T,UL94V-0,GWT 750°C ! 0.60 !
- i . i
o i
V4 3 [ el o | g
3 g i o
3 I | 5
é g s el i o
— S : H
. -
S 0] | . |0
8 | p— J S —
N 3 0.70+0.05
S 0.80+0.05 - 100
‘D | P.C.B LAYOUT
Ordering Information & Dimensions:
C+0.20 1.40 - .
Dimensions
PART NO. ry B C
A+0.20 2P 1.20 4.20 2.60
3p 2.40 5.40 3.80
Circut 1 1.200.10 4p 3.60 6.60 5.00
treut _\ 5P 4.80 7.80 6.20
AY 6P 6.00 9.00 7.40
7P 7.20 10.20 8.60
m m 8P 8.40 11.40 9.80
1 - 9P 9.60 12.60 11.00
| 0.20 |_| 0.20 10P 10.80 13.80 12.20
' : Unit: mm

Reference Informations: Y/ - ™ 7|
*Material:Pin:Phosphor Bronze/Gold over Nickel

Insulator:Nylon 6T,UL94V-0

Solder Tab: Phosphor Bronze/Tin over Nickel
*Mates with CJT A1201HA-XP series Housing

*Color:Ilvory
2Pin 4Pin
1.200.10 A+0.10
. 1.20 ) )
r = | ) 0.60 Ordering Information:
e [ AL1201WRA-S-XP - *** - **
N o 2 1 2 3
S I o %%f—\ 1.Part No.
i - =) 1 [ 2.Material:
S (Blank):Nylon 6T,UL94V-0
§ GWT:Nylon 6T,UL94V-0,GWT 750°C
< o 2 3.Color:
K s9 (blank):lvory
ﬁ o BK:Black
~ z %
o ~
4020 Ordering Information & Dimensions:
/ PART NO. Dimensions
(2P,3P)0.70 A B c
B40.30 (4P)0.75 0.80 2P 1.20 4.20 2.60
— P.C.B LAYOUT 3P 2.40 5.40 3.80
A+0.20 4P 3.60 6.60 5.00
| 9 5P 4.80 7.80 6.20
ﬁ[ 1 y 1 lg._ = 6P 6.00 9.00 7.40
=] m L m < m 7P 7.20 10.20 8.60
- LT ! 8P 8.40 11.40 9.80
I 5 e s = oP 9.60 12.60 11.00
Circuit 1_/— .20+0.05 I_I 0.20+0.05 3.95+0.20 | 10P 10.80 13.80 U12..t20
nit: mm
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A1201 SER' ES 1.20mm pitch wire to board connector

[A]_ZO]_WR D-S- XFy—l 20mm pitch 90° Wafer - SMT TYPE

Ordering Information:

Reference Informations: AL201WRD-S-XP - *** _ **
*Material:Pin:Phosphor Bronze/Tin over Nickel - 1 2 3
Insulator:Nylon9T,UL94V-0 1.Part No.
Solder Tab:Phosphor Bronze/Tin over Nickel 2.Material:
*Mates with CJT A1201HD-XP series Housing {Blank):Nylon 9T,UL94V-0 .
GWT:Nylon 9T,UL94V-0,GWT 750°C

*Color:Natural

3.Finish:
(Blank):Tin over Nickel
G:Gold over Nickel

/—Circuit 1 A+0.10
, , 1.20 , 0.60
n
[ee]
o o
=
g S
B 3
1.20+0.10 ™ i VA
‘/." v
A%0.15 % b
C#0.20 080 | | |os0
RECOMMENDED PCB LAYOUT  QOrdering Information & Dimensions:
GENERAL TOLERANCE 0.05 e
B0.25 PART NO.—— 5 <
2P 1.20 4.20 2.70
3 o 3P 2.40 5.40 3.90
o 3 4P 3.60 6.60 5.10
H 5P 4.80 7.80 6.30
6P 6.00 9.00 7.50
0.20+0.05
4.3040.20 7P 7.20 10.20 8.70
8P 8.40 11.40 9.90

Unit: mm
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1.25mm pitch wire to board and wire to wire connector

Specifications

Current rating:1A AC,DC

Voltage rating:125V AC,DC
Temperature range:-40°C~+105°C
Contact resistance:20m()Max.
Insulation resistance:100M (OMin.
Withstanding voltage:500V AC/minute
*Compliant with RoHS and REACH*
*Meet the HF/Halogen Free,need to
customize*

*Contact CJT for details*

Standards
b W
E326732 E326732
{ Assembly layout }
- - T | |
] ] 8
3.20 WIRE TO WIRE

ﬂ 3.70

| = ]
1]
g F‘_LEE 5.80 REF
[oe]
[To) L I L
R i L
o
=21 ) o
7 2 O 7 j £ —38
o o
: | | 5 | o
© I 5.30 REF ©
DIP YTPE SMT YTPE
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TT

1

= CONN

1 T

]

Al1251 SERIES 1.25mm pitch wire to board and wire to wire connector

( A125 1-T ]—1.25mm pitch Crimp Terminal

Reference Informations:

*Used in CJT A1251H-XP series Housing

0.61

0.15

3.15£0.25
0.75£0.20 ) ’LL“
1.000.10

1.70+0.20

E 1.60+0.20

SEC:A-A

5 :
° 0.35£0.15 1.15+0.20 &
| 9
o || L
N 0.45+0.20
f SEC:B-B
g 0.90+0.20 -
-
Ordering information & Specifications: Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A1251-TP AWG#28-#32 1.00mm(max) Phosphor Bronze Tin over Nickel 15,000 PCS
A1251-GP AWG#28-#32 1.00mm(max) Phosphor Bronze Gold over Nickel 15,000 PCS
Optional Gold plating available but MOQ requested
[ Al 25 1 M _T )—1.25mm pitch Crimp Terminal
Reference Informations: 8_
*Used in CJT A1251HM-XP series Housing 3
1.25+0.20 :

0.15
SEC:A-A
N n
S =
o o
1.05¢0.15 . &
— 3
0 2 7 - SEC:B-B
g ° & s
b _
x g < g g g
s T I
2 g & 3
8 < 0.90+0.10 : :
M
0.31+0.05 0.70 | A
040 |
SEC:C-C
Ordering information & Specifications: Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A1251M-TP AWG#28-#32 1.00mm(max) Phosphor Bronze Tin over Nickel 15,000 PCS
A1251M-GP AWG#28-#32 1.00mm(max) Phosphor Bronze Gold over Nickel 15,000 PCS

Optional Gold plating available but MOQ requested
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. Al1251 SERIES 1.25mm pitch wire to board and wire to wire connector

( A1251H'XP ]—l.ZSmm pitch Housing

Reference Informations:

*Material:Nylon 66,UL94V-0

*Suitable CJT A1251-T series Terminal

*Mates with CJT A1251HM-XP,A1251WV,WR-XP,
A1251WV-S,WR-S-XP series Wafer

*Color:White

Ordering Information:

A1251H-XP - ***

1
1.Part No.
2.Material:

(Blank):Nylon 66,UL94V-0

GWT:Nylon 66,UL94V-0,GWT 750°C

= =
|;H;| E]]] Eﬂ Ordering Information & Dimensions:
PART NO. Dimensions
\ A B
[ 2P 1.25 4.25
1.25:0.10 Circuit 1 3P 2.50 5.50
4P 3.75 6.75
A#0.20 5P 5.00 8.00
6P 6.25 9.25
7P 7.50 10.50
8P 8.75 11.75
B20.2 3.20£0.25 9P 10.00 13.00
10P 11.25 14.25
T 11P 12.50 15.50
T m o T T 12P 13.75 16.75
A 13P 15.00 18.00
& 14P 16.25 19.25
3 15P 17.50 20.50
16P 18.75 21.75
17P 20.00 23.00
2.3040.25 18P 21.25 24.25
19P 22.50 25.50
20P 23.75 26.75
Unit: mm
[ A1251HM-XP )—12smm pch Housing
Reference Informations:
*Material:Nylon 66,UL94V-0 Ordering Information:
*Suitable_CJT A1251M-T series Terminal _ A1251HM-XP - ***
*Mates with CJT A1251H-XP series Housing 1
*Color:White 1.Part No.
2.Material:
(Blank):Nylon 66,UL94V-0
GWT:Nylon 66,UL94V-0,GWT 750°C
H H H\ Ordering Information & Dimensions:
o -
I T PART NO. A Imensions =
1.25+0.10 Circuit 1 1P 2.50
A+0.20 2P 1.25 4.25
3P 2.50 5.50
4P 3.75 6.75
B+0.25 3.40+0.25 B+0.25 3.25+0.25 5P 5.00 8.00
6P 6.25 9.25
7P 7.50 10.50
S S 8P 8.75 11.75
S — — S 9P 10.00 13.00
] o 10P 11.25 14.25
™ o ™ o 11P 12.50 15.50
g g 12P 13.75 16.75
H H 13P 15.00 18.00
o o
/—\ o /—\ /—\ /—\ /—\ = 14P 16.25 19.25
15P 17.50 20.50
16P 18.75 21.75
17P 20.00 23.00
18P 21.25 24.25
19P 22.50 25.50
1P 2P~20P 20P 23.75 26.75
Unit: mm
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/]

- Al251 SERIES 1.25mm pitch wire to board and wire to wire connector

[ AL25TWN-XP ) z5mmpicn 160wt

Reference Informations:

*Material:Pin:Phosphor Bronze/Tin over Nickel
Insulator:Nylon 66,UL94V-0

*Mates with CIJT A1251H-XP series Housing

*Color:lvory

Circuit 1—\

TT T
1 L 1L

§

TN

i

1.2540.10

A+0.20

B+0.25

4.70+0.25

PIN 0.30 SQ

( Al1251WR-X P)—l.zsmm pitch 90° Wafer

Reference Informations:
*Material:Pin:Phosphor Bronze/Tin over Nickel
Insulator:Nylon 66,UL94V-0

*Mates with CIJT A1251H-XP series Housing

*Color:lvory

PIN 0.30 SQ

F———T3=

i : : i [Circuit 1

T T—F
1 L 7

i

EEwws

It

i

1.25+0.10

A+0.20

B+0.25

4.70+0.25

Ordering Information:
AL251WV-XP - *** . #x
1 2 3
1.Part No.
2.Material:
(Blank):Nylon 66,UL94V-0
GWT:Nylon 66,UL94V-0,GWT 750°C
3.Finish:
(Blank):Tin over Nickel
G:Gold over Nickel

1.25+0.10

B
@ -

20.50+0.05
P.C.B LAYOUT

3.20+0.25

—

2.30+0.25

0.35+0.15

Ordering Information & Dimensions:

Dimensions
PART NO. r B
2P 1.25 4.30
3P 2.50 5.55
4P 3.75 6.80
5P 5.00 8.05
6P 6.25 9.30
7P 7.50 10.55
8P 8.75 11.80
9P 10.00 13.05
10P 11.25 14.30
11P 12.50 15.55
12P 13.75 16.80
13P 15.00 18.05
14P 16.25 19.30
15P 17.50 20.55
16P 18.75 21.80
17P 20.00 23.05
18P 21.25 24.30
19P 22.50 25.55
20P 23.75 26.80
Unit: mm

Ordering Information:
A125IWR-XP - *** - **
1 2 3
1.Part No.
2.Material:
(Blank):Nylon 66,UL94V-0
GWT:Nylon 66,UL94V-0,GWT 750°C
3.Finish:
(Blank):Tin over Nickel
G:Gold over Nickel

1.25+0.10

b -

20.50+0.05

P.C.B LAYOUT

3.20+0.25

|

0.35
4.20+0.25

2.30+0.20

Ordering Information & Dimensions:

Dimensions
PART NO. A B
2P 1.25 4.30
3P 2.50 5.55
4P 3.75 6.80
5P 5.00 8.05
6P 6.25 9.30
7P 7.50 10.55
8P 8.75 11.80
9P 10.00 13.05
10P 11.25 14.30
11P 12.50 15.55
12P 13.75 16.80
13P 15.00 18.05
14P 16.25 19.30
15P 17.50 20.55
16P 18.75 21.80
17P 20.00 23.05
18P 21.25 24.30
19P 22.50 25.55
20P 23.75 26.80
Unit: mm
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.» Al1251 SERIES 1.25mm pitch wire to board and wire to wire connector

65\125 1WV-S-X Fj—l.ZSmm pitch 180° Wafer-SMT TYPE

Reference Informations:

*Material:Pin:Phosphor Bronze/Tin over Nickel
Solder Tabs:Phosphor Bronze/Tin over Nickel

Insulator:Nylon 6T,UL94V-0

*Mates with CJT A1251H-XP series Housing

*Color:lvory
Circuit 1
. 2\
Lo
1.25+0.10
A+0.20
B+0.25
I
1 1 1 1 1 1
=
1 1 1 1 1 1
SNy
AR
0.30

[AL251WR-S-XP}——125mm ich 50 water-swr rvee

Reference Informations:

Ordering Information:
A1251WV-S-XP - *** - **
1 2 3

1.Part No.
2.Material:

(Blank):Nylon 6T,UL94V-0

GWT:Nylon 6T,UL94V-0,GWT 750°C
3.Finish:

(Blank):Tin over Nickel

G:Gold over Nickel

1.60+0.10

*Material:Pin:Phosphor Bronze/Tin over Nickel
Solder Tabs:Phosphor Bronze/Tin over Nickel

Insulator:Nylon 6T,UL94V-0

*Mates with CJT A1251H-XP series Housing

*Color:Ilvory
Circuit 1
IR ul
1.25+0.10
A+0.20
B+0.25
 \
[ [ [ [ [ [
A4 1
N A A Al
W o O O o 0
0.30

A£0.10
3.60£0.10 1.25+0.10 Ordering Information & Dimensions:
" " L " il % PART NO. = Dimensions B

o

ﬁ E’ 49 ﬁ 47 g 2P 1.25 7.75
i e 3p 2.50 9.00
u 4P 3.75 10.25
= 0802010 | | 5P 5.00 11.50
3 Circuit 1 6P 6.25 12.75
e 7P 7.50 14.00
2.1040.10 8P 8.75 15.25
P.C.B LAYOUT 9P 10.00 16.50
10P 11.25 17.75
3.3520.25 11p 12.50 19.00
12P 13.75 20.25
| 13P 15.00 21.50
§ 14P 16.25 22.75
3 15p 17.50 24.00
ﬁ S 16P 18.75 25.25
| 17P 20.00 26.50
— 18P 21.25 27.75
4.00£0.25 19P 22.50 29.00
20P 23.75 30.25

Unit: mm

Ordering Information:
A1251WR-S-XP - *** - **
1 2 3
1.Part No.
2.Material:
(Blank):Nylon 6T,UL94V-0

GWT:Nylon 6T,UL94V-0,GWT 750°C

3.Finish:
(Blank):Tin over Nickel
G:Gold over Nickel

A+0.10

3.60+0.10

1.25+0.10 |

Ordering Information & Dimensions:

1.60+0.10

0.60+0.10

3.00+0.10

0.80+0.10

%@%@%«

Circuit 1

2.10+0.10

P.C.B LAYOUT

3.20+0.25

4.70+0.25

Il

5.16+0.25

i

Dimensions
PART NO. A B
2P 1.25 7.75
3P 2.50 9.00
4P 3.75 10.25
5P 5.00 11.50
6P 6.25 12.75
7P 7.50 14.00
8P 8.75 15.25
9P 10.00 16.50
10P 11.25 17.75
11P 12.50 19.00
12P 13.75 20.25
13P 15.00 21.50
14P 16.25 22.75
15P 17.50 24.00
16P 18.75 25.25
17P 20.00 26.50
18P 21.25 27.75
19P 22.50 29.00
20P 23.75 30.25
Unit: mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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A-S-X Fy—l.ZSmm pitch 90° Wafer-SMT TYPE

Reference Informations: Ordzering '”fosrma“"fl;* .
*Material:Pin:Phosphor Bronze/Tin over Nickel AL25IWRA-SXP - 1 -

. . 1 2 3
Solder Tabs:Phosphor Bronze/Tin over Nickel 1 part No.
Insulator:Nylon 9T,UL94V-0 2 Material:
*Mates with CJT A1251H-XP series Housing (Blank):Nylon 9T,UL94V-0
*Color:Natural GWT:Nylon 9T,UL94V-0,GWT 750°C
3.Finish:
A+0.20 (blank):Tin over Nickel
1.25 0.30 G:Gold over Nickel
T I
O O O O O O
L L
@EWHHHHHHHHW&D T EE
Circuit 1 02P~03P Single Hole

4.20+0.25

e}
~
ogﬁnnnnnnnnnnnnﬁg Ttﬁ—\
e S ) ]
10 1.10
A+0.10 g
]
3.60 1.25 0.80 2 3
1 = o
ikl
o N
m| ™
}_I
2.10
Conn.line Recommended P.C.B Layout 04F-20F Double Hole

General Tolerance+0.05

Ordering Information & Dimensions:

Dimensions
PART NO. r B
2P 1.25 7.75
3P 2.50 9.00
4P 3.75 10.25
5P 5.00 11.50
6P 6.25 12.75
7P 7.50 14.00
8P 8.75 15.25
9P 10.00 16.50
10P 11.25 17.75
11P 12.50 19.00
12P 13.75 20.25
13P 15.00 21.50
14P 16.25 22.75
15P 17.50 24.00
16P 18.75 25.25
17P 20.00 26.50
18P 21.25 27.75
19P 22.50 29.00
20P 23.75 30.25
Unit: mm
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§§ 5?555555 A1252 SER'ES 1.25mm pitch wire to board connector

Specifications

Current rating:1A AC,DC

Voltage rating:150V AC,DC
Temperature range:-40°C~+105°C
Contact resistance:30m()Max.
Insulation resistance:500M ()Min.
Withstanding voltage:500V AC/minute
*Compliant with RoHS and REACH*
*Meet the HF/Halogen Free,need to
customize*

*Contact CJT for details*

Standards
b, WO
A\
\_ E326732 E326732
_—— =
¢ Assembly layout | |
— — |
ﬁ - I
z U 7 ~ I —
| 5.50 REF § H
| DIP TYPE
y 3.40
” ﬂ ’«] ” 6.00 REF |
| - . U]
| _ %Lj € e
| g - 115 ]
72, g 7 . 'j
SMT TYPE

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
A-50



= ==

1]

I

» Al252 SERIES

1.25mm pitch wire to board connector

[ A1252-T

Reference Informations:

]—1.25mm pitch Crimp Terminal

*Used in CJT A1252H-XP, A1252HA-XP series Housing

0.15
1.55+0.25
N
o
+|
o
0
© =
SEC:A-A ¥
5 SECAA ¢
0 [=} IS
N & -
o N
& i
S
(<) N z
2 1.35+0.25
]
0.75£0.20 < 0.30£0.10
I A
| &
SEC:B-B =
g |7 §
S 0.34+0.10 -
< 0.85:0.10
—

Ordering information & Specifications: Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A1252-TP AWG#26-#30 1.00mm(max) Phosphor Bronze Tin over Nickel 10,000 PCS
A1252-GP AWG#26-#30 1.00mm(max) Phosphor Bronze Gold over Nickel 10,000 PCS

Optional Gold plating available but MOQ requested

[ A1252 H -X P Fl.ZSmm pitch Single Row Housing

Reference Informations:

*Material:Nylon 66,UL94V-0
*Suitable CJT A1252-T series Terminal
*Mates with CJT A1252WV,WR,WV-S,WV-S-F,WR-S,WR-S-F-XP
series Single Row Wafer

*Color:Gray

B

5]

]
=]

T n

b ch
==W=E]

{mm )
==
&

MR

™

1.25+0.10

A+0.20

B+0.25

4.00+0.25

Circuit 1

2.30+0.25

3.20£0.25

Ordering Information:
A1252H-XP - ***

1 2
1.Part No.
2.Material:

(Blank):Nylon 66,UL94V-0
GWT :Nylon 66,UL94V-0 GWT 750°C

Ordering Information & Dimensions:

PART NO. Dimensions
A B
2P 1.25 4.15
3P 2.50 5.40
4P 3.75 6.65
5P 5.00 7.90
6P 6.25 9.15
7P 7.50 10.40
8P 8.75 11.65
9P 10.00 12.90
10P 11.25 14.15
11P 12.50 15.40
12P 13.75 16.65
13P 15.00 17.90
14P 16.25 19.15
15P 17.50 20.40
Unit: mm
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-

iR A1252 SER'ES 1.25mm pitch wire to board connector
|58

S S5 55

[ A1252 HA-XP ]—1.25mm pitch Single Row Housing

Reference Informations:
*Material:Nylon 66,UL94V-0
*Suitable CJT A1252-T series Terminal

*Color:White
Ordering Information:
A1252HA-XP - ***
( ) 1 2
7l B v S M o S R 1.part No.
DR DR DR DR A DA D T 2.Material:
Ch O 0O b b co ook (Blank):Nylon 66,UL94V-0
Ws==n==n==n==n==n==n==n==ml), GWT :Nylon 66,UL94V-0 GWT 750°C
1.25+0.10
A+0.20
Ordering Information & Dimensions:
—2:30£0.25 Dimensions
PART NO.
B+0.20 1.45+0.20 A B c
2P 1.25 2.90 4.15
f — 3P 2.50 4.15 5.40
4P 3.75 5.40 6.65
0 [Tel
N g 5P 5.00 6.65 7.90
3 & 6P 6.25 7.90 9.15
— ~ g 7P 7.50 9.15 10.40
8P 8.75 10.40 11.65
Circuit 1 — o 9P 10.00 11.65 12.90
i 10P 11.25 12.90 14.15
11P 12.50 14.15 15.40
1.50 C+0.25 1.50
) 3:20:0.25 12P 13.75 15.40 16.65
13P 15.00 16.65 17.90
14P 16.25 17.90 19.15
15P 17.50 19.15 20.40
Unit: mm
(A1252 H _2XX P)—1.25mm pitch Dual Row Housing
Reference Informations:
*Material:Nylon 66,UL94V-0
*Suitable CJT A1252-T series Terminal
*Mates with CJT A1252WV-S,WV-S-F-2xXP series Dual Row Wafer Ordering Information:
*Color:Gray AL252H-2xXP - =
1 2
1.Part No.
/—Circuitz 2.Material:
- - (Blank):Nylon 66,UL94V-0

GWT :Nylon 66,UL94V-0 GWT 750C

T

n YUY LR

AN
BN

/]
Circuit 1:

R
pll VA Vs e\
R
AR
R
AR
LR
AAEH
el VN v eV
LR
el a2\ v eV
R
A
R
A
R
A
L

0
e
e

u
1.25+0.10

1.25+0.10
A£0.20
B+0.25 4.30£0.25
o Ordering Information & Dimensions:
N
o Dimensions
AL g | o N e s
A n n ~ | | 2x5P 5.00 10.40
2X7P 7.50 12.90
5.20+0.25 2x10P 11.25 16.65
2x15P 17.50 22.90
2x20P 23.75 29.15
Unit: mm
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) A1252 SER'ES 1.25mm pitch wire to board connector

HI]]]

( A1252WV—XP )—1.25mm pitch 180° Single Row Wafer

Ordering Information:
AL252WV-XP - *** - *x

)

Reference Informations:

*Material:Pin:Brass/Tin over Nickel - 1 7 3
Insulator:Nylon 66,UL94V-0 1.Part No.

*Mates with CJT A1252H-XP series Single Row Housing 2.Material:

*Color:Gray (Blank):Nylon 66,UL94V-0
GWT:Nylon 66,UL94V-0,GWT 750°C

3.Finish:
Circuit 1—\ (Blank):Tin over Nickel

G:Gold over Nickel

N\

_@'_@"ﬁ'_'ﬁ_“@'_ﬁ_ J' 1.25+0.10

iy - LS

—

—
—

1.25+0.10 0.60+0.05
A+0.20 P.CBLAYOUT Ordering Information & Dimensions:
Dimensions
PART NO. x 5
B0.25 3.40£0.25 9P 125 375
3P 2.50 5.00
_I_él_ ap 3.75 6.25
‘ﬁ ﬁ ﬁ ﬁ ﬁ ﬁ o 5P 5.00 7.50
! ! ! ! .| o 6P 6.25 8.75
F—t—t— 1 —t 1 2
& 7P 7.50 10.00
2 8P 8.75 11.25
op 10.00 12.50
o [ 10P 11.25 13.75
S 11P 12.50 15.00
§ 12P 13.75 16.25
a 13P 15.00 17.50
14p 16.25 18.75
PIN 0.35 SQ 15p 17.50 20.00
Unit: mm

(A1252WR-X PF 1.25mm pitch 90° Single Row Wafer

Ordering Information:

Reference Informations: AL252WR-XP - ** -+

*Material:Pin:Brass/Tin over Nickel 1 2 3
Insulator:Nylon 66,UL94V-0 1.Part No.

*Mates with CJT A1252H-XP series Single Row Housing 2.Material:

(Blank):Nylon 66,UL94V-0

* .
Color:Gray GWT:Nylon 66,UL94V-0 GWT 750°C
- 3.Finish:
Circuit 1_\ (Blank):Tin over Nickel
AW G:Gold over Nickel
| | | | |
E. ﬁ_@_@“@_ ﬁ. 1.25:0.10
©0.60+0.05
P.C.B LAYOUT
Ordering Information & Dimensions:
1.25+0.10 PIN 0.35 SQ PART NO Dimensions
A£0.20 : al B
2P 1.25 3.75
3P 2.50 5.00
B£0.25 3.60£0.25 4P 3.75 6.25
5P 5.00 7.50
6P 6.25 8.75
J 7P 7.50 10.00
mimimd 0 8P 8.75 11.25
T T T T T T Q oS 9P 10.00 12.50
S 3 10P 11.25 13.75
g < 11P 12.50 15.00
0 12P 13.75 16.25
ee———i 13p 15.00 17.50
14P 16.25 18.75
2 30£0.20 15P 17.50 20.00
Unit: mm
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ann Al1252 SERIES 1.25mm pitch wire to board connector

s E5EEEH

(A1252WV-S-X P)—l.ZSmm pitch 180° Single Row Wafer-SMT TYPE

Ordering Information:

Reference Informations: A1252WV-S-XP - *** - %%
*Material:Pin:Brass/Tin over Nickel 1 2 3
Insulator:Nylon 6T,UL94V-0 é-f\’ﬂ";’t‘e':‘i‘;i_
Cap:Nylon 6T,UL94V-0 y ’
. ' . . ) Blank):Nylon 6T,UL94V-0
*Mates with CJT A1252H-XP series Single Row Housing K(Wv—%,%,ylgnogT UL94V-0.GWT 750°C
*Color:lvory 3 Finish: A+0.10

(Blank):Tin over Nickel 1.25+0.05
G:Gold over Nickel 0.70+0.10 i

|| 1.80+0.10

2.20+0.10

Circuit 1
_\ 1.60£0.10 H Ei @ m m
\ AY CJ qJ
Ij_ _J - 7
il H ) G B+0.10
F) Q.—| 1 '+ +‘ I P.C.B LAYOUT

ARARN

f Ordering Information & Dimensions:

==

I
1.25+0.10 J u lg L l Dimensions
/ e PART NO.
PIN 0.35 SQ A%0.20 CAP A B <
(FOR PICK AND 2P 1.25 4.15 6.25
C+0.25 PLACE SYSTEMS) 3P 2.50 5.40 7.50
4P 3.75 6.65 8.75
B+0.25 3.40£0.25 5P 5.00 7.90 10.00
6P 6.25 9.15 11.25
7P 7.50 10.40 12.50
|_A 8P 8.75 11.65 13.75
9 9P 10.00 12.90 15.00
T T T T T d
el S 10P 11.25 14.15 16.25
S 11P 12.50 15.40 17.50
~ 12P 13.75 16.65 18.75
L || 13P 15.00 17.90 20.00
= | [ 14P 1625 | 1915 | 21.25
1.50+0.20 15P 17.50 20.40 2;.50
Unit: mm
66\1252WV_ S-F-X Fy;l.ZSmm pitch 180° Single Row Wafer-SMT TYPE

Reference Informations: Ordering Information:

*Material:Pin:Brass/Tin over Nickel A1252WV-S-F-XP - *** _ #* A+0.10 9
Solder Tabs:Phosphor Bronze/Tin over Nickel 1 2 3 1.25+0.05 =]
Insulator:Nylon 6T,UL94V-0 1.Part No. 0.7020.10 105 &
Cap:Nylon 6T,UL94V-0 2'('\é||a tel?)arlxzn on 6T,UL94V-0 1.60£0.10 ; -

* . _ . . . ank): y on y - . +0). F]

*Mate§ with CJT A1252H-XP series Single Row Housing GWT:Nylon 6T,UL94V-0,GWT 750°C Ei E % E;i

Color:lvory 3 Finish:
(Blank):Tin over Nickel 4
G:Gold over Nickel $
D gl S 20.95+0-05 o
J_ S g -0.00 .
a =] I B+0.10 &
= o o ®
M + P.C.B LAYOUT <
|_L‘) | | | - \_ . H
| | | -
U U o U L Circuit 1 QJ l?:J L I Ordering Information & Dimensions:
Dimensions
1.25+0.10 PIN 0.35 SQ cap PART NO.— B =
A+0.20 (FOR PICK AND 2P 1.25 4.15 6.25
C+0.25 PLACE SYSTEMS) 3P 2.50 5.40 7.50
4P 3.75 6.65 8.75
B+0.25 3.40+0.25 5P 5.00 7.90 10.00
6P 6.25 9.15 11.25
LA 7P 7.50 10.40 12.50
‘ﬁ m m | m ﬁ 8P 8.75 11.65 13.75
i i i i i i o
i i i i i 1Y 9P 10.00 12.90 15.00
J: ' ' ' ' ' D_ [U__UI 3 10P 11.25 14.15 16.25
2 11P 12.50 15.40 17.50
= 12P 13.75 16.65 18.75
UE’/: - F:l ] 13P 15.00 17.90 20.00
I o 14P 16.25 19.15 21.25
#0.80 1.5040.20 [ 15P 17.50 20.40 22-.50
Unit: mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
A-54



e 1252 SER'ES 1.25mm pitch wire to board connector

[A1252WR-S-X P)—l.ZSmm pitch 90° Single Row Wafer-SMT TYPE

Ordering Information:

Reference Informations: A1252WR-S-XP - *#x - #*
*Material:Pin:Brass/Tin over Nickel 1 2 3
Solder Tabs:Phosphor Bronze/Tin over Nickel ;J;/Ie;tte':li(;i' 1.60 B0.10
*Mates wiltrr]lsgl\?'lt'oki\gé;rlfgbusf:g/sOSingIe Row Housing (Blank):Nylon 6T,UL94V-0 o
. : GWT:Nylon 6T,UL94V-0 GWT 750°C S 7
Color:lvory 3.Finish: c\i‘ | % =)
(Blank):Tin over Nickel ! E
Circuit 1‘\ G:Gold over Nickel g @ '; @ Ei
Au L A
|_||*é***%||_| 0.70 " |1z
A+0.10
NN NN O—1I7 T NN
1.25+0.10
A0.20 Ordering Information & Dimensions:
Dimensions
PART NO. ~ 5 s
C+0.25 2P 1.25 4.15 6.25
3.60+0.25 3P 2.50 5.40 7.50
‘ B£0.25 4P 3.75 6.65 8.75
| 5P 5.00 7.90 10.00
|: / 6P 6.25 9.15 11.25
-rh m | [ﬁ m ﬁ 7P 7.50 10.40 12.50
—t—f—t—t—1 = ? g 8P 875 | 1165 | 13.75
T [0 S o= § 9p 10.00 12.90 15.00
= 5 10P 11.25 14.15 16.25
E b 1 3 11P 12.50 15.40 17.50
H | « 12P 13.75 16.65 18.75
: H 13P 15.00 | 17.90 | 20.00
| I 14P 16.25 19.15 21.25
NI 15P 17.50 20.40 22.50
PIN 0.355Q Unit: mm
66\1252WR_S_ F-X %1.25mm pitch 90° Single Row Wafer-SMT TYPE
Ordering Information:
Reference Informations: A1252WR-S-XP - *** - **
*Material:Pin:Brass/Tin over Nickel 1 2 3 1.60 B+0.10
Solder Tabs:Phosphor Bronze/Tin over Nickel 1.Part No. +0.05
. 2.Material: 20.90_ S
Insulator:Nylon 6T,UL94V-0 . (Blank):Nylon 6T,UL94V-0 S / 000 77 3
:l(\:/I;t;s.l\\;\gtrC CJT A1252H-XP series Single Row Housing GWT:Nylon 6T,UL94V-0 GWT 750°C :1 | %
: 3.Finish: ‘ et | &
(Blank):Tin over Nickel /1 E} ‘; E Ej
Circuit 1—\ G:Gold over Nickel 2 Wl
X sl g| 070 | 1.05
& é__*__*__ *__ ' 12
A+0.10
|d| L] LT |_| P.C.B LAYOUT
o NN o—17 J o
1.25+0.10
A+0.20 Ordering Information & Dimensions:
Dimensions
PART NO. a 5 c
. C+0.25 . 2P 1.25 4.15 6.25
3.60+0.25 3P 2.50 5.40 7.50
‘ B20.25 ‘ 0.80 4P 3.75 6.65 8.75
5P 5.00 7.90 10.00
6P 6.25 9.15 11.25
ﬁ m 1l m ﬁ o 7P 7.50 10.40 12.50
F—t—f— 1 g 8P 8.75 11.65 13.75
T o g == § 9P 10.00 12.90 15.00
= 5 10P 11.25 14.15 16.25
| | 2 11P 12.50 15.40 17.50
Ii i DJ—I = - 12P 1375 | 1665 | 18.75
| | 13P 1500 | 17.90 | 20.00
| ! 14P 16.25 19.15 21.25
15P 17.50 20.40 22.50
PIN 0.35 SQ Unit: mm
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A1252 SER' ES 1.25mm pitch wire to board connector

(A1252WV'S' 2XX P)—1-25mm pitch 180° Dual Row Wafer-SMT TYPE

Reference Informations:

*Material:Pin:Brass/Tin over Nickel
Solder Tabs:Phosphor Bronze/Tin over Nickel
Insulator:Nylon 6T,UL94V-0
Cap:Nylon 6T,UL94V-0

*Mates with CJT A1252H-2xXP series Dual Row Housing

*Color:lvory
1.85+0.10
S
Circuitz-\ E @ $ $ % Ea
N
I I = 2,
mmo mmomL ﬁ 0 A A Ordering Information:
LR N LR C: = 2.00+0.10 o S AL252WV-S-2XXP - *** -+
P Y . T S i Ej gl g 1 2 3
mmm il % 3 0.70:0.05 | o i e 1.Part No.
L == T . NI 2.Material:
035 1.2540.05 & < (Blank):Nylon 6T,UL94V-0
1.25+0.10 1 ™~ GWT:Nylon 6T,UL94V-0,GWT 750°C
Circuit 1 A+0.10 - 3.Finish:
A$0.20 (Blank):Tin over Nickel
P.C.B LAYOUT ] -
—— G:Gold over Nickel
B+0.25
7.25+0.25
Ordering Information & Dimensions:
Y 2 mens
) o S s PART NO. Dimensions
a A B
o @ 2X5P 5.00 12.50
— g

2x7P 7.50 15.00
o 2x10P 11.25 18.75
6.95+0.25 2x15P 17.50 25.00

2x20P 23.75 31.25

@1252WV_S_F_2XX P]— 1.25mm pitch 180° Dual Row Wafer-SMT TYPE o

Reference Informations:

*Material:Pin:Brass/Tin over Nickel
Solder Tabs:Phosphor Bronze/Tin over Nickel
Insulator:Nylon 6T,UL94V-0
Cap:Nylon 6T,UL94V-0

*Mates with CJT A1252H-2xXP series Dual Row Housing

*Color:lvory
- 1.85+0.10
/Clrcun 2 S| 1.25+0.10 010
S —’T +0.
a #1.00 4 5o
I I e —
m il [][][]Lﬁ & o /}EEEEH
L —:: :: :: :: :: = g 7—\ i Ordering Information:
=N 3 -—¥ A1252WV-S-F-2xXP - *#* . *
il poal M e v ! % Tl S
= 2.00+0.10 1 1.Part No.
. S Ej $ @ 3 s 2.Material:
Circuitl g i ol 2 : :
1.25+0.10 b 0.70:0.05 | of &% (Blank):Nylon 6T,UL94V-0
035 & T ol 98 GWT:Nylon 6T,UL94V-0,GWT 750°C
— 1.25+0.05 & < 3.Finish:
A£0.20 . 5 (Blank):Tin over Nickel
A0.10 G:Gold over Nickel
P.C.B LAYOUT
B+0.25
7.25+0.25
Ordering Information & Dimensions:
= : .
|\ \ i \| V g I*I ST Dimensions
g A B
& 2x5P 5.00 12.50
e -6 = = = 2X7P 7.50 15.00
50.80 2x10P 11.25 18.75
3 6.95+0.25 2x15P 17.50 25.00
© 2x20P 23.75 31.25
Unit: mm
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1.25mm pitch wire to board connector

Specifications

Current rating:1A AC,DC

Voltage rating:200V AC,DC
Temperature range:-40°C~+105°C
Contact resistance:20m()Max.
Insulation resistance:100M (OMin.
Withstanding voltage:500V AC/minute
*Compliant with RoHS and REACH*
*Meet the HF/Halogen Free,need to
customize*

*Contact CJT for details*

Standards
b W,
E326732 E326732
{ Assembly layout }
3.15
B -
_
% 7 z 7
i _ ) I
S 5.90 REF s s s
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1.25mm pitch wire to board connector

( A1253-T ]—1.25mm pitch Crimp Terminal

Reference Informations:

*Used in CJT A1253H-XP series Housing

8
0.15 =
+l
3 1.70+0.25
—
{} g -
-—- N
o
+|
[Te}
)
o
\ \ SEC:A-A
PN/ 8
[Tel o
A A o z
R Sr 2 3
—
S 1.250.25
B B ~ 7
i 0.30 T
gjﬁ]? & SECB-B
o =2ELDbB-b
T
[Te}
\l_l (":|i
8 []] 035
b 0.94
~
-

Ordering information & Specifications: Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A1253-TP AWGH#28-#32 1.00mm(max) Phosphor Bronze Tin over Nickel 10,000 PCS
A1253-GP AWG#28-#32 1.00mm(max) Phosphor Bronze Gold over Nickel 10,000 PCS

Optional Gold plating available but MOQ requested

( A1253 H -X P )—1.25mm pitch Housing

Reference Informations:
*Material:Nylon 66,UL94V-0

*Suitable CJT A1253-T series Terminal
*Mates with CJT A1253WV,A1253WR-XP series Wafer

*Color:Reddish brown

4
Circuit 1/

1.25+0.10

A+0.20

B+0.25

3.15+0.25

4.30+0.25

2.40£0.25

Ordering Information:

A1253H-XP - **
1 2

1.Part No.

2.Material:

(Blank):Nylon 66,UL94V-0
GWT :Nylon 66,UL94V-0 GWT 750°C

Ordering Information & Dimensions:

PART NO. Dimensions
A B
2P 1.25 3.95
3P 2.50 5.20
4P 3.75 6.45
5P 5.00 7.70
6P 6.25 8.95
7P 7.50 10.20
8P 8.75 11.45
9P 10.00 12.70
10P 11.25 13.95
11P 12.50 15.20
12P 13.75 16.45
13P 15.00 17.70
14P 16.25 18.95
15P 17.50 20.20
Unit: mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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2y A1253 SERIES 1.25mm pitch wire to board connector

§§§ (/][]

[ A1253WN/-XP ) z5mmpicn 160wt

Referen Informations: Ordering Information:
ererence (0] ations ALDSWV-XP - o - 5

*Material:Pin:Brass/Tin over Nickel 1 > 3
Insulator:Nylon 66,UL94V-0 1.Part No.
*Mates with CJT A1253H-XP series Housing 2 Material:
*Color:Reddish brown (Blank):Nylon 66,UL94V-0
GWT:Nylon 66,UL94V-0,GWT 750°C
3.Finish:
(Blank):Tin over Nickel
G:Gold over Nickel

_é__.ﬁ_#__¢—-¢- 1.250.10
L . &SSP

1.25+0.10 20.60+0.05

P.C.B LAYOUT
A%0.20 - Ordering Information & Dimensions:

Dimensions
B0.25 3.1540.25 FLRTING: A B
2P 1.25 4.25
7! P |r— 3P 2.50 5.50
I I 2 = o T
] 5P 5.00 8.00
g ] 6P 6.25 9.25
~ g 7P 7.50 10.50
N 8P 8.75 11.75
M 9P 10.00 13.00
10P 11.25 14.25
11P 12.50 15.50
\_ 12P 13.75 16.75
2.00+0.20 13P 15.00 18.00
\ PIN 0.355Q 14P 16.25 19.25
Circuit 1 15P 17.50 20.50
Unit: mm

( A1253WR-X P)—l.zsmm pitch 90° Wafer

Ordering Information:

Reference Informations: A1253WR-XP - *** - *x
*Material:Pin:Brass/Tin over Nickel 1 2 3
Insulator:Nylon 66,UL94V-0 1.Part No.

2.Material:

(Blank):Nylon 66,UL94V-0

GWT :Nylon 66,UL94V-0,GWT 750°C
3.Finish:

(Blank):Tin over Nickel

G:Gold over Nickel

*Mates with CIJT A1253H-XP series Housing
*Color:Reddish brown

T

1.25+0.10
LT =u

1.25+0.10 P.C.B LAYOUT Ordering Information & Dimensions:

A0.20 PART NO. Dimensions

A B
2P 1.25 4.25
B+0.25 3.35+0.25 3P 2.50 5.50
4P 3.75 6.75
5P 5.00 8.00
| N = 625 925
1 N o B 750 1050
& s 8P 8.75 11.75
2 =] 9P 10.00 13.00

o 4
@ ~ 10P 11.25 14.25
11P 12.50 15.50
— 12P 13.75 16.75
L] 13P 15.00 18.00
PIN 0.35 SQ 14P 16.25 19.25
Circuit 1 1.70+0.20 15p 17.50 20.50
Unit: mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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%ﬁg %@55% Al1254 SERIES 1.25mm pitch wire to board connector

/ " .
Specifications

Current rating:1A AC,DC

Voltage rating:125V AC,DC

Temperature range:-40°C~+105°C

Contact resistance:20mQMax.

Insulation resistance:100MQMin.

Withstanding voltage:500V AC/minute

*Compliant with RoHS and REACH*
*Meet the HF/Halogen Free,need to
customize*

*Contact CJT for details*

Standards
§ b B
E326732 E326732
{ Assembly layout }

N
J
T
i

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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1.25mm pitch wire to board connector

[ A1254-T ]—1.25mm pitch Crimp Terminal

Reference Informations:
*Used in CJT A1254H-XP series Housing

0.15

1.20+0.25
o \\\L.
0
° g
SECAA @
( <
—
Te} 1 0.25
S I
3 »
of  f o ) & 1.05+0.25
[Te} o ™~ p—
g ° &
S 2
™ q N
mi
SECBB &
+l
<
S
I —
0.40
Ordering information & Specifications: Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
Al1254-TP AWG#28-#32 0.90mm(max) Phosphor Bronze Tin over Nickel 10,000 PCS
A1254-GP AWG#28-#32 0.90mm(max) Phosphor Bronze Gold over Nickel 10,000 PCS

Optional Gold plating available but MOQ requested

( A1254 H -X P )—1.25mm pitch Housing

Reference Informations:

*Material:Nylon 66,UL94V-0

*Suitable CJT A1254-T series Terminal
*Mates with CJT A1254WR-S-XP series Wafer
*Color:White

Ordering Information:
A1254H-XP - ***

Circuit 1 AleodHAF
ya 1 2

(FEEmmwd] e

(Blank):Nylon 66,UL94V-0

e = GWT :Nylon 66,UL94V-0 GWT 750°C
1.25+0.10
A£0.20
Ordering Information & Dimensions:
PART Dimensions PART Dimensions
NO. A B € NO. A B €
B20.25 | .00 1.3040.25 2P | 1.25 | 2.72 | 5.72 | 17P | 20.00 | 21.47 | 24.47
3P | 250 | 397 | 6.97 | 18P [2125[22.72 | 25.72
L Ij 4P | 3.75 | 5.22 | 8.22 | 19P | 22.50 | 23.97 | 26.97
5P | 5.00 | 6.47 | 9.47 | 20P |23.75 | 25.22 | 28.22
Q Q - 6P | 6.25 | 7.72 | 10.72 | 21P | 25.00 | 26.47 | 29.47
N 7P | 750 | 8.97 |11.97 | 22Pp |26.25 | 27.72 | 30.72
] g 8P | 875 [10.22 [ 1322 | 23p [ 27.50 [ 28.97 | 31.97
[ 3 oP |[10.00 [11.47 | 14.47 | 24P [28.75 | 30.22 | 33.22
—L L 10P |11.25 [ 12.72 | 15.72 | 25P [ 30.00 | 31.47 | 34.47
< 11P | 12.50 | 13.97 | 16.97 | 26P | 31.25 | 32.72 | 35.72
[ 1 12P | 13.75 | 15.22 | 18.22 | 27P | 32.50 | 33.97 | 36.97
- 13P | 15.00 | 16.47 | 19.47 | 28P | 33.75 | 35.22 | 38.22
C+0.25 2 1.80£0.25 14P [16.25 [ 17.72 [ 20.72 | 29P [ 35.00 [ 36.47 | 39.47
15P | 17.50 [ 18.97 [ 21.97 | 30 [ 36.25 [ 37.72 | 40.72
16P | 18.75 | 20.22 | 23.22

Unit: mm
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_— =N—1

HJM

- Al1254 SERIES 1.25mm pitch wire to board connector

e EEs
(H 1 ]]]
[ A1254HA-XP }—.25mmpich Housing
Reference Informations: Ordering Informit*ion:
*Material:Nylon 66,UL94V-0 &r’*xp'7
*Suitable CJT A1254-T series Terminal 1.part No
*Color:White 2.Material:
(Blank):Nylon 66,UL94V-0
GWT :Nylon 66,UL94V-0 GWT 750°C
6.60+0.25 ) 9.10+0.25 1.64+0.20
] o
N
o O d d — 1 9 .
o o | & g
g g ~ +
+| =+l — 8
& Q ©
- -
8.60+0.25 11.10£0.25 2.15+0.25
(9.64)%0.30 (12.14)%0.30
3.75+0.20 6.25+0.20
Circuit 1—\ 1.25+0.10 Circuit 1—\ 1.25+0.10
DEEEED IEEEEEED
A1254HA-4P A1254HA-6P
Unit: mm

66\1254WR-S-X P)—l.ZSmm pitch 90° Wafer-SMT TYPE

Reference Informations:

*Material:Pin:Brass/Tin over Nickel on solder area A+0.10
Gold over Nickel on contact area 1.2540.10
Solder Tabs:Brass/Tin over Nickel 2:20+0.10 0.800.05
Insulator:Nylon 6T,UL94V-0 | | —
*Mates with CIJT A1254H-XP series Housing a% i
*Color:Beige i? W
A£0.20 J 3 ?? — Ordering Information:
+0. g 2 AL254WR-S-XP - ***
1.2540.10 0.40 g & 22 — Lpat Nlo 2
ol 1.30£0.10 o Material:
m m - 2 2'(hélgr$|£|)?ll\]ylon 6T,UL94V-0
H to) : , -
H E n B a B P.CB. LAYOUT o GWT :Nylon 6T,UL94V-0 GWT 750°C
—
Ordering Information & Dimensions:
Dimensions Dimensions
|:| |:| PART NO.[— =—[PART NO— =
ﬁ 2P 1.25 7.65 17P 20.00 26.40
A 3P 2.50 8.90 18P 21.25 27.65
N 4P 3.75 10.15 19P 2250 | 28.90
5P 5.00 11.40 20P 23.75 30.15
0.76 6P 6.25 12.65 21P 25.00 31.40
7P 7.50 13.90 22P 26.25 32.65
8P 8.75 15.15 23P 27.50 33.90
B10.25 5.50+0.25 9P 10.00 | 16.40 24P 28.75 | 35.15

1.00 10P 11.25 17.65 25P 30.00 36.40
11P 12.50 18.90 26P 31.25 37.65
12P 13.75 20.15 27P 32.50 38.90
— £ 13P 15.00 21.40 28P 33.75 40.15

L - 14P 16.25 22.65 29P 35.00 41.40
15P 17.50 23.90 30P 36.25 42.65
16P 18.75 25.15

Unit: mm
CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
A-62



§§ 5?55555 A1255 SER'ES 1.25mm pitch wire to board connector
e

Specifications

Current rating:1A AC,DC

Voltage rating:150V AC,DC

Temperature range:-40°C~+105°C

Contact resistance:30m()Max.

Insulation resistance:500M ()Min.

Withstanding voltage:500V AC/minute

*Compliant with RoHS and REACH*
*Meet the HF/Halogen Free,need to
customize*

*Contact CJT for details*

Standards
§ b B
E326732 E326732
{ Assembly layout }

2.60
u
2.60
U

— . | ]
7,
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3 Al255 SERIES

1.25mm pitch wire to board connector

=

g

= COn

( A1255 T ]—1 25mm pitch Crimp Terminal

Reference Informations:

mm

Dﬂiﬁ

*Used in CJT A1255H-XP series Housing 1.57+0.25
0.15
SEC:A-A
N
9 K
o
s )
1.25+0.25
. VAl
& A
< ] T}
+
[=} 9 — N
2 3 SEC:BB 7
N
-
o
N
(=)
(-t} . 4
N 1.000.15 9
S
&
SEC.C-C ©
-
Ordering information & Specifications: Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A1255-TP AWG#26-#32 1.00mm(max) Phosphor Bronze Tin over Nickel 10,000 PCS
A1255-GP AWG#26-#32 1.00mm(max) Phosphor Bronze Gold over Nickel 10,000 PCS
Optional Gold plating available but MOQ requested
[ A1255 MA_T )—1.25mm pitch Crimp Terminal
Reference Informations: 9
N . B ) . i
Used in CJT A1255HMA-XP series Housing 0.30 _ 1.3440.25 3
~
M -
S R0.30
o SEC:A-A
&
L q =]
/i l 9 1.10+0.25 g
i 1 2 (0 0.30 o
B B I 2 ) |
= & e w b
| \w i @ a g = N R0.30
=] « i
c c 3 SECB-B
0.90 ~ N
0.80 &
]
0.90+0.25 )
0.30 3
U I
0.40 ﬂﬁj‘ _ 1
0.40+0.20
SEC:C-C
Ordering information & Specifications: Unit:mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A1255MA-TP AWGH#28-#32 0.90mm(max) Phosphor Bronze Tin over Nickel 15,000 PCS
A1255MA-GP AWGH#28-#32 0.90mm(max) Phosphor Bronze Gold over Nickel 15,000 PCS

Optional Gold plating available but MOQ requested

A-64
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Eoull B o AL255 SERIES

1.25mm pitch wire to board connector

i

( A1255H'XP ]—l.ZSmm pitch Housing

Reference Informations:
*Material:Nylon 66,UL94V-0
*Suitble CJT A1255-T series Terminal

*Mates with CIJT A1255WR-S,WR-S-F-XP series Wafer

*Color:Gray

/—Circuit 1

CER-EE-E- BB E-R -6

B+0.25

( A1255 HA-XP )—1.25mm pitch Housing

Reference Informations:

*Material:Nylon 66,UL94V-0

*Suitble CJT A1256-T series Terminal

*Mates with CIJT A1255HMA-XP series Housing or
A1255WVA-S,WRA-S-XP series Wafer
*Color:White

[Circuit 1

[e-H— EAH-E3 -0 1B
[ H

Ordering Information:
A1255H-XP - ***
1 2
1.Part No.
2.Material:
(Blank):Nylon 66,UL94V-0
GWT:Nylon 66,UL94V-0,GWT 750°C

1.55+0.25

5.80+0.25

2.35+0.25

Ordering Information & Dimensions:

PART NO. Dimensions
A B
2P 1.25 4.35
3P 2.50 5.60
4P 3.75 6.85
5P 5.00 8.10
6P 6.25 9.35
7P 7.50 10.60
8P 8.75 11.85
9P 10.00 13.10
10P 11.25 14.35
11P 12.50 15.60
12P 13.75 16.85
13P 15.00 18.10
14P 16.25 19.35
15P 17.50 20.60
20P 23.75 26.85
25P 30.00 33.10
30P 36.25 39.35
Unit: mm

MHEMTTITT ITTITT ITTTT 11 |
1.25+0.10
A£0.20
1.50+0.25
n
N
=}
+|
o
[¢3]
[t}

Ordering Information:
A1255HA-XP - ***

1
1.Part No.
2.Material:

(Blank):Nylon 66,UL94V-0

GWT:Nylon 66,UL94V-0,GWT 750°C

Ordering Information & Dimensions:

Dimensions
PART NO. ry B
2P 1.25 4.35
3P 2.50 5.60
4P 3.75 6.85
5P 5.00 8.10
6P 6.25 9.35
7P 7.50 10.60
8P 8.75 11.85
9P 10.00 13.10
10P 11.25 14.35
11P 12.50 15.60
12P 13.75 16.85
13P 15.00 18.10
14P 16.25 19.35
15P 17.50 20.60
20P 23.75 26.85
25P 30.00 33.10
30P 36.25 39.35
Unit: mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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§§§ (/][]

=y Al1255 SERIES

1.25mm pitch wire to board connector

[A1255 H MA-X P]*LZSmm pitch Housing

Reference Informations:

*Material:Nylon 66,UL94V-0

*Suitble CJT A1255MA-T series Terminal
*Mates with CIJT A1255HA-XP series Housing
*Color:White

A+0.20

1.25+0.10

Circuit 1—/

B+0.25

- f

5.00+0.25

[ 1

OEEA

JJLLIJLLIJLLIJﬂLL

[ A1255WR-S-X P)—l.ZSmm pitch 90° Wafer Without Boss -SMT TYPE

Reference Informations:
*Material:Pin:Brass/Tin over Nickel
Solder Tabs:Brass/Tin over Nickel
Insulator:Nylon 9T,UL94V-0
*Mates with CIJT A1255H-XP series Housing
*Color:Ilvory

A+0.20

1.25+0.10

0.30

B+0.25

Circuit 1

Q

1

i\
I
:

T L= L= L= L= L=

Ordering Information:
A1255HMA-XP - ***
1 2
1.Part No.
2.Material:
(Blank):Nylon 66,UL94V-0
GWT:Nylon 66,UL94V-0,GWT 750°C

Ordering Information & Dimensions:

ST Dimensions
2.70+0.25 S B

2P 1.25 4.50

3P 2.50 5.75

4P 3.75 7.00

5P 5.00 8.25

6P 6.25 9.50

7P 7.50 10.75

o 8P 8.75 12.00

g 9p 10.00 13.25

& 10P 11.25 14.50

& 11P 12.50 15.75

12P 13.75 17.00

13P 15.00 18.25

14P 16.25 19.50

15P 17.50 20.75

20P 23.75 22.00

2.90+0.25 25P 30.00 33.25

Unit: mm

Ordering Information:
A1255WR-S-XP - *** - **
1 2 3

1.Part No.
2.Material:

(Blank):Nylon 9T,UL94V-0

GWT:Nylon 9T,UL94V-0,GWT 750°C
3.Finish:

(Blank):Tin over Nickel

G:Gold over Nickel

2
S 2.4020.10
o
N 2.00£0.10 '—I ° Ordering Information & Dimensions:
—
o Dimensions
S % & PART NO. = =
3 A 2P 1.25 7.45
N b a $|$ a 1 3P 2.50 8.70
4P 3.75 9.95
0.70:0.05 __I_ | 125:008 Zg ggg Eig
A#0.10 7P 7.50 13.70
P CB. LAYOUT 3p 8.75 14.95
EE— op 10.00 16.20
10P 11.25 17.45
11P 12.50 18.70
5.70+0.25 12P 13.75 19.95
110 13P 15.00 21.20
— 14P 16.25 22.45
- 15P 17.50 23.70
20P 23.75 29.95
— b 25P 30.00 36.20
30P 36.25 42.45
Unit: mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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» Al255 SERIES

1.25mm pitch wire to board connector

(A1255WR-S-F_XF9— 1.25mm pitch 90° Wafer With Boss-SMT TYPE

Reference Informations:
*Material:Pin:Brass/Tin over Nickel
Solder Tabs:Brass/Tin over Nickel
Insulator:Nylon 9T,UL94V-0
*Mates with CJT A1255H-XP series Housing
*Color:lvory

Ordering Information:
A1255WR-S-F-XP - *** - **
1 2 3

1.Part No.
2.Material:

(Blank):Nylon 9T,UL94V-0

GWT:Nylon 9T,UL94V-0,GWT 750°C
3.Finish:

(Blank):Tin over Nickel

G:Gold over Nickel

A+0.20
o
1.25+0.10 0.30 =
= 2.40£0.10 ,
o
H E E E E N 2.00+0.10 ‘
H—F——5 Ordering Information & Dimensions:
Voo — E e1.105% | ¥4 PART NO. Dimensions
] A B
ey :FC b b e 2P 1.25 7.45
— — E@ 3p 2.50 8.70
o of 270 2:60+0.10 4P 3.75 9.95
), \ 9 2 1.25:0.05 5P 5.00 11.20
§ § A+0.10 6P 6.25 12.45
b I P.C.B. LAYOUT 7P 7.50 13.70
8P 8.75 14.95
op 10.00 16.20
B+0.25 5.70+0.25 10P 11.25 17.45
11P 12.50 18.70
o 1.10
/’C"C”'t 1 = 12P 13.75 19.95
5 — 13P 15.00 21.20
? 14pP 16.25 22.45
— N 15P 17.50 23.70
cls 20P 23.75 29.95
o $0.90 25P 30.00 36.20
@ 30P 36.25 42.45
Unit: mm

[ A1255WVA-S-X P)—l.ZSmm pitch 180° Wafer Without Boss -SMT TYPE

Reference Informations:

1.00

2.50+0.20

*Material:Pin:Brass/Tin over Nickel
Solder Tabs:Brass/Tin over Nickel % Ordering Informati
. 7 P 71 P 4 raering Intformation:
. OAUAY
X .Insulator.Nonn 6T,UL94\( 0 . | % ALIEEWVA-S-XP - % - #%
Mates with CJT A1255HA-XP series Housing o 105 0.70 8_ - 1 3 3
*Color:Beige gl 8l = = 3|  LPartNo.
H 3 A+0.20 tfi 2.Material:
~ .
- g P.C.B LAYOUT (Blank):Nylon 6T,UL94V-0 )
- — GWT:Nylon 6T,UL94V-0,GWT 750°C
3.Finish:
A+0.20 (Blank):Tin over Nickel
A£0.20 G:Gold over Nickel
1.25:0.10 1.28 1.25+0.10 . . . .
1.28 10 Ordering Information & Dimensions:
0.30 0.59 {059 0.30 IS = -
i Circuit 1 PART NO Dimensions
) A B
[] x (NN RN NN] (A AN N] 2P 1.25 7.45
j \_ 3P 2.50 8.70
Circuit 1 0.94 0.94 CAP 4P 3.75 9.95
(FOR PICK AND 5P 5.00 11.20
PLACE SYSTEMS) 6P 6.25 12.45
7P 7.50 13.70
8P 8.75 14.95
B+0.25 B+0.25 opP 10.00 16.20
2.60 10P 11.25 17.45
11P 12.50 18.70
J—m_:_nr—[ ! — ff l 0 12pP 13.75 19.95
= 13P 15.00 21.20
== E [ ﬁ 8 14P 16.25 22.45
v __©t 15P 17.50 23.70
20P 23.75 29.95
2P~15P,20P 25P,30P 25P 30.00 36.20
30P 36.25 42.45
Unit: mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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A1255 SERIES

1.25mm pitch wire to board connector

[A1255WRA-S-X P]—1.25mm pitch 90° Wafer Without Boss -SMT TYPE

Reference Informations: Q
*Material:Pin:Brass/Tin over Nickel 2 2.00+0.20
Solder Tabs:Brass/Tin over Nickel 3 . 2.40+0.20 Ordering Information:
Insulator:Nylon 6T,UL94V-0 o T A1255WRA-S-XP - ¥ - **
*Mates with CIT A1255HA-XP series Housing 7 % 1 2 3
*Color:Beige % 1.partNo.
2.Material:
PO P (Blank):Nylon 6T,UL94V-0
p pAkgeR_ | M:Nylgn 6T,UL94V-0,GWT 750C
8 M—l—— 070 o 3.Finish:
=1 N (Blank):Tin over Nickel
§ | A20.20 | g G:Gold over Nickel
o ~ P.C.B LAYOUT 3
g Ordering Information & Dimensions:
Circuit 1- 8 A ;
0.30 —»-|—°'59 A i —--I——O'SQ LR A S B
=) I = oono ty 2P 1.25 7.45
||| EEXEY, ]| [BReeeeeereeeeeareereares ||| = oo P
0.94 0.94 4P 3.75 9.95
128 T 1.25+0.10 1.25+0.10 1.28 S = =00 1120
A+0.20 A%0.20 g 6P 6.25 12.45
o
N 7P 7.50 13.70
8P 8.75 14.95
9P 10.00 16.20
& 10P 11.25 17.45
S — 3 11P 12.50 18.70
[I D "—D ° 12P 13.75 19.95
| 13P 15.00 21.20
TUUUUT o TUUUUUUUUUUUUU0UUUUUUUUTUU o  — 14P 16.25 2245
B+0.25 S B£0.20 S ' 15P 17.50 23.70
2P~15P,20P § I 25P,30P § 20P 23.75 29.95
e I _— 6 25P 30.00 36.20
30P 36.25 42.45
Unit: mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn

A-68



§§ i?éf?gg?g? A1256 SERIES 1.25mm pitch wire to board connector

Specifications

Current rating:1A AC,DC

Voltage rating:150V AC,DC
Temperature range:-40°C~+105°C
Contact resistance:30m()Max.
Insulation resistance:500M ()Min.
Withstanding voltage:500V AC/minute
*Compliant with RoHS and REACH*
*Meet the HF/Halogen Free,need to
customize*

*Contact CJT for details*

Standards
®
N A
E326732 E326732
( Assembly layout )
7.20 REF 7.25 REF
IS I 1 N D YRS | mf -
v 2 v 2
2 2 3.85
7.40 REF 7.40 REF
= . = < =
iy — p—— — -
VW A 7 o, V 7

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
A-69



=)

";W

A1256 SER'ES 1.25mm pitch wire to board connector

( A1256-T ]—1.25mm pitch Crimp Terminal

Reference Informations:
*Used in CJT A1256H,HD-XP,A1255HA-XP series Housing

Vi
(i

(
"\ﬂ
o
I

[

0.15
&
o
1.60+0.25 H
™
o —
0
o /
SEC:A-A
¥
P ]
28 2
0 o T
1.28+0.25 5
i
] 8 -
ol o4
SEC:B-B
0.95
Ordering information & Specifications: Unit:mm
Part NO Wire Range Insulation O.D. Material Finish Qty/reel
A1256-TP AWGH#28-#32 0.90mm(max) Phosphor Bronze Tin over Nickel 15,000 PCS
A1256-GP AWG#28-#32 0.90mm(max) Phosphor Bronze Gold over Nickel 15,000 PCS

Optional Gold plating available but MOQ requested

( A1256 H -X P )—1.25mm pitch Housing

Reference Informations:

*Material:Nylon 66,UL94V-0

*Suitable CJT A1256-T series Terminal

*Mates with CJT A1256WR-S,WRA-S-XP series Wafer
*Color:Black

Ordering Information:
A1256H-XP - ***
1 2
] 1.Part No.

2.Material:
(Blank):Nylon 66,UL94V-0
GWT:Nylon 66,UL94V-0,GWT 750°C

1.25+0.10
Circuit 1
A+0.20
B20.25 1.35+0.25
Ordering Information & Dimensions:
Dimensions
i PART NO. = s =
8 2P 1.25 3.80 6.00
d 3P 2.50 5.05 7.25
= ap 3.75 6.30 8.50
5P 5.00 7.55 9.75
6P 6.25 8.80 11.00
8P 8.75 11.30 13.50
C+0.25 1.95+0.25 10P 11.25 13.80 16.00
15P 17.25 20.05 22.25
20P 23.75 26.30 28.50
25P 30.00 32.55 34.75
30P 36.25 38.80 41.00
Unit: mm
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- Al1256 SERIES 1.25mm pitch wire to board connector

L]
[ A1256 H D_XP Fl.ZSmm pitch Dual Row Housing
Reference Informations: Ordering Information:
*Material:Nylon 66,UL94V-0 A1256HD-XP - ***
*Suitable CJT A1256-T series Terminal 1 2
*Mates with CJT A1256WVD-S-F, WRD-S, ;.i’ﬂartt N_oi
-S- i Vaterial:
*gg\’otr’.gécfp series Dual Row Water (Blank):Nylon 66,UL94V-0
: GWT:Nylon 66,UL94V-0,GWT 750°C
0.63+0.10 3 0.63+0.10 =}
0632010 < d
Circuit 2 § §
- —

Circuit 1 1.25+0.10

1.25+0.10
Ordering Information & Dimensions:
Dimensions
C+0.25 C+0.25 )
PART NO A S =
B+0.20 B+0.20
2.80+0.20 2.80+0.20 5P 2.50 4.90 6.00
7P 3.75 6.15 7.25
9P 5.00 7.40 8.50
] 0 11P 6.25 8.65 9.75
| = R i 3 ; 13P 7.50 9.90 11.00
1 S S 15P 8.75 11.15 12.25
w0 o 17P 10.00 12.40 13.50
19P 11.25 13.65 14.75
3.44+0.25 3.44+0.25 21P 12.50 14.90 16.00
13,15,17,19,21,31,41 Contacts 31P 18.75 21.15 22.25
5.7.9.11 Contacts 41P 2500 | 2760 | 2850
Unit: mm

[A1256WR-S-XP)—— 1 25mm picn 0 wiersvr rvee

Reference Informations:

Ordering Information:

*Material:Pin:Brass/Gold over Nickel A1256WR-S-XP - 4+
Solder Tabs:Brass/Tin over Nickel - 1 2
Insulator:Nylon 6T,UL94V-0 1.Part No.

*Mates with CJT A1256H-XP series Housing 2.Material:

*Color:White (Blank):Nylon 6T,UL94V-0

GWT:Nylon 6T,UL94V-0,GWT 750C

A20.20 | A+0.10
1.25+0.05
1.25+0.10 0.30
0.70+0.10 1.90+0.10
ABBEE | <
—
=)
= Circuit 1 H
S ©
o 1.35+0.10 Ordering Information & Dimensions:
—
=] Dimensions
8| SUGGESTED PCB LAYOUT PART NO. ——¢ B c
- (COMPONENT SIDE) op 105 6.10 201
B+0.25 3P 2.50 7.35 5.26
o
;! 4.3040.20 4P 3.75 8.60 6.51
C+0.25 & 5P 5.00 9.85 7.76
3 1.60 6P 6.25 11.10 9.01
8P 8.75 13.60 11.51
10P 11.25 16.10 14.01
_ 15P 17.25 22.35 20.26
20P 23.75 28.60 26.51
Circuit 1 1.00+0.10 25P 30.00 34.85 32.76
30P 36.25 41.10 39.01
Unit: mm
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1.25mm pitch wire to board connector

66\1256WR A-S-X Fy—LZSmm pitch 90° Wafer-SMT TYPE

Reference Informations:

*Material:Pin:Brass/Tin over Nickel
Shell:Brass/Tin over Nickel

Insulator:LCP,UL94V-0
*Mates with CIJT A1256H-XP series Housing

*Color:White

A+0.20

Ordering Information:
A1256WRA-S-XP - *** _ %
1 2 3

1.Part No.
2.Material:

(Blank):LCP,UL94V-0

GWT:LCP,UL94V-0,GWT 750°C
3.Finish:

(Blank):Tin over Nickel

G:Gold over Nickel

_ 1.25+0.10 0.30 2.875+0.10
3 1.25+0.05 0.80£0.05 _ |
2 Il
o
o
gL
Yo}
o
_% : %
+1
o
~
B+0.25 ‘ 1 s
I | o
—
o 1.25+0.10
+l
] SUGGESTED PCB LAYOUT
A (COMPONENT SIDE)
o
-
. %
€x0.25 8| 4.25:0.25
-
( ]| J_ Ordering Information & Dimensions:
Dimensions
Circuit 1] 1.10+0.10 PART NO. = s =
20P 23.75 31.40 26.60
30P 36.25 43.60 39.10
Unit: mm

(A1256WVD—S—F-XF9—1.25mm Pitch 180° Dual Row Wafer-SMT TYPE

Reference Informations:
*Material:Pin:Brass/Gold over Nickel
Shell:Brass/Tin over Nickel

Insulator:Nylon 6T,UL94V-0
Cap:Nylon 6T,UL94V-0
*Mates with CJT A1256HD-XP series Dual Row Housing

*Color:White

A+0.20

1.25+0.10 Circuit 1 &

o

)

I A

—

i i ~
Lpliglighigll Circuit 2
_| | 0625:0.10 I

A+0.20
B+0.25

o

N

[

Tl

0

(2]

(3]

n

w

C+0.25 e

Ordering Information:

1 2

1.Part No.

2.Material:
(Blank):Nylon 6T,UL94V-0
GWT:Nylon 6T,UL94V-0,GWT 750°C

1.275+0.10
1.35+0.10
” C+0.05 )
/ |
S } 4}%
3 \ 2-20.75+0.05 o
S Ia.
s o
I
o «
0.625:0.25 220 =] %
o 4
A$0.10 a4 Cap
’ ~
SUGGESTED PCB LAYOUT < /_
(COMPONENT SIDE)
3.85+0.20 =
[ame 4
=
L Ordering Information & Dimensions:
Dimensions
1.00 |_| 8] PART NO. A 5 e
0.85 21P 12.50 16.85 11.25
0.70 31P 18.75 2310 | 17.50
Unit: mm
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. A1256 SERIES

1.25mm pitch wire to board connector

[A1256WR D-S-X PFI.ZSmm Pitch 90° Dual Row Wafer-SMT TYPE

Reference Informations:
*Material:Pin:Brass/Gold over Nickel
Shell:Brass/Tin over Nickel
Insulator:Nylon 6T,UL94V-0
*Mates with CJT A1256HD-XP series Dual Row Housing
*Color:White

A+0.20 ,
0.625+0.10 0.30
o
-
(=
¥l
o
S
©
B+0.25
A+0.20
1.25+0.10 S
Circuit l_j —
—\ 0
—— : ~
=}
¥l
o
~
™

@1256WR DA-S-X Fj—l.ZSmm pitch 90° Dual Row Wafer-SMT TYPE

Ordering Information:
A1256WRD-S-XP - ***
1 2
1.Part No.
2.Material:
(Blank):Nylon 6T,UL94V-0
GWT:Nylon 6T,UL94V-0,GWT 750°C

’ 0.65+0.10 1.35+0.10
% 2 |
% %
o
()
—

LU L |

0.625:0.05
040005 ||
A$0.10

1.45+0.10

SUGGESTED PCB LAYOUT
(COMPONENT SIDE)

4.4520.25
[z Ordering Information & Dimensions:
Dimensions
a PART NO.
A B
i 21P 12.50 16.55
0.95 31P 18.75 22.80
41P 25.00 29.05
Unit: mm

] A£0.10
Reference Informations: 0.625+0.05
*Material:Pin:Brass/Gold over Nickel 0.40+0.10 1.325+0.10 Ordering Information:
Solder Tabs:Brass/Tin over Nickel | | A1256WRDA-S-XP - ***
Insulator:Nylon 6T,UL94V-0 | MMMMM o Lpart N 1 2
*Mates with CJT A1256HD-XP series dual row Housing ; 2’ Megterigi,
*Color:White g Circuit 1 S (Blank)-Nylon 6T,UL94V-0
3 Q_% 7 © GWT:Nylon 6T,UL94V-0,GWT 750°C
ﬂ: 4
g 1.35+0.10
=)
3
©| SUGGESTED PCB LAYOUT
A+0.20 A+0.20 (COMPONENT SIDE)
0.625 0.30 0.625 0.30
[EELEELEELY: EELEELEELELLE l.ll.ll.lﬁlﬂ
A A Ordering Information & Dimensions:
Dimensions
PART NO. 5 =
B£0.25 B£0.20 9 5P 2.50 6.10
A+0.20 A+0.20 =] 7P 3.75 7.35
1.25:0.10| [ Cirouitl 1.25:0.10 Circuit 1 Q| 445025 9P 5.00 8.60
_\ @ 11P 6.25 9.85
13P 7.50 11.10
15P 8.75 12.35
o B d 17P 10.00 13.60
S ) 0.95 19P 11.25 14.85
Circuit 2 - 21P 12.50 16.10
ireuit 31P 18.75 22.35
5,7,9,11 Contacts 13,15,17,19,21,31,41 Contacts 41P 25.00 28.60
Unit: mm
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§£ i?%ggggg A1257 SER|ES 1.25mm pitch wire to board connector
e

Specifications

Current rating:1A AC,DC

Voltage rating:50V AC,DC
Temperature range:-40°C~+105°C
Contact resistance:30m()Max.
Insulation resistance:100M (OMin.
Withstanding voltage:500V AC/minute
*Compliant with RoHS and REACH*
*Meet the HF/Halogen Free,need to
customize*

*Contact CJT for details*

Standards
®
. N RN
E326732 E326732

>

| | | Y 7.10 REF.

I
7.20 REF
L

4.59

0.80

0.80
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, A1257 SERIES

1.25mm pitch wire to board connector

( A1257-T )—1.25mm pitch Crimp Terminal

Reference Informations:

) ) . ) . 1.40+0.25
*Used in CJT A1257H-XP,A1257HA-XP series Housing =
012 5]
o
L +|
N
LS g
‘_'.
SEC: A-A
&
o '
| | S 3
| Tl 1.00+0.25
| | °
S (N ) i | 7
i \ K | . ) ]
A ! A ‘ /
== (== ] 0.25:0.10 SEC:B-B
I 1 (F | i 9 |
B B | = o ) | +0.05
A I I 0.80-0.15
‘ il SN ‘ 3
: o - o -
2 % g1 § % | 0.40+0.10
O @ & il s 3 ]|
N A\ 1
c c 0 =]
I
0.55£0.10 SEC:C-C
Ordering information & Specifications: - Unit:mm
Part NO Wire Range Insulation O.D. Material Finish Qty/reel
A1257-TP AWGH#28-#32 1.00mm(max) Phosphor Bronze Tin over Nickel 20,000 PCS
A1257-GP AWG#28-#32 1.00mm(max) Phosphor Bronze Gold over Nickel 20,000 PCS

Optional Gold plating available but MOQ requested

( A1257 H -X P )—1.25mm pitch Housing

Reference Informations:

*Material:Nylon 66,UL94V-0

*Suitable CJT A1257-T series Terminal

*Mates with CJT A1257WV-S,WR-S-XP series Wafer
*Color:White

A+0.20

1.25+0.10

/’Circuit 1

@@mmmm[@
i

2.80+0.20

3.55+0.25

B+0.25

Ordering Information:

AL25TH-XP - ¥ - x5

1 2 3
1.Part No.
2.Material:
(Blank):Nylon 66,UL94V-0
GWT:Nylon 66,UL94V-0,GWT 750°C
3.Color:

(Blank):White
BK:Black BL:Blue
OR:Orange LE:Light blue

TR:Tomato red
MG:Moss green

LY:Lemon yellow
DPK:Dark pink

Ordering Information & Dimensions:

PART NO. Dimensions
A B
2P 1.25 3.75
4.20+0.25 3P 2.50 5.00
4p 3.75 6.25
5P 5.00 7.50
| | 6P 6.25 8.75
7P 7.50 10.00
& 8P 8.75 11.25
9 9P 10.00 12.50
E 10P 11.05 13.75
11P 12.50 15.00
12P 13.75 16.25
13p 15.00 17.50
14pP 16.25 18.75
2.00£0.20 15P 17.50 20.00
Unit: mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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= 5 B
:{}? r;?; S eegpEnan A1257 SER'ES 1.25mm pitch wire to board connector

( A1257 HA-XP F1.25mm pitch Housing

Reference Informations:
*Material:PBT,UL94V-0

*Suitable CJT A1257-T series Terminal
*Color:White

A+0.20
1.25+0.10 Circuit 1 Ordering Information:
A1257HA-XP - ***
1 2
I I A A 1.Part No
d 4 1 o or 1r O 2'.Materiai:
MMM 11T (Blank):PBT,UL94V-0

3.70+0.20

GWT:PBT,UL94V-0,GWT 750°C

Ll
[
4154025

A
o 8
o
] ] ] § Ordering Information & Dimensions:
§ § © ] Dimensions
& A B
g 4P 3.75 6.05
5P 5.00 7.30
7P 7.50 9.80
B+0.25 8P 8.75 11.05
10P 11.25 13.56
Unit: mm
66\1257WV_S_X %1.25mm pitch 180° Wafer-SMT TYPE
Reference Informations: 2;%%@%&?;0_%‘3?8& %
*Material:Pin:Brass/Tin over Nickel - 1 7 3 32
Insulator:Nylon 9T,UL94V-0 1.Part No.
*Mates with CIJT A1257H-XP series Housing 2.Material:
*Color:lvory (Blank):Nylon 9T,UL94V-0
GWT:Nylon 9T,UL94V-0,GWT 750°C
3.Color:
(Blank):lvory
BK:Black BL:Blue
OR:Orange LE:Light blue
1.25+0.05 | . 0.60+0.05 TR:Tomatored  LY:Lemon yellow
[ 11 4%:_Mhoss green  DPK:Dark pink
v P LFInisn:
Z z (Blank):Tin over Nickel
V) U G:Gold over Nickel
2 1.35£0.10
Ql o
J g 0 f 3 o 7 3 Ordering Information & Dimensions:
Circuit 1 || 1.25+0.05 € & o SIS
[} +l
s 2 PART NO. A =
A+0.10 o
2P 1.25 5.75
1.00£0.10 3P 2.50 7.00
P.C.B LAYOUT 4P 3.75 8.25
B0.20 4.2540.20 5P 5.00 9.50
6P 6.25 10.75
7P 7.50 12.00
8P 8.75 13.25
o 9P 10.00 14.50
3 10P 11.25 15.75
B 11P 12.50 17.00
< 12P 13.75 18.25
'—H 13P 15.00 19.50
T - 14P 16.25 20.75
0.20+0.05 4.95+0.20 15P 17.50 22.00
Unit: mm
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, A1257 SERIES

1.25mm pitch wire to board connector

@\1257WR-S-X Fj—l.zmm pitch 90° Wafer-SMT TYPE

Reference Informations:
*Material:Pin:Brass/Tin over Nickel

Insulator:Nylon 9T,UL94V-0
*Mates with CJT A1257H-XP series Housing
*Color:lvory

Circuit 1J I__ 1.25+0.05

B+0.20

4.05+0.20

0.20+0.05

5.40+0.10

Ordering Information:

AL257WR-S-XP - %% _ #xk _ %
1 2 3 4

1.Part No.

2.Material:

(Blank):Nylon 9T,UL94V-0
GWT:Nylon 9T,UL94V-0,GWT 750°C

3.Color:
(Blank):lvory
BK:Black BL:Blue
OR:Orange LE:Light blue

TR:Tomatored  LY:Lemon yellow

o
“!
o
+1
o
~
™
1.00+0.10
P.C.B LAYOUT
4.25+0.20
(=]
N
=]
+
o
)
<
4.35+0.20

MG:Moss green
4.Finish:

(Blank):Tin over Nickel

G:Gold over Nickel

DPK:Dark pink

1.35+0.10

g Ordering Information & Dimensions:
8 Dimensions
N PART NO. A B
- 2P 1.25 5.75
3P 2.50 7.00
4P 3.75 8.25
5P 5.00 9.50
6P 6.25 10.75
7P 7.50 12.00
8P 8.75 13.25
9P 10.00 14.50
10P 11.25 15.75
11P 12.50 17.00
12P 13.75 18.25
13P 15.00 19.50
14P 16.25 20.75
15P 17.50 22.00
Unit: mm
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§5 §§ COnn A1258 SER'ES 1.25mm pitch wire to board connector

— = J?;g

Specifications

Current rating:1A AC,DC

Voltage rating:150V AC,DC
Temperature range:-40°C~+105°C
Contact resistance:20m(Max.
Insulation resistance:100M (OMin.
Withstanding voltage:250V AC/minute
*Compliant with RoHS and REACH*
*Meet the HF/Halogen Free,need to
customize*

*Contact CJT for details*

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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1.25mm pitch wire to board connector

[ A1258-T ]—1.25mm pitch Crimp Terminal

Reference Informations:

*Used in CJT A1258H-2xXP series Housing

5.00+0.25

$1.50+0.25 0.15 1.60£0.20
]
o
¥l
N s
| | 4
3 SEC: A-A
o
| |
n
R A sl
1.10+0.20
| A | A o —
| ., s :
( i 2 g
B B © ]
J s ) :ﬁ-
T [Tl | &
o SEC: B-B =
N N
0.950.10 g 1.80+0.20 3
®
Ordering Information & Dimensions: - Unit: mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A1258-TP AWG#28-#32 0.90mm(max) Phosphor Bronze Tin over Nickel 15,000 PCS
A1258-GP AWG#28-#32 0.90mm(max) Phosphor Bronze Gold over Nickel 15,000 PCS

Optional Gold plating available but MOQ requested

[ AL258H-2XXP ) t2smmpich Housi

Reference Informations:

*Material:Nylon 66,UL94V-0
*Suitable CJT A1258-T series Terminal

Ordering Information & Dimensions:

*Color:Gray
A N R RN R A R N1 N1
% aN ] ZaaN [N [ VaN [ 2N | ZaN | N | ZaN | LN ) sy Ordering Inf tion:
NS S S S S S S A S reerng ntorma ion:
IZNIANI&II&II&II&II&IHI&II&NFA o W-T
| I S ) S S S S I S B g 1.Part No.
4 2.Material:
< (Blank):Nylon 66,UL94V-0
1.2520.10 -~ GWT :Nylon 66,UL94V-0 GWT 750°C
A+0.20
B+0.20
5.20+0.20
C+0.25
4.60+0.20
o
o N
o~ (=}
o & ﬂ
™
#

Dimensions
PART NO. A B C
2x10P 11.25 14.25 14.95
2x15P 17.50 20.50 21.20
2x20P 23.75 26.75 27.45
Unit: mm

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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'y %é S COonn Al1259 SERIES 1.25mm pitch wire to board connector

Specifications

Current rating:1A AC,DC

Voltage rating:200V AC,DC
Temperature range:-40°C~+105°C
Contact resistance:40m(QMax.
Insulation resistance:100M (OMin.
Withstanding voltage:500V AC/minute
*Compliant with RoHS and REACH*
*Meet the HF/Halogen Free,need to
customize*

*Contact CJT for details*
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an A1259 SERIES

[

1.25mm pitch wire to board connector

1259-T ]—1.25mm pitch Crimp Terminal

Reference Informations:

*Used in CJT A1259H,HA-XP series Housing

N
1.58:0.25 g
©
0.15 -
SEC:A-A
o [Te]
o N
© I 1.250.25 2
r 3
& g L i
2 o
o d
o
n N L
S )
3 SEC:BB
8 0 ;)
) I\
o
& 3
S S } y
T J
e 0.97
o
SEC:C-C
Ordering Information & Dimensions: Unit: mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A1259-TP AWG#28-#32 1.07mm(max) Phosphor Bronze Tin over Nickel 15,000 PCS

( A1259 H -X P )—1.25mm pitch Housing

Reference Informations:
*Material:Nylon 66,UL94V-0

*Suitable CJT A1259-T series Terminal

*Color:White

i

A+0.20
1.25+0.10
H = B 5 Ordering Information:
et e e A1259H-XP - ***
lan 12
= 1.Part No.
2.Material:

|

B+0.25

7.05+0.25

3.65+0.25

C+0.25

(Blank):Nylon 66,UL94V-0
GWT :Nylon 66,UL94V-0 GWT 750°C

Ordering Information & Dimensions:

Dimensions
PART NO. ry B C
2P 1.25 3.75 5.60
3P 2.50 5.00 6.85
4P 3.75 6.25 8.10
| 5P 5.00 7.50 9.35
6P 6.25 8.75 10.60
7P 7.50 10.00 11.85
8P 8.75 11.25 13.10
B 9P 10.00 12.50 14.35
] 10P 11.25 13.75 15.60
11P 12.50 15.00 16.85
) 12P 13.75 16.25 18.10
13P 15.00 17.50 19.35
5.45+0.25 14P 16.25 18.75 20.60
15P 17.50 20.00 21.85
Unit: mm
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1.25mm pitch wire to board connector

Reference Informations:
*Material:Nylon 66,UL94V-0

*Suitable CJT A1259-T series Terminal
*Color:White

A+0.15

——AI—— Circuit 1:

SUETEEEETgEEEEEegEe

O O O O O O 0o od

s —— |

B+0.25

—| li

C+0.20

20P

Odering Information:
A1259HA-XP - **
1 2
1.Part No.
2.Material:
blank) :Nylon 66 ,UL94V-0
LCP :LCP ,UL94V-0
GWT :Nylon 66,UL94V-0 GWT 750°C

4.30£0.20
[Te)
N
o
+l
o
wn
~
3.20£0.20 Q
— S
+l
o
S
<t

Ordering Information & Dimensions:

Dimensions
PART NO. ry B C
5P 5.00 9.35 7.50
10P 11.25 15.60 13.75
15P 17.50 21.85 20.00
20P 23.75 28.10 26.25
25P 30.00 34.35 32.50

Unit: mm
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§;§é§é COonn Al271 SERIES 1.27mm pitch wire to board connector

Specifications

Current rating:1.5A AC,DC

Voltage rating:15V AC,DC
Temperature range:-40°C~+105°C
Contact resistance:20m(Max.
Insulation resistance:1000MQMin.
Withstanding voltage:500V AC/minute
*Compliant with RoHS and REACH*
*Meet the HF/Halogen Free,need to
customize*

*Contact CJT for details*

CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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g Al271 SERIES

1.27mm pitch wire to board connector

( A127 1-T ]—1.27mm pitch Crimp Terminal

Reference Informations:
*Used in CJT A1271H-15P series Housing

8.30+0.
0.2 21.50 0.25
B 8
oS
®
| 8 “
-
I I
-1
BNV | -
A = A e e 8‘
( == I == N SEC:A-A
B I B I
| | g
o 7
I I 3 o 5 o
\I I '] 3 g 8 0.50 3 2.80+0.20
« = . o] .80+0.
| : 3.35+0.20 % u& 8
LI LI s 2 o
o
I
' Al / - SEC:B-B
l ll SEC:BB
M M
) !l
! 1.27+0.10 1.50+0.25
3.20£0.20
Ordering Information & Dimensions: Unit: mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A1271-GP AWG#18-#20 2.10mm(max) Phosphor Bronze Gold over Nickel 5,000 PCS

[ Al271H-15P )—1.27mm pitch Housing

Reference Informations:
*Material:PBT,UL94V-0

*Suitable CJT A1271-T series Terminal
*Color:Black

Ordering Information:
Al1271H-15P - ***
1 2
1.Part No.
2.Material:
(Blank):PBT,UL94V-0
| GWT :PBT,UL94V-0 GWT 750°C

22.10+0.25

3.45
1.85

1.27+0.10

17.70+0.20

5.70+0.20

23.10+0.25

3.45+0.20

1.00

6.75+0.20
20.70+0.25

3.80+0.10

1.20

7.70+0.25

15.20+0.25

Unit: mm
CHANGJIANG CONNECTORS TEL:+86-755-29959119 29959129 FAX:+86-755-29959139 Http://www.CJT.cn
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| T N I nn Al1271 SERIES 1.27mm pitch wire to board connector
& &y = aF J

(A1271 HC'15 PF1.27mm pitch Housing

Reference Informations:
*Material:PBT,UL94V-0
*Suitable CJT A1271-T series Terminal

*Color:Black
Ordering Information:
A1271HC-15P - ***
1 2
1.Part No.
2.Material:
(Blank):PBT,UL94V-0
GWT:PBT,UL94V-0,GWT 750°C
15.20+0.20
& 3.80
o
A 6.00
N
, d N
Te]
N
o
& I I I I
o
0
- 8
Yo} 4
1= [T] o
o 4
v ®f
23.10+0.25 3.50

Ordering Information & Dimensions:

PART NO. D'mezs'ons WIRE
15P-18 0.65 18#
15P-20 0.60 204
15P-22 0.60 224

Unit: mm
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%@é %%%% A1275 SER'ES 1.27mm pitch wire to board connector
e

Specifications

Current rating:1.5A AC,DC

Voltage rating:30V AC,DC
Temperature range:-40°C~+105°C
Contact resistance:20m()Max.
Insulation resistance:1000MQMin.
Withstanding voltage:500V AC/minute
*Compliant with RoHS and REACH*
*Meet the HF/Halogen Free,need to
customize*

*Contact CJT for details*

s

>

19.00 REF.

)

17.70 REF.

0.94
. 1.60
1.60

0.94
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, Al1275 SERIES

1.27mm pitch wire to board connector

( A1275-T ]—1.27mm pitch Crimp Terminal

Reference Informations:

*Used in CJT A1275H,HA,HB,HC-XP,A1275H,HA-2xXP series Housing

20.80

(ONONOROROLT

¢y
Y

1.00

)]

2.80

1.25
0.20

1

3.30
Crimp Area

1.65

18.60+0.25

8.20+0.25

6.98+0.25
Mating Area

©
'S
o

Ordering Information & Dimensions:

0.70

Ordering Information:
A1275-GP - ***
1 2
1.Part No.
2.Finish
TG :Mating Area : 100pin (2.54um) MIN. Tin
Crimp Area: 1pin (0.025um) MIN. Gold
GT :Mating Area : 1pin (0.025um) MIN. Gold
Crimp Area: 100pin (2.54pm) MIN. Tin
GT15 :Mating Area :15pin (0.38um) MIN. Gold
Crimp Area: 100pin (2.54um) MIN. Tin
GT30 :Mating Area :30uin (0.76pum) MIN. Gold
Crimp Area: 100uin (2.54um) MIN. Tin
GT50 :Mating Area :50pin (1.27pm) MIN. Gold
Crimp Area: 100pin (2.54um) MIN. Tin
GG15 :Mating Area :15pin (0.38um) MIN. Gold
Crimp Area: 1pin (0.025um) MIN. Gold
GG30 :Mating Area :30pin (0.76pum) MIN. Gold
Crimp Area: 1pin (0.025um) MIN. Gold
GG50 :Mating Area :50pin (1.27um) MIN. Gold
Crimp Area: 1pin (0.025um) MIN. Gold

Unit: mm

Part NO. Wire Range

Insulation O.D.

Material

Finish Qty/reel

A1275-TP FFC

Phosphor Bronze

Tin over Nickel 20,000 PCS

A1275-GP FFC

Phosphor Bronze

Gold over Nickel 20,000 PCS

Optional Gold plating available but MOQ requested

[ A1275 M —T )—1.27mm pitch Crimp Terminal

2.54 1.25
1.27 20.80 0.20
L Ordering Information:
— A1275M-GP - ***
1 2
1 1.Part No.
1 2.Finish
- TG :Mating Area : 100yin (2.54um) MIN. Tin
1.65 , Crimp Area: 1pin (0.025um) MIN. Gold
GT15 :Mating Area :15pin (0.38um) MIN. Gold
= Crimp Area: 100uin (2.54pm) MIN. Tin
g GT30 :Mating Area :30pin (0.76um) MIN. Gold
0 ]3 Crimp Area: 100pin (2.54um) MIN. Tin
g | @ g GT50 :Mating Area :50pin (1.27pm) MIN. Gold
H [8) Crimp Area: 100yin (2.54um) MIN. Tin
:- H GG15 :Mating Area :15pin (0.38um) MIN. Gold
— Crimp Area: 1pin (0.025um) MIN. Gold
1 GG30 :Mating Area :30pin (0.76um) MIN. Gold
1 Crimp Area: 1pin (0.025um) MIN. Gold
GG50 :Mating Area :50pin (1.27um) MIN. Gold
03 Crimp Area: 1uin (0.025um) MIN. Gold
o<
+ O
S-S
T
©s
u
0.40
Ordering Information & Dimensions: Unit: mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A1275M-TP FFC Phosphor Bronze Tin over Nickel 15,000 PCS
A1275M-GP FFC Phosphor Bronze Gold over Nickel 15,000 PCS

Optional Gold plating available but MOQ requested
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g 'eonn A1275 SERIES

T 1.27mm pitch wire to board connector

275 M L-T ]—1.27mm pitch Crimp Terminal

2.54 0.90

Ordering Information:

Al1275ML-GP - ***

H 1 2

H 1.Part No.

2.Finish

TG :Mating Area : 100yin (2.54um) MIN. Tin

Crimp Area: 1pin (0.025um) MIN. Gold

e GT15 :Mating Area :15uin (0.38um) MIN. Gold
Crimp Area: 100pin (2.54um) MIN. Tin

GT30 :Mating Area :30pin (0.76um) MIN. Gold
Crimp Area: 100pin (2.54pm) MIN. Tin

GT50 :Mating Area :50pin (1.27pm) MIN. Gold
Crimp Area: 100uin (2.54pm) MIN. Tin

GG15 :Mating Area :15pin (0.38um) MIN. Gold
Crimp Area: 1pin (0.025um) MIN. Gold

I GG30 :Mating Area :30pin (0.76pum) MIN. Gold
Crimp Area: 1pin (0.025um) MIN. Gold

GG50 :Mating Area :50pin (1.27um) MIN. Gold
Crimp Area: 1pin (0.025um) MIN. Gold

20.80

1

13.80+0.25
3.30
Crimp Area

5.32
Mating Area

Ordering Information & Dimensions: Unit: mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A1275ML-TP FFC Phosphor Bronze Tin over Nickel 15,000 PCS
A1275ML-GP FFC Phosphor Bronze Gold over Nickel 15,000 PCS
Optional Gold plating available but MOQ requested
[ Al 2 75 N _T )—1.27mm pitch Crimp Terminal
0.90
0.20
I=
N =
= 1.65
o
[}
o
@
™
i H
0.75
Ordering Information & Dimensions: Unit: mm
Part NO. Wire Range Insulation O.D. Material Finish Qty/reel
A1275N-TP FFC Phosphor Bronze Tin over Nickel 15,000 PCS
A1275N-GP FFC Phosphor Bronze Gold over Nickel 15,000 PCS

Optional Gold plating available but MOQ requested

A-88
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Al1275 SERIES 1.27mm pitch wire to board connector

A1275H-XP J1.27mm pitch Housing

Reference Informations:
*Material:Polyester,UL94V-0

*Suitable CJT A1275-T series Terminal

*Suitable CJT A1275WV,WR,WVA-XP series Wafer

or A1276WV,WR-XP series Single Row Wafer Ordering Information & Dimensions:

*Color:Black PART NO Dimensions PART NO Dimensions
7 | A B A B

2P 1.27 3.63 27P 33.02 35.38

3P 2.54 4.90 28P 34.29 36.65

4P 3.81 6.17 29P 35.56 37.92

5P 5.08 7.44 30P 36.83 39.19

6P 6.35 8.71 31P 38.10 40.46

7P 7.62 9.98 32P 39.37 41.73

B+0.25 8P 8.89 11.25 33P 40.64 43.00

' 9P 10.16 12.52 34P 41.91 44.27

A0.20 10P 11.43 13.79 35P 43.18 45.54

14.86+0.25 N 11P 12.70 15.06 36P 44.45 46.81

1.27 —— 12P 13.97 16.33 37P 45.72 48.08

*j‘i | ‘ N 13P 15.24 17.60 38P 46.99 49.35

U@m@@@@@@@@@@@@@@@@@mu E 3 14P 16.51 18.87 39P 48.26 50.62

" 15P 17.78 20.14 40P 49.53 51.89

0| | 2.00£0.25 16P 19.05 | 21.41 41P 50.80 | 53.16

N 17P 20.32 22.68 42P 52.07 54.43

18P 21.59 23.95 43P 53.34 55.70
19P 22.86 25.22 44P 54.61 56.97
20P 24.13 26.49 45P 55.88 58.24
21P 25.40 27.76 46P 57.15 59.51
22P 26.67 29.03 47P 58.42 60.78
23P 27.94 30.30 48P 59.69 62.05
24P 29.21 31.57 49P 60.96 63.32
25P 30.48 32.84 50P 62.23 64.59
26P 31.75 34.11

gooooooboooooooooooo

Oooooooooooooooooooon

Unit: mm
Al 2 75 HA_X P j71.27mm pitch Housing
Reference Informations:
*Material:Polyester,UL94V-0
*Suitable CJT A1275-T series Terminal
*Suitable CJT A1275WV,WR,WVA-XP series Wafer
*Color:Black ) ) ) )
— — Ordering Information & Dimensions:
PART NO Dimensions PART NO Dimensions
A B A B
4P 3.81 6.17 28P 34.29 36.65
C ) 5P 5.08 7.44 29P 35.56 37.92
6P 6.35 8.71 30P 36.83 39.19
s 7P 7.62 9.98 31P 38.10 40.46
B+0.25 ‘ 8P 8.89 11.25 32P 39.37 41.73
‘ 9P 10.16 12.52 33P 40.64 43.00
A+0.20 10P 11.43 13.79 34P 41.91 44.27
11P 12.70 15.06 35P 43.18 45,54
127 | 7.43 | 14861025 12P | 1397 | 1633 | 36P | 4445 | 4681
g 13P 15.24 17.60 37P 45.72 48.08
ﬂ% i K%J)T d 14P 1651 | 18.87 38P 46.99 | 49.35
e =1 o0 | 1005 | o141 | aop | a5 | sies
2.52 o | 9.00:025 17P 2032 | 2268 41P 50.80 | 53.16
8P-50P N 483 18P 21.59 23.95 42P 52.07 54.43
E— 19P 22.86 25.22 43P 53.34 55.70
2.50 \%é% 20P 24.13 26.49 44p 54.61 56.97
‘\ \‘ 0 21P 2540 | 27.76 45P 55.88 | 58.24
N 22P 26.67 29.03 46P 57.15 59.51
23P 27.94 30.30 47P 58.42 60.78
nononooooononoonoonoo HOEH 24P 2021 | 3157 48P 5969 | 62.05
1.27 \ | 25P 30.48 32.84 49P 60.96 63.32
0o000000000000000000 LA 26P 31.75 34.11 50P 62.23 64.59
B 27P 33.02 35.38
4P~7P Unit: mm
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Al1275 SERIES

1.27mm pitch wire to board connector

1.27mm pitch Housing

A1275HB-XP /

Reference Informations:
*Material:Polyester,UL94V-0

*Suitable CJT A1275-T series Terminal

*Suitable CJT A1275WV,WR,WVA-XP series Wafer
or A1276WV,WR-XP series Single Row Wafer
*Color:Black

OOoOoOoOooo0o00o000oooOgoaQ

ghooboboboooobooooooonoo

B20.25
A£0.20
14.8620.25 N
1.2740.10 ‘ &
[EEEEEEEEEE | :: j
| | 9.00£0.25
N ——
N

gooooooboooooooooooo

Oooooooooooooooooooon

A1275HC-XP |

Reference Informations:
*Material:Polyester,UL94V-0

*Suitable CJT A1275-T series Terminal

*Suitable CJT A1275WV,WR,WVA-XP series Wafer

1.27mm pitch Housing

*Color:Black
uuuuuuu‘DDDDDDLuuuuuu
0000000 00ooooo
B£0.25 ‘
A+0.20
14.86+0.25
1.27 ‘ 7.43 ‘
N
[e¢}
= = |°
Umm@@@@@@@ o e[| ij !
252 w| |9.00£0.25
N
8P~50P o 4.83
3.30
2.50 | [
‘\ \‘ 10
N
N
00000000000000000000 HHED
1.27 | [] [
Oooooooooooooooooooon <A>
B
4P~7P

Ordering Information & Dimensions:

PART NO Dimensions PART NO Dimensions
A B A B
2P 1.27 3.63 27P 33.02 35.38
3P 2.54 4.90 28P 34.29 36.65
4p 3.81 6.17 29P 35.56 37.92
5P 5.08 7.44 30P 36.83 39.19
6P 6.35 8.71 31P 38.10 40.46
7P 7.62 9.98 32P 39.37 41.73
8P 8.89 11.25 33P 40.64 43.00
9P 10.16 12.52 34P 41.91 44.27
10P 11.43 13.79 35P 43.18 45.54
11P 12.70 15.06 36P 44.45 46.81
12P 13.97 16.33 37P 45.72 48.08
13P 15.24 17.60 38P 46.99 49.35
14P 16.51 18.87 39P 48.26 50.62
15P 17.78 20.14 40P 49.53 51.89
16P 19.05 21.41 41P 50.80 53.16
17P 20.32 22.68 42P 52.07 54.43
18P 21.59 23.95 43P 53.34 55.70
19P 22.86 25.22 44P 54.61 56.97
20P 24.13 26.49 45P 55.88 58.24
21P 25.40 27.76 46P 57.15 59.51
22P 26.67 29.03 47P 58.42 60.78
23P 27.94 30.30 48P 59.69 62.05
24P 29.21 31.57 49P 60.96 63.32
25P 30.48 32.84 50P 62.23 64.59
26P 31.75 34.11
Unit: mm
Ordering Information & Dimensions:
Dimensions Dimensions
PART NO PART NO
A B A B
4P 3.81 6.17 28P 34.29 36.65
5P 5.08 7.44 29P 35.56 37.92
6P 6.35 8.71 30P 36.83 39.19
P 7.62 9.98 31P 38.10 40.46
8P 8.89 11.25 32P 39.37 41.73
9P 10.16 12.52 33P 40.64 43.00
10P 11.43 13.79 34P 41.91 44.27
11P 12.70 15.06 35P 43.18 45.54
12P 13.97 16.33 36P 44.45 46.81
13P 15.24 17.60 37P 45.72 48.08
14P 16.51 18.87 38P 46.99 49.35
15P 17.78 20.14 39P 48.26 50.62
16P 19.05 21.41 40P 49.53 51.89
17P 20.32 22.68 41P 50.80 53.16
18P 21.59 23.95 42P 52.07 54.43
19P 22.86 25.22 43P 53.34 55.70
20P 24,13 26.49 44pP 54.61 56.97
21P 25.40 27.76 45P 55.88 58.24
22P 26.67 29.03 46P 57.15 59.51
23P 27.94 30.30 47P 58.42 60.78
24P 29.21 31.57 48P 59.69 62.05
25P 30.48 32.84 49P 60.96 63.32
26P 31.75 34.11 50P 62.23 64.59
27P 33.02 35.38

Unit: mm
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1.27mm pitch wire to board connector

Reference Informations:
*Material:Polyester,UL94V-0

*Suitable CJT A1275-T series Terminal

*Suitable CJT A1275WV,WR-2xXP series Wafer
or A1276 WVB,WRB-2xXP series Dual Row Wafer
*Color:Black

Ordering Information & Dimensions:

9 DART NO Dimensions DART NO Dimensions
= A B A B
b 2x5P 5.08 7.54 2x28P 34.29 36.75
o 2X6P 6.35 8.81 2x29P 35.56 38.02
2x7P 7.62 10.08 2x30P 36.83 39.29
2x8P 8.89 11.35 2x31P 38.10 40.56
2x9P 10.16 12.62 2x32P 39.37 41.83
2x10P 11.43 13.89 2x33P 40.64 43.10
2x11P 12.70 15.16 2x34P 4191 44.37
2x12P 13.97 16.43 2x35P 43.18 45.64
2x13P 15.24 17.70 2x36P 44.45 46.91
2x14P 16.51 18.97 2x37P 45.72 48.18
B+0.25 2x15P | 17.78 | 2024 | 2x38P | 46.99 | 49.45
2x16P 19.05 21.51 2x39P 48.26 50.72
o 2x17P 20.32 22.78 2x40P 49.53 51.99
g “ 2x18P 21.59 24.05 2x41P 50.80 53.26
& g 2x19P 22.86 25.32 2x42P 52.07 54.53
Oooooooooooooooooooo g i 2x20P 24.13 26.59 2x43P 53.34 55.80
2 2x21P 25.40 27.86 2x44P 54.61 57.07
- 2x22P 26.67 29.13 2x45P 55.88 58.34
pooooooooooooooonoon JU{ 2x23P | 27.94 | 3040 | 2xa6P | 57.15 | 5961
2x24P 29.21 31.67 2x47P 58.42 60.88
5.36£0.25 2x25P | 30.48 | 32.94 | 2x48P | 59.69 | 62.15
2x26P 31.75 34.21 2x49P 60.96 63.42
2x27P 33.02 35.48 2x50P 62.23 64.69
Unit: mm
[A1275HA-2XXP}—t27mmpich Housig
Reference Informations:
*Material:Polyester,UL94V-0
*Suitable CJT A1275-T series Terminal
*Suitable CJT A1275WV,WR-2xXP series Wafer
*Color:Black
Ordering Information & Dimensions:
A%0.20 . PART NO Dimensions PART NO Dimensions
A B A B
127 I%l g 2x5P 5.08 7.54 2x28P 34.29 36.75
3 2x6P 6.35 8.81 2x29P 35.56 38.02
N 0 2x7P 7.62 10.08 | 2x30p | 36.83 | 39.29
2x8P 8.89 11.35 2x31P 38.10 40.56
2x9P 10.16 12.62 2x32P 39.37 41.83
2x10P 11.43 13.89 2x33P 40.64 43.10
2x11P 12.70 15.16 2x34P 41.91 44.37
2x6P~2x50P 2x12P 13.97 16.43 2x35P 43.18 45.64
2x13P 15.24 17.70 2x36P 44.45 46.91
2x14P 16.51 18.97 2x37P 45.72 48.18
2x15P 17.78 20.24 2x38P 46.99 49.45
B+0.25 2x16P 19.05 21.51 2x39P 48.26 50.72
2x17P 20.32 22.78 2x40P 49,53 51.99
2x18P 21.59 24.05 2x41P 50.80 53.26
0 2x19P 22.86 25.32 2x42P 52.07 54.53
(3 9 2x20P 24.13 26.59 2x43P 53.34 55.80
8 o 2x21P 25.40 27.86 2x44P 54.61 57.07
ooooonooooooooooooo o 8 2x22P | 2667 | 2913 | 2x45P | 5588 | 58.34
S 2x23P 27.94 30.40 2x46P 57.15 59.61
OooOoOooOooooooooooo 2x24P 29.21 31.67 2x47P 58.42 60.88
2x25P 30.48 32.94 2x48P 59.69 62.15
5.3640.25 2x26P 31.75 34.21 2x49P 60.96 63.42
2x27P 33.02 35.48 2x50P 62.23 64.69
Unit: mm
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1.27mm pitch wire to board connector

( Al 2 75WV-X PF1.27mm pitch 180° Wafer

Reference Informations:
*Material:Pin:Phosphor Bronze/Tin over Nickel
Insulator:Nylon 9T+15%GF,UL94V-0

*Suitable CJT A1275H,HA,HB,HC-XP series Housing

A+0.10

1274005 __ |, 0.89

*Color:Black 000
@© Ordering Information & Dimensions:
20.56 <

A+0.20 & _ . PCBLAYOUT J BART NO Dimensions D Dimensions

< Ordering Information: A B A B
1.2740.10 Q| AL/SWV-XP -rr- 4P 3.81 8.41 28P | 3429 | 3889
Y Lpar rlqu 23 5P 5.08 9.68 29P 35.56 40.16
s | 2.Material: 6P 6.35 10.95 30P 36.83 41.43
[ O I | E (Blank):Nylon 9T,UL94V-0 7P 7.62 12.22 31P 38.10 | 42.70
~1 T 3%:\,‘3"0“ 9T.UL94V-0,GWT 750°C 8P 8.89 | 13.49 32P 3937 | 4397
Circuit 1_/ '(B,ank)':ﬂn over Nickel 9P 10.16 14.76 33P 40.64 45.24
7.6040.25 G:Gold-flash _ 10P 11.43 16.03 34p 41.91 46.51
%iggmi n(%;ggm%;\ﬂhllll\ll’\lsgsztc fToilrc]i(Matmg Area) 11P 12.70 17.30 35P 43.18 47.78
G30:30pil|11 (O.fﬁprﬂl) MIN.éeIect Gold(Mating Area) 12p 13.97 18.57 36P 44.45 49.05
= 100pin (2.54um) MIN.Select Tin 13P 15.24 19.84 37P 45.72 50.32
G50:50uin (1.27um) MIN.Select Gold(Mating Area) 14P 16.51 21.11 38P 46.99 51.59
B40.25 100pin (2.54pm) MIN.Select Tin 15P 17.78 22.38 39P 48.26 52.86
6.00+0.25 16P 19.05 23.65 40P 49.53 54.13
‘ 17P 20.32 24.92 41P 50.80 55.40
. 18P 21.59 26.19 42P 52.07 56.67
1 o 19P 22.86 27.46 43P 53.34 57.94
il o & 20P 24.13 28.73 44P 54.61 59.21
[ n S & 21P 25.40 30.00 45P 55.88 60.48
1.50 [ L uéfg' i 22P 26.67 31.27 46P 57.15 61.75
! é o 23P 27.94 32.54 47P 58.42 63.02
‘i 24P 29.21 33.81 48P 59.69 64.29
1 25P 30.48 35.08 49P 60.96 65.56
26P 31.75 36.35 50P 62.23 66.83

PIN 0.40 SQ 27P 3302 | 37.62

Unit: mm
[ A1275WR-XP }——vzmmmpicnso- water
A£0.10
Reference Informations: 1.27+0.05 0.90
*Material:Pin:Phosphor Bronze/Tin over Nickel
Insulator:Nylon 9T+15%GF,UL94V-0
*Suitable CJT A1275H,HA,HB,HC-XP series Housing
*Color:Black
Ordering Information & Dimensions:
Dimensions Dimensions
PINO.40SQ .. P.C.B LAYOUT RTINS ry B RTINS ry B
4P 3.81 8.41 28P 34.29 38.89
ﬂ L rm J Ordering Information: 5P 5.08 9.68 29P 35.56 40.16
ALIWRXP -2 5 6P 635 | 1095 | 30P | 3683 | 4143
[ eo0oeeosesoeeseee ]| |.run 77| 762 | 1222 | 3P | 3810 | 4270
Z-Egi'é&ylon o7 ULOAV-O 8P 8.89 | 13.49 32pP 39.37 | 4397
[ —— 0 TR o ULo-0. GWT 750 C 9P 10.16 | 1476 | 33P | 4064 | 4524
1.27+0.10 o| 3Finish: _ 10P 11.43 16.03 34P 41.91 46.51
gl LandTin over Nickel 1P| 1270 | 17.30 | 35P | 4348 | 47.78
A+0.20 [ &Cold-flash .
| G15:15pin (0.38um) MIN.Select Gold(Mating Area) 12P 13.97 18.57 36P 44.45 49.05
100in (2.54um) MIN Select Tin 13P 15.24 19.84 37P 4572 | 50.32
G30:30uin (0.76um) MIN.Select Gold(Mating Area)
100uin (2.54um) MIN.Select Tin 14P 16.51 21.11 38P 46.99 | 51.59
G50:50pin (1.27pm) MIN.Select Gold(Mating Area) 15P 17.78 22.38 39P 48.26 52.86
B+0.25 100uin (2:54um) MIN.Select Tin 16P 19.05 | 2365 | 40P | 4953 | 5413

6.35+0.25

-

17P 20.32 24.92 41P 50.80 55.40
18P 21.59 26.19 42P 52.07 56.67
19P 22.86 27.46 43P 53.34 57.94

0.25
6.30+0.25

20P 24.13 28.73 44P 54.61 59.21
21P 25.40 30.00 45P 55.88 60.48
22P 26.67 31.27 46P 57.15 61.75
23P 27.94 32.54 47P 58.42 63.02

S

III
]

11.18+0.25

10.36+0.25

24P 29.21 33.81 48P 59.69 64.29
25P 30.48 35.08 49P 60.96 65.56

2.54+0.20

26P 31.75 36.35 50P 62.23 66.83
27P 33.02 37.62

Unit: mm
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Al1275 SERIES

1.27mm pitch wire to board connector

[A1275WNVA-XP)——zrmm i 160 vt

Reference Informations:

*Material:Pin:Phosphor Bronze/Tin over Nickel
Insulator:Nylon 9T+15%GF,UL94V-0
*Suitable CJT A1275H,HA,HB,HC-XP series Housing

*Color:Black

A+0.20

1.27+0.10

4.70+0.25

Circuit 1:

DB B OO #

T

7.60+0.25

B+0.25

PIN 0.40 SQ

A+0.10

. 1.27+0.05

( Al1275WV-2xX P)—u?mm pitch 180° Wafer

Ordering Information & Dimensions:

Reference Informations:

*Material:Pin:Phosphor Bronze/Gold over Nickel
Insulator:Nylon 9T+15%GF,UL94V-0

*Suitable CJT A1275H,HA-2xXP series Housing

*Color:Black

A+0.20

1.27+0.10

5.15+0.25

&)

=l

=

<
-
P.C.B LAYOUT « PART NO Dimensions PART NO Dimensions
Ordering Information: A B A B
w';ﬁ'? 4p 3.81 8.41 28P 34.29 38.89
1.Part No. 5P 5.08 9.68 29P 35.56 40.16
2.Material: 6P 6.35 10.95 30P 36.83 41.43
(Blank):Nylon 9T,UL94V-0 7P 7.62 12.22 31P 38.10 42.70
GWT :Nylon 9T,UL94V-0 GWT 750°C 8P 8.89 13.49 32P 39.37 43.97
3.Finish: : : : :
(Blank): Tin over Nickel 9P 10.16 14.76 33P 40.64 45.24
G:Gold-flash 10P 11.43 16.03 34P 41.91 46.51
G15:15pin (0.38um) MIN.Select Gold(Mating Area) 11P 12.70 17.30 35P 43.18 47.78
100yin (2.54pm) MIN.Select Tin
G30:30pin (0.76um) MIN.Select Gold(Mating Area) 12p 13.97 18.57 36P 44.45 49.05
T 100pin (2.54pm) MIN.Select Tin 13P 15.24 19.84 37P 45.72 50.32
G50:50pin (1.27um) MIN.Select Gold(Mating Area) 14P 16.51 21.11 38P 46.99 51.59
100pin (2.54pm) MIN.Select Tin 15P 17.78 22.38 39P 48.26 52.86
16P 19.05 23.65 40P 49.53 54.13
6.00+0.25 17P 20.32 24.92 41P 50.80 55.40
18P 21.59 26.19 42P 52.07 56.67
F 19P 22.86 27.46 43P 53.34 57.94
9 20P 24.13 28.73 44pP 54.61 59.21
IS 3 21P 25.40 30.00 45P 55.88 60.48
‘Ej S 22P 26.67 31.27 46P 57.15 61.75
E‘S o 23P 27.94 32.54 A7P 58.42 63.02
N 24P 29.21 33.81 48P 59.69 64.29
25P 30.48 35.08 49P 60.96 65.56
26P 31.75 36.35 50P 62.23 66.83
27P 33.02 37.62
Unit: mm
Ordering Information:
AL275WV-2xXP - *** - =%
1 2 3
1.Part No.
2.Material:

L2 & 24 & 2 % 2 2
L2 2 24 2 2 %22

o
N A+0.20
o
4
3 s 1.27
N o g
oi
7 DD DD DD
NZASZASZASZANZANZANA

= |

7.60

C+0.25

B+0.25

5.60
3.05

]

_|l._PIN0.40SQ

P.C.B LAYOUT

8.70+0.25

o

[Te)
o N
~ (=)
= g 2
(<)
-] I s
o o
N
=]
Tl u |
o
Q
<
2.54+0.20

(Blank):Nylon 9T,UL94V-0
GWT :Nylon 9T,UL94V-0 GWT 750°C
3.Finish:

(Blank):Gold-flash

G15:15pin (0.38um) MIN.Select Gold(Mating Area)
100pin (2.54pm) MIN.Select Tin

G30:30pin (0.76um) MIN.Select Gold(Mating Area)
100pin (2.54pm) MIN.Select Tin

G50:50pin (1.27um) MIN.Select Gold(Mating Area)
100pin (2.54um) MIN.Select Tin

T:Tin over Nickel

Ordering Information & Dimensions:

PART Dimensions
NO. A B C
2x21P | 25.40 | 29.97 | 27.97
2x22P | 26.67 | 31.24 | 29.24
2x23P | 27.94 | 32.51 | 30.51
2x24P | 29.21 | 33.78 | 31.78
2x25P | 30.48 | 35.05 | 33.05
2x26P | 31.75 | 36.32 | 34.32
2x27P | 33.02 | 37.59 | 35.59
2x28P | 34.29 | 38.86 | 36.86
2x29P | 35.56 | 40.13 | 38.13
2x30P | 36.83 | 41.40 | 39.40
2x31P | 38.10 | 42.67 | 40.67
2x32P | 39.37 | 43.94 | 41.94
2x33P | 40.64 | 45.21 | 43.21
2x34P | 41.91 | 46.48 | 44.48
2x35P | 43.18 | 47.75 | 45.75
2x36P | 44.45 | 49.02 | 47.02
Unit: mm

PART Dimensions
NO. A B C

2x5P | 5.08 | 9.65 | 7.65
2x6P | 6.35 | 10.92 | 8.92
2x7P | 7.62 | 12.19 | 10.19
2x8P | 8.89 | 13.46 | 11.46
2x9P | 10.16 | 14.73 | 12.73
2x10P | 11.43 | 16.00 | 14.00
2x11P | 12.70 | 17.27 | 15.27
2x12P | 13.97 | 18.54 | 16.54
2x13P | 15.24 | 19.81 | 17.81
2x14P | 16.51 | 21.08 | 19.08
2x15P | 17.78 | 22.35 | 20.35
2x16P | 19.05 | 23.62 | 21.62
2x17P | 20.32 | 24.89 | 22.89
2x18P | 21.59 | 26.16 | 24.16
2x19P | 22.86 | 27.43 | 25.43
2x20P | 24.13 | 28.70 | 26.70
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A1275 SER' ES 1.27mm pitch wire to board connector

(A1275WR—2XX Fy—l.Z?mm pitch 90° Wafer

Ordering Information:

Reference Informations: AL1275WR-2XXP - *** - *xx
*Material:Pin:Phosphor Bronze/Gold over Nickel 1 2 3
Insulator:Nylon 9T+15%GF,UL94V-0 Lpart No.
*Suitable CJT A1275H,HA-2xXP series Housing (Blank):Nylon 9T,UL94V-0
*Color:Black GWT :Nylon 9T,UL94V-0 GWT 750°C
A+0.20 3.Finish:

(Blank):Gold-flash

G15:15pin (0.38um) MIN.Select Gold(Mating Area)
100pin (2.54pm) MIN.Select Tin

G30:30pin (0.76um) MIN.Select Gold(Mating Area)
100pin (2.54um) MIN.Select Tin

G50:50pin (1.27um) MIN.Select Gold(Mating Area)
100pin (2.54pm) MIN.Select Tin

T:Tin over Nickel

1.27+0.10 PIN 0.40 SQ

Ll

| ceceeesces ]

11 L1
|| S

2.54

Ordering Information & Dimensions:

||

PART Dimensions PART Dimensions
20.93 1.27 NO. A B c | NO. [ B C
P C.B LAYOUT 2x5P | 5.08 | 9.65 | 7.65 | 2x21P | 25.40 | 29.97 | 27.97
C+0.25 — 2x6P | 6.35 | 10.92 | 8.92 | 2x22P | 26.67 | 31.24 | 29.24
2x7P | 7.62 | 12.19 | 10.19 | 2x23P | 27.94 | 32.51 | 30.51
B+0.25 2x8P | 8.8 | 13.46 | 11.46 | 2x24P | 29.21 | 33.78 | 31.78
5.60 8.70+0.25 2x9P | 10.16 | 14.73 | 12.73 | 2x25P | 30.48 | 35.05 | 33.05
3.05 2x10P | 11.43 | 16.00 | 14.00 | 2x26P | 31.75 | 36.32 | 34.32
2x11P | 12.70 | 17.27 | 15.27 | 2x27P | 33.02 | 37.59 | 35.59
2\ i 2x12P | 13.97 | 18.54 | 16.54 | 2x28P | 34.29 | 38.86 | 36.86
A 2x13P | 15.24 | 19.81 | 17.81 | 2x29P | 35.56 | 40.13 | 38.13
N 2x14P | 16,51 | 21.08 | 19.08 | 2x30P | 36.83 | 41.40 | 39.40
2x15P | 17.78 | 22.35 | 20.35 | 2x31P | 38.10 | 42.67 | 40.67
2x16P | 19.05 | 23.62 | 21.62 | 2x32P | 39.37 | 43.94 | 41.94
2x17P | 20.32 | 24.89 | 22.89 | 2x33P | 40.64 | 45.21 | 43.21
2x18P | 21.59 | 26.16 | 24.16 | 2x34P | 41.91 | 46.48 | 44.48
I} 2x19P | 22.86 | 27.43 | 25.43 | 2x35P | 43.18 | 47.75 | 45.75
ol L 2x20P | 24.13 | 28.70 | 26.70 | 2x36P | 44.45 | 49.02 | 47.02
2.54+0.20 Unit: mm

2.54+0.20

7.60

4.00

10.40+0.25

13.40+0.25
4.05
2.54+0.25
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= Al276 SERIES 1.27mm pitch wire to board connector

N

Specifications

Current rating:1A AC,DC

Voltage rating:30V AC,DC

Temperature range:-40°C~+105°C

Contact resistance:20mQ Max.

Insulation resistance:1000MQ Min.
Withstanding voltage:500V AC/minute
*Compliant with RoHS and REACH*

*Meet the HF/Halogen Free,need to customize*
*Contact CJT for details*
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1.27mm pitch wire to board connector

[A1276WV-X P]—l.Z?mm Pitch 180° Single Row Pin Header

Reference Informations: 1.27  0.70
*Material:Pin:Brass/Gold over Nickel
Insulator:Nylon 6T,UL94V-0
*Mates with CJT A1276 series Single Row Female Header -q}-q}%q}
Optional Gold plating available but MOQ requested P.C.B LAYOUT Ordering Information & Dimensions:
"Color:Black i i Dimensions Dimensions
Ordering Information: [
A1276vg/v-xp s PART NO.—— ——PART NO.— S
Lpart '1“0_ 2 3 4 1P 1.27 26P 3175 | 33.02
2.Size(H): 2P 1.27 2.54 27P 33.02 34.29
(Blank):1.00mm(W:2.00mm,P:Pin 0.40SQ) 3P 2.54 3.81 28P 34.29 35.56
= H15:1.50mm(W:2.40mm,P:Pin 0.40SQ) 4P 3.81 5.08 29P 35.56 36.83
# 98 %88 5 Bomuoomoon iy N T B T
H25:2.50mm(W:2.50mm,P:Pin 0.40SQ) : : : :
3 Material: 7P 7.62 8.89 32P 39.37 40.64
1.27+0.10 (Blank):Nylon 6T,UL94V-0 8P 8.89 10.16 33P 40.64 41,91
GWT:Nylon 6T,UL94V-0,GWT 750 C 9P 10.16 11.43 34P 41.91 43.18
A$0.20 4.Finish: 10P 11.43 | 12.70 35P 4318 | 4445
(?_ﬁillaTlr?lISIEgl?OT?SSSm) MIN.Select Gold(Mating Area) 11P 12.70 13.97 36P 44.45 45.72
100yin (2.54pm) MIN.Select Tin 12P 13.97 15.24 37P 45.72 46.99
G30:30yin (0.76um) MIN.Select Gold(Mating Area) 13P 15.24 16.51 38P 46.99 48.26
_ 100uin (2.54um) MIN.Select Tin 14P 1651 | 17.78 39P 48.26 | 4953
B40.30 T:Tin over Nickel 15p | 17.78 | 19.05 | 40P | 49.53 | 50.80
16P 19.05 20.32 41P 50.80 52.07
s i 17P 20.32 21.59 42P 52.07 53.34
S A 18P 21.59 22.86 43P 53.34 54.61
& 19P 22.86 24.13 44P 54.61 55.88
T & 20P 24.13 25.40 45P 55.88 57.15
||| ||| | a | | | | = 21P 25.40 26.67 46P 57.15 58.42
Y 22P 26.67 27.94 47P 58.42 59.69
U U 3 23P 27.94 29.21 48P 59.69 60.96
e N 24P 29.21 30.48 49P 60.96 62.23
o 25P 30.48 3175 50P 62.23 63.50
Unit: mm

[ A1276WR-XP]—1.z7mm

Reference Informations: 27 £0.70
*Material:Pin:Brass/Gold over Nickel
Insulator:Nylon 6T,UL94V-0
*Mates with CJT A1276 series Single Row Female Header '$"$‘ '$'
*ggﬂg(?;la(;?ld plating available but MOQ requested P.CBLAYOUT Ordering Information & Dimensions:
gid;rér\\/?/':lg?gn?ﬂ?m” o PART NO. ElmensmnsB PART NO. ElmensmnsB
A20.20 1 2371
1P 1.27 26P 31.75 33.02
1.Part No.
1.2740.10 2.Size(H): 2P 1.27 2.54 27P 33.02 34.29
(Blank):1.00mm(W:2.00mm,P:Pin 0.40SQ) 3P 2.54 3.81 28P 34.29 35.56
ﬁ:l.SOmm(W:ZAOmm,P:P!n 0.40SQ) 4P 3.81 5.08 29P 35.56 36.83
N N H17:1.70mm(W-:2.40mm,P:Pin 0.465Q) 5P 5.08 6.35 30P 36.83 38.10
H20:2.00mm(W:2.50mm,P:Pin 0.40SQ) 6P 6.35 762 31P 38.10 39.37
- H25:2.50mm(W:2.50mm,P:Pin 0.40SQ) - . . -
3 Material: 7P 7.62 8.89 32P 39.37 [ 40.64
(Blank):Nylon 6T,UL94V-0 8P 8.89 10.16 33P 40.64 41.91
GWT:Nylon 6T,UL94V-0,GWT 750 C 9P 10.16 11.43 34P 41.91 43.18
4.Finish:
10P 11.43 12.70 35P 43.18 44.45
(blank):Gold-flash
G15:15pin (0.38um) MIN.Select Gold(Mating Area) |—11P 12.70 | 13.97 36P 4445 | 4572
B0.30 100pin (2.54pum) MIN.Select Tin 12P 13.97 15.24 37P 4572 46.99
— G30:30uin (0.76um) MIN.Select Gold(Mating Area) 13P 15.24 16.51 38P 46.99 48.26
_ 100uin (2.54um) MIN.Select Tin 14P 1651 | 17.78 39P 48.26 | 4953
L:Tin over Nickel — 15P | 17.78 | 1905 | 40P | 4953 | 50.80
. Q 16P 19.05 20.32 41P 50.80 52.07
o 8 2 17P 20.32 21.59 42P 52.07 53.34
% % 8 18P 2159 | 22.86 43P 5334 | 54.61
T = N 10P | 22.86 | 2413 | 44P | 5461 | 55.88
||| ||| ||| ||| | o | | | 20P 24.13 25.40 45P 55.88 57.15
21P 25.40 26.67 46P 57.15 58.42
22P 26.67 27.94 47P 58.42 59.69
| 23P 27.94 29.21 48P 59.69 60.96
T 24P 2021 | 30.48 49P 60.96 | 62.23
| E(2.60+0.20) 25P 30.48 31.75 50P 62.23 63.50
' Unit: mm
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A1276 SER' ES 1.27mm pitch wire to board connector

[A1276WR-XP_R)—1.27mm Pitch 90° Single Row Pin Header

Reference Informations:
*Material:Pin:Brass/Gold over Nickel

Insulator:Nylon 6T,UL94V-0 1.27  20.70
*Mates with CJT A1276 series Single Row Female Header
Optional Gold plating available but MOQ requested : . : ;
Ordering Information & Dimensions:
*Color:Black -q}-q} -q}-q} 9
P.C.B LAYOUT i i i i
PART NO. Dimensions PART NO. Dimensions
A B A B
Ordering Information: 1P 1.27 26P 31.75 33.02
Wﬂ-;-%- 4_ 2P 1.27 2.54 27P 33.02 34.29
1.Part No. 3P 2.54 3.81 28P 34.29 35.56
2.Size(H): 4P 3.81 5.08 29P 35.56 36.83
(Blank):2.50mm 5P 5.08 6.35 30P 36.83 38.10
0 H17:1.70mm 6P 6.35 7.62 31P 38.10 | 39.37
qf  3.Material 7P 7.62 8.89 32P 39.37 | 40.64
2 (Blank):Nylon 6T,UL94V-0 - - - -
3|  GWT:Nylon 6T,UL94V-0,GWT 750 C G> ail) || W0e |l Skl || ded || Alell
o 4.Finish: 9P 10.16 11.43 34P 41.91 43.18
1.27+0.10 (blank):Gold-flash 10P 11.43 12.70 35P 43.18 44.45
A£0.20 G15:15uin (0.38um) MIN.Select Gold(Mating Area) 11P 12.70 13.97 36P 44.45 45.72
+0. | 100uin (2.54pm) MIN.Select Tin . : . .
G30:30pin (0.76pm) MIN.Select Gold(Mating Area) |— 2P L8Ry || dla28 Eil AT || AlEER
100yin (2.54um) MIN.Select Tin 13P 15.24 16.51 38P 46.99 48.26
T:Tin over Nickel 14P 16.51 17.78 39P 48.26 49.53
B+0.30 C(2:80:0.20) 15P 17.78 | 19.05 40P 4953 | 50.80
| — 16P 19.05 20.32 41P 50.80 52.07
17P 20.32 21.59 42P 52.07 53.34
H H H H H H H T TN g 18P 21.59 22.86 43P 53.34 54.61
‘ j =) 19P 22.86 24.13 44P 54.61 55.88
Q s & 20P 24.13 25.40 45P 55.88 57.15
2 g EJL 21P 25.40 26.67 46P 57.15 58.42
T ﬁ L 22P 26.67 27.94 47P 58.42 59.69
o 23P 27.94 29.21 48P 59.69 60.96
o | 24P 29.21 30.48 49P 60.96 62.23
25P 30.48 3175 50P 62.23 63.50
Pin 0.46 SQ Unit- mm
['6\12 7 6WVA_X %1.27mm Pitch 180° Single Row Pin Header
Reference Informations: 1.27  20.70

*Material:Pin:Brass/Gold over Nickel
Insulator:Nylon 6T,UL94V-0 Q}Q} {BQ}

*Mates with CJT A1276 series Single Row Female Header

Optional Gold plating available but MOQ requested E.CBLAYOUT Ordering Information & Dimensions:
*Color:Black ) ) i

gigi%ﬁ\br:?;gf‘g'_ﬁ_ﬁ ] Dimensions e, Dimensions

1 2 3 4 A B A B
N7 LPartNo. 1P -—-- 1.27 26P 31.75 33.02
P R Z-E'Qi(l(Hz):l.OOmm 2P 1.27 2.54 27P 3302 | 34.29
_g,ﬁl;l,so,nm 3P 2.54 3.81 28P 34.29 35.56
- %;(7)82$ 4P 3.81 5.08 29P 35.56 36.83
1.27+0.10 N H55.2:50mm 5P 5.08 6.35 30P 36.83 | 38.10
& 3.Material: 6P 6.35 7.62 31P 38.10 39.37
A+0.20 o L(Eﬁ_gkhl‘:lelog TGLthLf\;t\éOG W 750 C 7P 7.62 8.89 32P 39.37 | 4064
i - 8P 8.89 10.16 33P 4064 | 41.91
(blank):Gold-flash 9P 10.16 11.43 34P 41.91 43.18
G15:15pin (0.38um) MIN.Select Gold(Mating Area) 10P 11.43 12.70 35P 43.18 44.45
oo USSR T ey [ 117 | 1270 [ 1507 [ sep | aase | asro
100pin (2.54pm) MIN.Select Tin 12P 13.97 15.24 37P 4572 46.99
T:Tin over Nickel - 13P 15.24 16.51 38P 46.99 48.26
ﬂ ﬁ ﬁ ﬁ ﬁ ﬁ ﬁ ﬁ 14P 16.51 17.78 39P 48.26 49.53
15P 17.78 19.05 40P 4953 50.80
T 5 16P 19.05 20.32 41P 50.80 52.07
ol & S 17P 20.32 | 21.59 42P 52.07 | 53.34
| | | | | | | | | | | | | | g < | | é 18P 21.59 22.86 43P 53.34 54.61
g 8 o 19P 2286 | 24.13 44P 54.61 | 55.88
T g/ o 20P 24.13 25.40 45P 55.88 57.15
21P 25.40 26.67 46P 57.15 58.42
22P 26.67 27.94 47P 58.42 59.69
23P 27.94 29.21 48P 59.69 60.96
24P 29.21 30.48 49P 60.96 62.23
- 25P 30.48 31.75 50P 62.23 63.50

Pin 0.40 SQ Unit mm
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1.27mm pitch wire to board connector

[A1276WRA-X P)—l.Z?mm Pitch 90° Single Row Pin Header

Reference Informations:
*Material:Pin:Brass/Gold over Nickel
Insulator:Nylon 6T,UL94V-0
*Mates with CJT A1276 series Single Row Female Header

1.27

Optional Gold plating available but MOQ requested P.C.B LAYOUT Ordering Information & Dimensions:
*Color:Black Ordering Informati i
rdering Information: Dimensions Dimensions
AL276WRA-XP - *** _ %kt . +xx PART NO. AI I B PART NO. AI I B
A+0.20 1 2 3 4
LPart No. 1P 1.27 26P 31.75 | 33.02
1.27+0.10 Zgilze(kH)il COmm(W:2.10mm P<Pin 040 5 2P 1.27 2.54 27P 33.02 34.29
ank):1.00mm(W:2.10mm,P:Pin 0.
H15:1.50mm(W:2.40mm,P:Pin 0.40 SQ) 3P 2.54 3.81 28P 34.29 35.56
H17:1.70mm(W:2.50mm,P:Pin 0.46 SQ ) 4P 3.81 5.08 29P 35.56 36.83
£ .@, .@, .@, .@, .E, £ = w:Z.OOmm(W:ZBOmm,P:P!n 0.40SQ) 5P 5.08 6.35 30P 36.83 38.10
H25:2.50mm(W:2.50mm,P:Pin 0.40 SQ )
3 Matorial: 6P 6.35 7.62 31P 3810 | 39.37
(Blank):Nylon 6T,UL94V-0 7P 7.62 8.89 32P 39.37 40.64
GWT:Nylon 6T,UL94V-0,GWT 750 'C 8P 8.89 10.16 33P 40.64 41.91
4 Finish:
(blank):Gold-flash 9P 1016 | 1143 | 34P | 4191 | 4318
G15:15pin (0.38um) MIN.Select Gold(Mating Area) 10P 11.43 12.70 35P 43.18 44.45
100pin (2.54m) MIN. Select Tin 11P | 1270 | 1397 | 36P | 4445 | 45.72
B+0.30 G30:30pin (0.76pm) MIN.Select Gold(Mating Area)
100yin (2.54um) MIN.Select Tin 12P 13.97 15.24 37P 4572 | 46.99
T:Tin over Nickel —_— 13P 15.24 16.51 38P 46.99 48.26
8_ 14P 16.51 17.78 39P 48.26 49.53
Q 2 15P 17.78 19.05 40P 49.53 50.80
gr:; 8. 16P 19.05 20.32 41P 50.80 52.07
T g Nt 17P | 2032 | 2150 | 42p | 5207 | 5334
| ||| ||| ||| ||| ||| ||| | ‘3 18P 21.59 22.86 43P 53.34 54.61
':! ﬁ 19P 22.86 24.13 44P 54.61 55.88
% E 20P 24.13 25.40 45P 55.88 57.15
I.“.“.“.“.“.“.I 21P 25.40 26.67 46P 57.15 58.42
22P 26.67 27.94 47P 58.42 59.69
23P 27.94 29.21 48P 59.69 60.96
— ] 24P 29.21 30.48 49P 60.96 62.23
| E(2.60+0.20) 25P 30.48 31.75 50P 62.23 6‘3.50
I Unit: mm
[A1276WRC_X PFLNmm Pitch 90° Single Row Pin Header
Reference Informations: 1.27  20.70
*Material:Pin:Brass/Gold over Nickel
Insulator:Nylon 6T,UL94V-0 {b {b {b {b
*Mates with CJT A1276 series Single Row Female Header
Optional Gold plating available but MOQ requested B.C.B LAYOUT Ordering Information & Dimensions:
"Color:Black Qrdering Information: Dimensions : Dimensions
AL276WRC-XP - ¥k _ oo _ e P
0 > 3 2 PART NO. ry B ART NO. ry B
é';az’;(“:g 1P 1.27 26P 31.75 | 33.02
(Blank):1.00mm(W:2.10mm,P:Pin 0.40 SQ) 2P 1.27 2.54 27p 33.02 34.29
H15:1.50mm(W:2.40mm,P:Pin 0.40 SQ ) 3P 2.54 3.81 28P 34.29 35.56
H17:1.70mm(W:2.50mm,P:Pin 0.46 SQ)
'H20:2.00mm(W:2.50mm,P:Pin 0.40 SQ ) 4P S.61 5.08 29P 35.56 36.83
J‘U‘U‘U‘U‘U‘U"‘—' H25:2.50mm(W:2.50mm,P:Pin 0.40 SQ ) 5P 5.08 6.35 30P 36.83 38.10
3.Material: 6P 6.35 7.62 31P 38.10 39.37
B of o 6 @ 8 @) (Blank):Nylon 6T,UL94V-0 7P 762 3.89 32P 30.37 40.64
GWT:Nylon 6T,UL94V-0,GWT 750 C : : : :
™~ 4.Finish: 8P 8.89 10.16 33P 40.64 41.91
1.27+0.10 MZG()"(j'ﬂaSh ) | ( ) 9P 10.16 11.43 34P 41.91 43.18
G15:15pin (0.38um) MIN.Select Gold(Mating Area;
A+0.20 100pin (2.54um) MIN.Select Tin 10P 11.43 12.70 35P 43.18 44.45
G30:30pin (0.76um) MIN.Select Gold(Mating Area) 11P 12.70 13.97 36P 44.45 45.72
] 100pin (2.54pm) MIN.Select Tin 12P 13.97 15.24 37P 45.72 46.99
NN A AAAQ Q[ p TTmoverhd — 13P | 1524 | 1651 | 38P | 4699 | 48.26
/_ 8 14P 16.51 17.78 39P 48.26 49.53
= 15P 17.78 19.05 40P 49.53 50.80
8 16P 19.05 20.32 41P 50.80 52.07
% 17P 20.32 21.59 42P 52.07 53.34
18P 21.59 22.86 43P 53.34 54.61
T L J H 19P 22.86 24.13 44P 54.61 55.88
Bb 20P 24.13 25.40 45P 55.88 57.15
A LA LA KA KA KA L s 21P 2540 | 26.67 46P 57.15 | 58.42
22P 26.67 27.94 47P 58.42 59.69
L S D 23P 27.94 29.21 48P 59.69 60.96
NMA A A A A A 24P 29.21 30.48 49P 60.96 62.23
540,30 E(1.80+0.20) 25P 3048 [ 3175 50P 62.23 | 63.50
— - Unit: mm
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: A1276 SER'ES 1.27mm pitch wire to board connector

[A1276WV-S-XP-A)—1.27mm Pitch 180° Single Row Pin Header - SMT A TYPE

Reference Informations:
*Material:Pin:Brass/Gold over Nickel
Insulator:Nylon 6T,UL94V-0
*Mates with CJT A1276 series Single Row Female Header
Optional Gold plating available but MOQ requested

Ordering Information & Dimensions:

*Color:Black
1.27+0.10 0.74 Dimensions Dimensions
— i PART NO., PART NO.,
| | | Ordering Information: o A B o A B
v 7 7 7  ALTEWV-S-XP-A - ot - oex - ok - ok 2P 1.27 2.54 27P 33.02 34.29
g g é % Q ! 28 405 3P 2.54 3.81 28P 34.29 35.56
/ / / % g 1.Part No. : : : :
A, 4,4 a, S 2siew 4P 3.81 5.08 29P | 3556 | 36.83
R g g g é § %gﬁ?ﬂmm 5P 5.08 6.35 30P 36.83 | 38.10
] % % % % | H202.00mm 6P 6.35 7.62 31P 38.10 39.37
§ P.C.B LAYOUT H25:2.50mm 7P 7.62 8.89 32P 39.37 40.64
3-58';(;’?-% 04050 ) 8.89 10.16 33P 4064 | 4191
Circuit 1 _prl;pm' 0.46 SQ 9P 10.16 11.43 34p 41.91 43.18
4.Material: 10P 11.43 12.70 35P 43.18 44.45
(Blank):Nylon 6T,UL94V-0
GWT Nylon 6T UL94V-0,GWT 750°C 11P 12.70 13.97 36P 44.45 45.72
5 Finish: 12P 13.97 15.24 37P 45.72 46.99
(blank):Gold-flash 13P 15.24 16.51 38P 46.99 48.26
G15:15pin (0.38um) MIN.Select Gold(Mating Area)
100yin (2.54um) MIN Select Tin 14P 16.51 17.78 39P 48.26 49.53
] 1.27+0.10 G30:30pin (0.76pum) MIN.Select Gold(Mating Area) 15P 17.78 19.05 40P 49.53 50.80
~ 100in (2.54pm) MIN.Select Tin 16P 19.05 20.32 41P 50.80 52.07
A$0.20 . LTin over Nickel 17P | 2032 | 2159 | 42p | 5207 | 53.34
e 18P 21.59 22.86 43P 53.34 54.61
- B+0.30 2.00+0.20 S 19 | 2286 | 2413 | 44p | 5461 | 5588
g 20P 24.13 25.40 45P 55.88 57.15
i 21P 25.40 26.67 46P 57.15 58.42
ﬂ o 22P 26.67 27.94 47P 58.42 59.69
I s 23P 27.94 29.21 48P 59.69 60.96
g = 24P 29.21 30.48 49P 60.96 62.23
§ E(4.20+0.25) 25P 30.48 31.75 50P 62.23 63.50
= 26P 31.75 33.02
5} Unit: mm
(A1276WV_S_XP_BF1.27mm Pitch 180° Single Row Pin Header - SMT B TYPE
Reference Informations:
*Material:Pin:Brass/Gold over Nickel
Insulator:Nylon 6T,UL94V-0
*Mates with CJT A1276 series Single Row Female Header
Optional Gold plating available but MOQ requested Ordering Information & Dimensions:
*Color:Black )
o . 1.2720.10 0.74 Ordering Information: PART NO. Dimensions PART NO. Dimensions
S AL2TEWV-S-XP-B -+ - ¥4k .+t _ i A B A B
T 7 7 7 1 2 3 4 5 2P 1.27 2.54 27P 33.02 34.29
§ é Q 22?;;(':‘; 3P 2.54 3.81 28P 3429 | 3556
é é é =] y 1 4P 3.81 5.08 29P 35.56 36.83
% % 7 7 Tl (Blank):1.00mm
S H15:1.50mm 5P 5.08 6.35 30P 36.83 38.10
[Te) H20:2.00mm
A1 U 9 Y | B 6P 6.35 7.62 31P | 3810 | 3937
P C.B LAYOUT 3.5126(P): 7P 7.62 8.89 32P 39.37 | 4064
—_— (Blank):Pin 0.40 SQ 8P 8.89 10.16 33P 40.64 41.91
o (L25:PIn 046 5Q 9P 1016 | 1143 | 34P | 4191 | 4318
Circuit 1 (Blank):Nylon 6T,UL94V-0 10P 11.43 12.70 35P 43.18 44.45
GWT:Nylon 6T,UL94V-0,GWT 750 C 11P 12.70 13.97 36P 44.45 45,72
5.Finish:

(blank):Gold-flash 12P 13.97 15.24 37P 45.72 46.99
G15:15pin (0.38um) MIN.Select Gold(Mating Area) 13P 15.24 16.51 38P 46.99 48.26

+ 100uin (2.54pm) MIN.Select Tin 14P 16.51 17.78 39P 48.26 49.53

] - G30:30pin (0.76pm) MIN.Select Gold(Mating Area)
100pin (2.54um) MIN.Select Tin 15P 17.78 19.05 40P 49.53 50.80
T:Tin over Nickel 16P 19.05 20.32 41P 50.80 52.07

17P 20.32 21.59 42P 52.07 53.34
18P 21.59 22.86 43P 53.34 54.61

| 82030 2.00+0.20 § 19P 22.86 24.13 44P 54.61 55.88
& 20P 24.13 25.40 45P 55.88 57.15
n a 21P 25.40 26.67 46P 57.15 58.42
=Y 22P 26.67 27.94 47P 58.42 59.69
e s J:C-I __! 23P 27.94 29.21 48P 59.69 60.96
3 ! 24P 29.21 30.48 49P 60.96 62.23
§ E(4.20£0.25) 25P 30.48 31.75 50P 62.23 63.50
o 26P 31.75 33.02
© Unit; mm
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Al1276 SERIES

1.27mm pitch wire to board connector

[A1276WR-S_X P)—lﬂmm Pitch 90° Single Row Pin Header - SMT TYPE

Reference Informations:
*Material:Pin:Brass/Gold over Nickel
Insulator:Nylon 6T,UL94V-0

*Mates with CJT A1276 series Single Row Female Header
Optional Gold plating available but MOQ requested

*Color:Black A
1.27

S

0.74

-

YV VE
TE
THIE

P.C.B LAYOUT
A+0.20 I
=
1.27+0.10 &
™ o
«
ooooooooao
Circuit 1
) B+0.25
o
N
[
=+l
o
wn
‘ “

Pin 0.40 SQ

Ordering Information:
AL1276WR-S-XP - #** - %k
1 2 3
1.Part No.
2.Material:
Blank):Nylon 6T,UL94V-0
GWT:Nylon 6T,UL94V-0,GWT 750 C
3.Finish:
blank):Gold-flash
G15:15pin (0.38um) MIN.Select Gold(Mating Area)
100pin (2.54pm) MIN.Select Tin
G30:30pin (0.76pm) MIN.Select Gold(Mating Area)
100yin (2.54pm) MIN.Select Tin
T:Tin over Nickel

D(3.20£0.20)

C(4.00+0.20)

Ordering Information & Dimensions:

(A1276WR-S-F-XP-HZSFl.Z?mm Pitch 90° Single Row Pin Header - SMT TYPE

Reference Informations:
*Material:Pin:Brass/Gold over Nickel
Insulator:Nylon 6T,UL94V-0

*Mates with CJT A1276 series Single Row Female Header
Optional Gold plating available but MOQ requested

*Color:Black

A+0.20

1.27+0.10

Circuit 1

$0.80

D

2.50+0.20

1T
I 111

Pin 0.46 SQ

0.63

~$;;j§

%?EEE%

1.27
A

P.C.B LAYOUT

© ]1.80| _2.65

Ordering Information:
A1276WR-S-F-XP-H25 - *** - *xk
1 2 3
1.Part No.
2.Material:
(Blank):Nylon 6T,UL94V-0
GWT:Nylon 6T,UL94V-0,GWT 750 ‘C
3.Finish:
(blank):Gold-flash
G15:15pin (0.38um) MIN.Select Gold(Mating Area)
100pin (2.54pm) MIN.Select Tin
G30:30pin (0.76pm) MIN.Select Gold(Mating Area)
100pin (2.54pm) MIN.Select Tin
T:Tin over Nickel

2.50+0.20

)
N
o
Tl
o
<

—~ N

]l d a

o

+l

o

o

N

3 ]

Dimensions Dimensions
PART NO. A B PART NO. ry B
2P 1.27 2.54 27P 33.02 34.29
3P 2.54 3.81 28P 34.29 35.56
4P 3.81 5.08 29P 35.56 36.83
5P 5.08 6.35 30P 36.83 38.10
6P 6.35 7.62 31P 38.10 39.37
7P 7.62 8.89 32P 39.37 40.64
8P 8.89 10.16 33P 40.64 41.91
9P 10.16 11.43 34P 41.91 43.18
10P 11.43 12.70 35P 43.18 44.45
11P 12.70 13.97 36P 44.45 45.72
12P 13.97 15.24 37P 45.72 46.99
13P 15.24 16.51 38P 46.99 48.26
14P 16.51 17.78 39P 48.26 49.53
15P 17.78 19.05 40P 49.53 50.80
16P 19.05 20.32 41P 50.80 52.07
17P 20.32 21.59 42P 52.07 53.34
18P 21.59 22.86 43P 53.34 54.61
19P 22.86 24.13 44P 54.61 55.88
20P 24.13 25.40 45P 55.88 57.15
21P 25.40 26.67 46P 57.15 58.42
22P 26.67 27.94 47P 58.42 59.69
23P 27.94 29.21 48P 59.69 60.96
24P 29.21 30.48 49P 60.96 62.23
25P 30.48 LS 50P 62.23 63.50
26P 31.75 33.02
Unit: mm
Ordering Information & Dimensions:
Dimensions Dimensions
PART NO. ry B PART NO. ry B
2P 1.27 2.54 27P 33.02 34.29
3P 2.54 3.81 28P 34.29 35.56
4P 3.81 5.08 29P 35.56 36.83
5P 5.08 6.35 30P 36.83 38.10
6P 6.35 7.62 31P 38.10 39.37
7P 7.62 8.89 32P 39.37 40.64
8P 8.89 10.16 33P 40.64 41.91
9P 10.16 11.43 34P 41.91 43.18
10P 11.43 12.70 35P 43.18 44.45
11P 12.70 13.97 36P 44.45 45.72
12P 13.97 15.24 37P 45.72 46.99
13P 15.24 16.51 38P 46.99 48.26
14P 16.51 17.78 39P 48.26 49.53
15P 17.78 19.05 40P 49.53 50.80
16P 19.05 20.32 41P 50.80 52.07
17P 20.32 21.59 42P 52.07 53.34
18P 21.59 22.86 43P 53.34 54.61
19P 22.86 24,13 44P 54.61 55.88
20P 24.13 25.40 45P 55.88 57.15
21P 25.40 26.67 46P 57.15 58.42
22P 26.67 27.94 47P 58.42 59.69
23P 27.94 29.21 48P 59.69 60.96
24P 29.21 30.48 49P 60.96 62.23
25P 30.48 31.75 50P 62.23 63.50
26P 31.75 33.02
Unit: mm
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A1276 SER' ES 1.27mm pitch wire to board connector

[A1276WVA-S-XP-A)—1.27mm Pitch 180° Single Row Pin Header - SMT A TYPE

Reference Informations:
*Material:Pin:Brass/Gold over Nickel
Insulator:Nylon 6T,UL94V-0
*Mates with CJT A1276 series Single Row Female Header
Optional Gold plating available but MOQ requested

Ordering Information & Dimensions:

*Color:Black 074
: Dimensions Dimensions
Ordering Information: PART NO.—— 5 |PART NOJ—> 5
AL276WVA-S-XP-A - *k . ok _ ik
1 >3 7 2P 1.27 2.54 27P 33.02 | 34.29
1.Part No. 3P 2.54 3.81 28P 34.29 35.56
Z-Eilze(kH)il COMMW:2.10 PPiNn 040 50) 4P 3.81 5.08 29P 35.56 36.83
ank):1.00mm :2.10mm,P:Pin 0.
H15:1.50mm(W:2.40mm,P:Pin 0.40 SQ) 37 B0 B2l B0 3z 3210
0 H17:1.70mm(W:2.50mm,P:Pin 0.46 SQ ) 6P 6.35 7.62 31P 38.10 [ 39.37
H20:2.00mm(W:2.50mm,P:Pin 0.40 SQ ) 7P 7.62 8.89 32P 39.37 40.64
M H25:2.50mm(W:2.50mm,P:Pin 0.40 SQ ) 8P 8.89 10.16 33P 40.64 41.91
- 3.Material:
Circuit 1- Blank):Nylon 6T,UL94V-0 9P 10.16 11.43 34P 41.91 43.18
A GWT:Nylon 6T,UL94V-0,GWT 750°C 10P 11.43 12.70 35P 43.18 44.45
4 Finish: 11P 12.70 13.97 36P 44.45 45,72
LA AR ARSI ﬁ_lé"lasntsﬁ_o"(tf';;h Vi, Select Golcviating Ares) |28 | 1397 | 1624 | a7p | 4572 | 4699
G15:15pin (0.38um .Select Gold(Mating Area
I~ ‘g‘ — ‘g‘ — ‘g‘ 100pin (2.54m) MIN. Select Tin 13P 15.24 16.51 38P 46.99 48.26
G30:30pin (0.76pm) MIN.Select Gold(Mating Area) 14pP 16.51 17.78 39P 48.26 49.53
] 1.27+0.10 100pin (2.54pm) MIN.Select Tin 15P 17.78 19.05 40P 49.53 50.80
A0.20 T:Tin over Nickel 16P 1905 | 2032 41P 50.80 | 52.07
17P 20.32 21.59 42P 52.07 53.34
P ﬂ 3 18P 21.59 22.86 43P 53.34 54.61
19P 22.86 24.13 44P 54.61 55.88
II s 20P 24.13 25.40 45p 55.88 57.15
& i 21P 25.40 26.67 46P 57.15 58.42
E § 22P 26.67 27.94 A47P 58.42 59.69
I = 23P 27.94 29.21 48P 59.69 60.96
T o 24P 29.21 30.48 49P 60.96 62.23
E(4.50+0.20) 25P 30.48 31.75 50P 62.23 63.50
B+0.30 26P 3175 | 33.02
Unit: mm

(AlZ?BWVA-S-XP-BFl.Z?mm Pitch 180° Single Row Pin Header - SMT B TYPE

Reference Informations:
*Material:Pin:Brass/Gold over Nickel

Insulator:Nylon 6T,UL94V-0
*Mates with CJT A1276 series Single Row Female Header
Optional Gold plating available but MOQ requested
*Color:Black

Ordering Information & Dimensions:

Ordering Information: PART NO. EImenSlOﬂSB PART NO. EImenSlOHSB
3 w 7 - 3_ T 2P 1.27 2.54 27P 33.02 | 34.29
I o L Part No. 3p 2.54 3.81 28P 3429 | 3556
2 Size(H): 4P 3.81 5.08 29P 3556 | 36.83
(Blank):1.00mm(W:2.10mm,P:Pin 0.40 SQ ) 5P 5.08 6.35 30P 36.83 38.10
127 0.74 HL5:1.50mm(W:2.40mm,P:Pin 0.40 SQ ) 6P 6.35 7.62 31P 3810 | 39.37
' ' H17:1.70mm(W:2.50mm,P:Pin 0.46 SQ ) 7P 7.62 8.89 32P 39.37 40.64
M H20:2.00mm(W:2.50mm,P:Pin 0.40 SQ ) ap 8.89 1016 33p 2064 2191
H25:2.50mm(W:2.50mm,P:Pin 0.40 SQ) 9P 1016 | 1143 | 34p 2191 | 4318
3";',"";;'?,'\"“0“ 6T.UL94V-0 10P | 1143 | 12.70 | 35 | 43.18 | 44.45
N _{ﬁl:,\,w(m 6T.UL94V-0.GWT 750°C 11P 12.70 | 13.97 36P 4445 | 4572
4 Finish: 12P 13.97 | 15.24 37P 4572 | 46.99
(blank):Gold-flash 13P 1524 | 1651 38P 46.99 | 48.26
G15:15pin (0.38um) MIN.Select Gold(Mating Area) 14P 16.51 17.78 39pP 48.26 49.53
30 ;80,“‘“0(27-24“m?v1'\|",\'l'\‘s~‘5f'et°tGT‘|’(‘j Mating A 15P 17.78 | 19.05 40P 2953 | 50.80

N n . m oelec o] atin rea,
=22 loguin( (2_55‘"31) MIN. Scloct Tin( N T 1905 | 20.32 41P 50.80 | 52.07
TTin over Nickel 17P 2032 | 21.59 42P 5207 | 53.34
P - —7 18P 2159 | 22.86 43P 5334 | 54.61
19P 22.86 | 2413 44pP 5461 | 55.88
E = 20P 2413 | 2540 45P 55.88 | 57.15
8 S 21P 2540 | 26.67 46P 57.15 | 58.42
5 g 22P 2667 | 27.94 47P 5842 | 59.69
_I[ a 23P 27.94 | 2921 48P 5069 | 60.96
o 24P 2021 | 30.48 49P 60.96 | 62.23
£(4.50+0.20) 25P 3048 | 3175 50P 62.23 | 6350
B+0.30 26P 31.75 | 33.02
Unit: mm
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Al1276 SERIES

1.27mm pitch wire to board connector

(A1276WV—2XX PFl.Z?mm Pitch 180° Dual Row Pin Header

Reference Informations: R 1.27+0.05
*Material:Pin:Brass/Gold over Nickel 1 A
Insulator:Nylon 6T,UL94V-0 PODDD
*Mates with CJT A1276 series Dual Row Female Header . R KoK
Optional Gold plating available but MOQ requested 20.70+0.05
*Color:Black —
P.C.B LAYOUT
Ordering Information:
L AL2TBWV-2XXP - #% -k _ xox
1 2 3 4
o B oE W 1.Part No.
= 2.Size(H):

BB R R R

1.27+0.10

(Blank):1.00mm(W:3.40mm)
H15:1.50mm(W:3.40mm)

B+0.25

) A £0.20

1.27+0.10

—

A A A A

a

O O O

a

Pin 0.40 SQ

'H20:2.00mm(W:3.00mm)
'H25:2.50mm(W:3.00mm)
3.Material:
(Blank):Nylon 6T,UL94V-0
GWT:Nylon 6T,UL94V-0,GWT 750 ‘C
4.Finish:
(blank):Gold-flash
G15:15pin (0.38um) MIN.Select Gold(Mating Area)
100pin (2.54pum) MIN.Select Tin
G30:30pin (0.76pm) MIN.Select Gold(Mating Area)
100pin (2.54pum) MIN.Select Tin
T:Tin over Nickel

5]

H  C(3.00)
D(2.30£0.20)

a

[A1276WR-2XX PFl.Z?mm Pitch 90° Dual Row Pin Header

Reference Informations:
*Material:Pin:Brass/Gold over Nickel

*Mates with CJT A1276 series Dual Row Female Header -
Optional Gold plating available but MOQ requested

Insulator:Nylon 6T,UL94V-0

*Color:Black

B+0.25

# 8 E B &

1.27+0.10

B B B B &

A +0.20

1.27+0.10

pon

1.27+0.05

PO DD
CODP

20.70+0.05

) . P.C.B LAYOUT
Ordering Information: -
AL276WR-2XXP - ¥ - ok _ wkx

~
N
—

i n

1 2 3 4
1.Part No.
2.Size(H):
(Blank):1.00mm(W:3.40mm)

H15:1.50mm(W:3.40mm )
H20:2.00mm(W:3.00mm )
H25:2.50mm(W:3.00mm
3.Material:
(Blank):Nylon 6T,UL94V-0
GWT:Nylon 6T,UL94V-0,GWT 750°C
4.Finish:
(blank):Gold-flash
G15:15pin (0.38um) MIN.Select Gold(Mating Area)
100yin (2.54pm) MIN.Select Tin
G30:30pin (0.76um) MIN.Select Gold(Mating Area)
100pin (2.54pum) MIN.Select Tin
T:Tin over Nickel

A

C(4.000.20)

D(1.20+0.20)

1.27+0.10

J

—)

E(1.800.20)

Ordering Information & Dimensions:

Dimensions Dimensions
PART NO. A B PART NO. ry B
2x2P 1.27 2.54 2x27P 33.02 34.29
2x3P 2.54 3.81 2x28P 34.29 35.56
2x4P 3.81 5.08 2x29P 35.56 36.83
2x5P 5.08 6.35 2x30P 36.83 38.10
2X6P 6.35 7.62 2x31P 38.10 39.37
2XTP 7.62 8.89 2x32P 39.37 40.64
2x8P 8.89 10.16 2x33P 40.64 41.91
2x9P 10.16 11.43 2x34P 41.91 43.18
2x10P 11.43 12.70 2x35P 43.18 44.45
2x11P 12.70 13.97 2x36P 44.45 45.72
2x12P 13.97 15.24 2x37P 45.72 46.99
2x13P 15.24 16.51 2x38P 46.99 48.26
2x14P 16.51 17.78 2x39P 48.26 49.53
2x15P 17.78 19.05 2x40P 49.53 50.80
2x16P 19.05 20.32 2x41P 50.80 52.07
2x17P 20.32 21.59 2x42P 52.07 53.34
2x18P 21.59 22.86 2x43P 53.34 54.61
2x19P 22.86 24.13 2x44P 54.61 55.88
2x20P 24.13 25.40 2x45P 55.88 57.15
2x21P 25.40 26.67 2x46P 57.15 58.42
2x22P 26.67 27.94 2x47P 58.42 59.69
2x23P 27.94 29.21 2x48P 59.69 60.96
2x24P 29.21 30.48 2x49P 60.96 62.23
2x25P 30.48 LS 2x50P 62.23 63.50
2x26P 31.75 33.02
Unit: mm
Ordering Information & Dimensions:
Dimensions Dimensions
PART NO. ry B PART NO. ry B
2x2P 1.27 2.54 2x27P 33.02 34.29
2x3P 2.54 3.81 2x28P 34.29 35.56
2x4P 3.81 5.08 2x29P 35.56 36.83
2x5P 5.08 6.35 2x30P 36.83 38.10
2x6P 6.35 7.62 2x31P 38.10 39.37
2X7P 7.62 8.89 2x32P 39.37 40.64
2x8P 8.89 10.16 2x33P 40.64 41.91
2x9P 10.16 11.43 2x34P 41.91 43.18
2x10P 11.43 12.70 2x35P 43.18 44.45
2x11P 12.70 13.97 2x36P 44.45 45.72
2x12P 13.97 15.24 2x37P 45.72 46.99
2x13P 15.24 16.51 2x38P 46.99 48.26
2x14P 16.51 17.78 2x39P 48.26 49.53
2x15P 17.78 19.05 2x40P 49.53 50.80
2x16P 19.05 20.32 2x41P 50.80 52.07
2x17P 20.32 21.59 2x42P 52.07 53.34
2x18P 21.59 22.86 2x43P 53.34 54.61
2x19P 22.86 24,13 2x44P 54.61 55.88
2x20P 24.13 25.40 2x45P 55.88 57.15
2x21P 25.40 26.67 2x46P 57.15 58.42
2x22P 26.67 27.94 2xX47P 58.42 59.69
2x23P 27.94 29.21 2x48P 59.69 60.96
2x24P 29.21 30.48 2x49P 60.96 62.23
2x25P 30.48 31.75 2x50P 62.23 63.50
2x26P 31.75 33.02
Unit: mm
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A1276 SER' ES 1.27mm pitch wire to board connector

[A1276WVA-2XX %1.27mm Pitch 180° Dual Row Pin Header

1.27+0.10

b O DD D

Reference Informations:
*Material:Pin:Brass/Gold over Nickel

D

Insulator:Nylon 6T,UL94V-0
*Mates with CJT A1276 series Dual Row Female Header 1 @ $ $ @
*8ET§?|§|I£|?M plating available but MOQ requested E 20.70+0.10 Ordering Information & Dimensions:
P.C.B LAYOUT PART NO. Dimensions PART NO. Dimensions
A B A B
O —eee wee 2x2P 1.27 254 | 2xe7P | 33.02 | 34.29
= T 37T 2x3P 2.54 3.81 2x28P | 34.29 35.56
L.Part No. 2x4P 3.81 5.08 2x29P 35.56 36.83
o 2'§||2?1(|<H:)i.00mm(w:3. somm) 2x5P 5.08 6.35 | 2x30P | 36.83 | 38.10
g H15:1.50mm(W:3.40mm ) 2X6P 6.35 7.62 2x31P 38.10 39.37
E 12750.10 %ggmmmgggmm 2x7P 7.62 8.89 2x32P 39.37 40.64
X S S harial = 2x8P 8.89 10.16 2x33P 40.64 41.91
A%0.20 (Blank):Nylon 6T,UL94V-0 2x9P_ | 1016 | 1143 | 2x34P | 4191 | 4318
GWT:Nylon 6T,UL94V-0,GWT 750 cC 2x10P 11.43 12.70 2x35P 43.18 44.45
4$:Gold-ﬂash 2x11P | 1270 | 13.97 | 2x36P | 44.45 | 4572
G15:15pin (0.38um) MIN.Select Gold(Mating Area) 2x12P 13.97 15.24 2x37P 45.72 46.99
100pin (2.54um) MIN.Select Tin 2x13P 15.24 16.51 2x38P 46.99 48.26
B+0.25 B e Wik oot p onO Ae®) [ ox1ap | 1651 | 17.78 | 2x39P | 4826 | 4953
T:Tin over Nickel 2x15P 17.78 19.05 2x40P 49.53 50.80
2x16P 19.05 20.32 2x41P 50.80 52.07
s 2x17P 20.32 21.59 2x42P 52.07 53.34
g 2x18P 21.59 22.86 2x43P 53.34 54.61
o 2x19P 22.86 24.13 2x44P 54.61 55.88
g 154 2x21P 25.40 26.67 2x46P 57.15 58.42
< 2 2x22P 26.67 27.94 2x47P 58.42 59.69
e . 2x23P 27.94 29.21 2x48P 59.69 60.96
2x24P 29.21 30.48 2x49P 60.96 62.23
L 2x25P 30.48 31.75 2x50P 62.23 63.50
Pin 0.40 SQ 2x26P 31.75 33.02 —
nit: mm
66\1276WRA-2XX @*1.27mm Pitch 90° Dual Row Pin Header
_, 1.27+0.10
Reference Informations:
*Material:Pin:Brass/Gold over Nickel >, Q} Q} Q} Q} {B
Insulator:Nylon6T,UL94V-0 I
*Mates with CJT A1276 series Dual Row Female Header ~ $ $ $ $ $
Optional Gold plating available but MOQ requested 3 20.70+0.10 Ordering Information & Dimensions:
*Color:Black P.C.B LAYOUT : i ) i i
Ordering Information: —_——— PART NO. Dimensions PART NO. Dimensions
B10.25 AL27BWRA-2XXP - % . #xx _ #hk A B A B
I 1 2 3 4 2x2P 1.27 2.54 2x27P 33.02 34.29
EZT‘ZZ('L‘; 2x3P 2.54 381 | 2x28P | 34.29 | 3556
(Blank)°1.00mm(W:3.40mm ) 2x4P 3.81 5.08 | 2x29p [ 3556 [ 36.83
H15:1.50mm(W:3.40mm ) 2x5P 5.08 6.35 2x30P 36.83 38.10
2 H20:2.00mm(W:3.00mm ) 2x6P 6.35 7.62 2x31P | 38.10 39.37
GH25 2 Sbmm(W:3.00mm ) 2x7P | 7.62 8.89 | 2x32P | 39.37 | 40.64
(BIank):Nonn 6T,UL94V-0 2x8P 8.89 10.16 2x33P 40.64 41.91
GWT:Nylon 6T,UL94V-0,GWT 750°C 2x9P 10.16 11.43 2x34P 41.91 43.18
4-';:”i5;1'6 fach 2x10P | 1143 | 1270 | 2x35P | 43.18 | 44.45
G_1a5r?15.pig (O.:?E?pm) MIN.Select Gold(Mating Area) 2x11P 12.70 13.97 2x36P 44.45 45.72
v Y Y ¢ Y 100pin (2.54um) MIN.Select Tin 2x12P 13.97 15.24 2x37P 4572 46.99
G30:30yin (0.76um) MIN.Select Gold(Mating Area) 2x13P | 15.24 16,51 | 2x38P | 46.99 48.26
T'Tinlc?\?e“ri?\li(slgﬁpm) MIN.Select Tin 2x14P | 1651 | 17.78 | 2x39P | 4826 | 4953
= 2x15P 17.78 19.05 2x40P 4953 50.80
C(4.00£0.20) 2x16P 19.05 20.32 2x41P 50.80 52.07
2x17P 20.32 21.59 2x42P 52.07 53.34
I ~ 2x18P 21.59 22.86 2x43P 53.34 54.61
h 2x19P 22.86 24.13 2x44P 54.61 55.88
g ﬂ:ﬂ 2x20P | 24.13 25.40 | 2x45P | 55.88 57.15
b 2x21P 25.40 26.67 2x46P 57.15 58.42
,% g g | ” 2x22P 26.67 27.94 2x47P 58.42 59.69
i =) 3 2x23P 27.94 29.21 2x48P 59.69 60.96
S 2 2x24P 29.21 30.48 2x49P 60.96 62.23
g E H d 2x25P 30.48 31.75 2x50P 62.23 63.50
Unit: mm
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A1276 SER' ES 1.27mm pitch wire to board connector

[A1276WV-S-2xXP]—1.27mm Pitch 180° Dual Row Pin Header - SMT TYPE

1.27 ._, 0.74

1.

Reference Informations: -
*Material:Pin:Brass/Gold over Nickel ° -~

*Mates with CJT A1276 series Dual Row Female Header I I I I I I

Optional Gold plating available but MOQ requested 8 Ordering Information & Dimensions:

Insulator:Nylon 6T,UL94V-0 N
@
*Color:Black I I I I I I © :
Dimensions Dimensions
|=]
| PART NO.| A B PART NO., ry B

P.C.BLAYOUT 2x2P 1.27 254 2x27P | 33.02 | 34.29
Ordering Informai 2x3P 2.54 3.81 2x28P | 3429 | 3556
rdering Information:
AL2TOWV-S2XP - w0t - o soe 2x4P 3.81 5.08 2x29P | 3556 | 36.83
=T 7 3 3 2x5P 5.08 6.35 2x30P | 36.83 | 38.10
LPart No. 2x6P 6.35 7.62 2x31P | 38.10 | 39.37
Z-E'fe(kH)i S0mm (W:3.40mm) 2X7P 7.62 8.89 2x32P | 39.37 40.64
ank):1. mm 13 mm

_ﬁl—Fl:l.SOmm(W:B. 40mm) 2x8P 8.89 10.16 | 2x33P | 4064 | 41901
'H20:2.00mm(W:3.00mm) 2x9P 1016 | 1143 [ 2x34P | 4101 | 4318
9 H25:2.50mm(W:3.00mm) 2x10P | 11.43 | 1270 | 2x35P | 43.18 | 44.45
= _I 3-'\8";3‘;&'?'&)/'0” 6T ULO4V-0 2x11P_| 1270 | 13.97 | 2x36P | 44.45 | 4572

7 (Blank): , g
K| - 1.27+0.10 GWT Nylon 6T UL94V-0.GWT 750°C 2x12P | 13.97 | 1524 | 2x37P | 4572 | 46.99
- 4 Finish: 2x13P | 15.24 1651 | 2x38P | 46.99 | 48.26

A£0.20

| (blank):Gold-flash 2x14P | 1651 | 17.78 | 2x39p | 4826 | 4953

G15:15pin (0.38um) MIN.Select Gold(Mating Area)
=" 100pin (2.54um) MIN.Select Tin 2x15P 17.78 19.05 2x40P 49.53 50.80

G30:30pin (0.76um) MIN.Select Gold(Mating Area) | 2X16P | 19.05 | 2032 | 2x41P | 50.80 | 52.07

100pin (2.54pm) MIN.Select Tin 2x17P 20.32 21.59 2x42P 52.07 53.34
B0.25 T:Tin over Nickel 2x18P | 2159 | 22.86 | 2x43P | 53.34 | 54.61
sl 2x19P | 22.86 2413 | 2xa4P 54.61 55.88
A SR 2x20P | 24.13 25.40 | 2x45P | 55.88 57.15
§ 3 2x21P 25.40 26.67 | 2x46P | 57.15 58.42
T s| © 2x22P | 26.67 27.94 | 2xa7P | 58.42 59.69
al Ef 2x23P 27.94 2021 | 2x48P | 59.69 60.96
| L E— 2x24P 29.21 30.48 | 2x49P | 60.96 62.23
2x25P | 30.48 31.75 | 2x50P | 62.23 63.50
Pin 0.40 SQ E(5.30£0.25) 2x26P | 3175 [ 33.02
Unit: mm
[AlZ?GWV-S-F-ZxXP)—u?mm Pitch 180° Dual Row Pin Header - SMT TYPE
Reference Informations: 0.74
*Material:Pin:Brass/Gold over Nickel /
Insulator:Nylon 6T,UL94V-0 %
*Mates with CJT A1276 series Dual Row Female Header é ,@ o
*Optional Gold plating available but MOQ requested — 2 Ordering Information & Dimensions:
Color:Black ZE : i i i
I I I I ™ PART NO. ElmensmnsB PART NO. ElmensmnsB
P.C.B LAYOUT 2x2P 1.27 254 | 2x27P | 33.02 | 34.29
orderi . 2x3P 2.54 3.81 2x28P | 34.29 35.56
rdering Information:
AL276WV-S-F-2XXP - ¥+ ik _ w5t 2x4P 3.81 5.08 2x29P 35.56 36.83
1 2 3 4 2X5P 5.08 6.35 2x30P | 36.83 38.10
z égf‘zr;('\:; 2x6P | 6.35 762 | 2x3lP | 3810 | 39.37
| (Blank):1.00mm (W:3.40mm) 2x7P 7.62 8.89 2x32P | 39.37 | 40.64
= H15:1.50mm(W:3.40mm) 2x8P 8.89 10.16 2x33P 40.64 41.91
% T35 7 Sommaa ooy 9P | 1016 | 1143 | 2x34P | 4191 | 43.18
N 1.27+0.10 3 Material: 2x10P | 11.43 | 12.70 | 2x35P | 43.18 | 44.45
A£0.20 %%'ﬂog TﬁlTJthf\f\ég WT 750 C 2x11P | 12.70 13.97 | 2x36P | 44.45 45.72
! 4 Finish: ' ' 2x12P | 13.97 15.24 | 2x37p | 45.72 46.99
(blank):Gold-flash 2x13P | 15.24 16,51 | 2x38P | 46.99 48.26

G15:15pin (0.38um) MIN.Select Gold(Mating Area) 2x14P 16.51 17.78 2x39P 48.26 49.53
100pin (2.54pm) MIN.Select Tin - - - .
G30:30uin (0.76pum) MIN.Select Gold(Mating Area) 2x15P 17.78 19.05 2x40P 49.53 50.80

510,25 _100pin (2.54um) MIN.Select Tin 2x16P | 19.05 20.32 | 2x41P | 50.80 52.07
I = I:Tin over Nickel 2x17P 20.32 2159 | 2x42p | 52.07 53.34
sl _ 2x18P | 2159 22.86 | 2x43P | 53.34 54.61
3 2x19P | 22.86 2413 | 2x44P | 5461 | 55.88
§ g 2x20P | 24.13 2540 | 2x45P | 55.88 57.15
T sl 2 2x21P | 25.40 26.67 | 2x46P | 57.15 58.42
o 5 2x22P | 26.67 27.94 | 2xa7p | 58.42 59.69
i [ | 2x23P | 27.94 2921 | 2x48P [ 59.69 60.96
i 9 2x24P | 2921 | 30.48 | 2x49p | 60.96 62.23
_UM 3 90.80 2x25P | 3048 [ 3175 | 2x50P | 62.23 | 63.50
- E(5.30+0.25) 2x26P | 31.75 33.02
Unit: mm
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A1276 SER' ES 1.27mm pitch wire to board connector

[A1276WR-S-2xXP-H25)—1.27mm Pitch 90° Dual Row Pin Header - SMT TYPE

A
1.27 0.70

Reference Informations:
*Material:Pin:Brass/Gold over Nickel

Insulator:Nylon 6T,UL94V-0 7R7B7R% '/ —of
*Mates with CJT A1276 series Dual Row Female Header ° ﬁl

Optional Gold plating available but MOQ requested @ Ordering Information & Dimensions:
*Color:Black g G :
Z z é é PART NO Dimensions PART NO Dimensions
P.C.B LAYOUT A B : A B
9 A+0.20 — 2x2P 1.27 2.54 2x27P 33.02 34.29
o | Ordering Information: 2x3P 2.54 3.81 2x28P 34.29 35.56
S 1.2740.10 ALZTOWR-S2P-H25 - 22 - 2 2x4P 3.81 508 | 2x29P | 3556 | 36.83
o 1.Part No. 2x5P 5.08 6.35 2x30P | 36.83 | 38.10
2.Material: 2X6P 6.35 7.62 2x31P [ 38.10 39.37
Kgﬁk&‘ﬁ‘c{rg%&f\j\égm T50C 2x7P 7.62 8.89 | 2x32P | 39.37 | 40.64
3m'h:y ' ' 2x8P 8.89 10.16 2x33P [ 40.64 41.91
(blank):Gold-flash 2x9P 10.16 11.43 2x34P 41.91 43.18

%iggmoﬁgm ;"'h'/l’f,-\lsgggcte;’i':(“"a“”g Area) | ox10P | 1143 | 1270 | 2x35P | 43.18 | 4445

G30:30pin (0.76um) MIN.Select Gold(Mating Area) 2x11P 12.70 13.97 2x36P 44.45 45.72
B+0.25 100pin (2.54um) MIN.Select Tin 2x12P 13.97 15.24 2x37P 4572 46.99

LTin over Nickel 2x13P | 15.24 | 1651 | 2x38P | 46.99 | 48.26
A 2x14P | 1651 | 17.78 | 2x39P | 48.26 | 49.53
2x15P | 17.78 | 19.05 | 2x40P | 4953 | 50.80
2x16P | 19.05 | 2032 | 2x41P | 50.80 | 52.07
2x17P | 20.32 | 2159 | 2x42P | 52.07 | 53.34
2x18P | 2159 | 22.86 | 2x43P | 53.34 54.61
2x19P | 22.86 | 2413 | 2x44P | 5461 | 55.88
2x20P | 2413 | 2540 | 2x45P | 55.88 | 57.15
2x21P | 2540 | 26.67 | 2x46P | 57.15 | 58.42
2x22P | 2667 | 27.94 | 2xa7P | 58.42 | 59.69
2x23P | 27.94 | 2921 | 2x48P | 59.69 | 60.96
2x24P | 2921 | 30.48 | 2x49P | 60.96 | 62.23
2x25P | 30.48 | 31.75 | 2x50P | 62.23 | 63.50

D

2.50+0.20

2.40+0.20

C(4.000.20)

| -

‘ 5.20+0.20

T 1T

Pin 0.46 SQ 2x26P | 3175 | 33.02
Unit: mm
[AlZ?GWR-S-F-ZxXP-H259;1.27mm Pitch 90° Dual Row Pin Header - SMT TYPE
A-1.27
Reference Informations:  —
*Material:Pin:Brass/Gold over Nickel fJ
Insulator:Nylon 6T,UL94V-0 21.10 9
*Mates with CJT A1276 series Dual Row Female Header A7 077 T ©
*ggf';%allafsld plating available but MOQ requested 3 " Ordering Information & Dimensions:
< ? A7 ? % ? § PART NO. Dimensions PART NO. Dimensions
S A+0.20 o A B A B
S S 107 | | 0.70 2x2P 1.27 2.54 2x27P 33.02 34.29
§ . 1.27+0.10 5 - - 2x3P 2.54 3.81 2x28P | 34.29 35.56
™ : A 2x4P 3.81 5.08 2x29P 35.56 36.83
P.C.B LAYOUT 2x5P 5.08 6.35 2x30P 36.83 38.10
Ordering Information: 2x6P 6.35 7.62 2x31P 38.10 39.37
ALLTOWR S ERoPHES 22 2X7P 7.62 8.89 2x32P | 39.37 40.64
1.Part No. 2x8P 8.89 10.16 2x33P 40.64 4191
2Material: 2Xx9P 10.16 11.43 2x34P 41.91 43.18
o (Blank):Nylon 6T,UL94V-0
o GWT:Nylon 6T,UL94V-0,GWT 750°C 2x10P 11.43 12.70 2x35P 43.18 44.45
- 3AEiIgir?ll<1:'Gold tach 2x11P 12.70 13.97 2x36P 44.45 45.72
G_STl:lépin (0.38um) MIN. Select Gold(Mating Area) 2x12P | 1397 | 15.24 | 2x37P | 4572 | 46.99
Bsozs Bt o I B B 0 - e B
= = onyin (2540m) MIN.Select Tin 2x14P | 1651 | 17.78 | 2x39P | 48.26 | 49.53
T:Tin over Nickel 2x15P 17.78 19.05 2x40P 4953 50.80
A & A =) 2x16P 19.05 20.32 2x41P 50.80 52.07
g = 2x17P 20.32 21.59 2x42P 52.07 53.34
3 & 8 2x18P 21.59 22.86 2x43P 53.34 54.61
2 ~ 2x19P 22.86 24.13 2x44P 54.61 55.88
@) % 'a 2x20P 24.13 25.40 2x45P 55.88 57.15
2x21P 25.40 26.67 2x46P 57.15 58.42
M o 2x22P 26.67 27.94 2x47P 58.42 59.69
i | S 2x23P 27.94 29.21 2x48P 59.69 60.96
K § 2x24P | 2921 | 3048 [ 2xa9p | 6096 [ 6223
H [Te) 2x25P 30.48 31.75 2x50P 62.23 63.50
H — 2x26P 31.75 33.02

Unit: mm
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, A1276 SERIES

1.27mm pitch wire to board connector

[A1276WVA-S-2xXP]—1.27mm Pitch 180° Dual Row Pin Header - SMT TYPE

Reference Informations: 1.27 0.74
*Material:Pin:Brass/Gold over Nickel ° | | A U | |
Insulator:Nylon 6T,UL94V-0 S g Z g % g %
*Mat_es with CJT A_1276 se_ries Dual Row Female Header g é 2 é z é o
Optional Gold plating available but MOQ requested o Ordering Information & Dimensions:
"Color:Black I I I I I I Dimensions Dimensions
PART NO.| A 5 PART NO., A 5
P.C.B LAYOUT 2x2P 1.27 2.54 2x27P | 33.02 34.29
Ordering Information: 2x3P 2.54 3.81 2x28P 34.29 35.56
AL276WVA-S-2XXP - #% - 1% . #ix 2x4P 3.81 5.08 2x29P | 3556 | 36.83
Lpart No_l 2 3 4 2X5P 5.08 6.35 2x30P | 36.83 38.10
2.Size(H) 2x6P 6.35 7.62 2x31P 38.10 39.37
(Blank):1.00mm(W:3.40mm) 2x7P 7.62 8.89 2x32P 39.37 40.64
S Eig % ggmm g ggmg 2x8P 8.89 10.16 | 2x33P | 4064 | 41901
3 H25:2.50mm(W:3.00mm) 2x9P 10.16 11.43 2x34P 41.91 43.18
(’?! 3Material: 2x10P 11.43 12.70 2x35P 43.18 44.45
= %%L"gfﬂ&fj‘égm 50 2x11P | 12.70 | 13.97 | 2x36P | 44.45 | 45.72
4 Finish: 2x12P 13.97 15.24 2x37P 45.72 46.99
(blank):Gold-flash . 2x13P 15.24 16.51 2x38P 46.99 48.26
%igg'p”léi;gi:“%;"&'“ﬁggiteﬁf(“ﬂa“”9 Area) [T5x14p | 1651 | 17.78 | 2x39P | 4826 | 4953
G30:30pin (0.76pm) MIN.Select Gold(Mating Area) 2x15P 17.78 19.05 2x40P 49.53 50.80
B+0.25 T‘Tinlg/?rlrllli(czkiﬁ“m) MIN.Select Tin 2x16P 19.05 20.32 2x41P 50.80 52.07
| — = . 2x17P 20.32 21.59 2x42P 52.07 53.34
5 8_ 2x18P 21.59 22.86 2x43P 53.34 54.61
g sl & g 2x19P 22.86 24.13 2x44P 54.61 55.88
= S & @ 2x20P 24.13 25.40 2x45P 55.88 57.15
T al g 2x21P 25.40 26.67 2x46P 57.15 58.42
8 O- 2x22P 26.67 27.94 2x47P 58.42 59.69
a 9]]:[[3 2x23P 27.94 29.21 2x48P 59.69 60.96
s 2x24P | 29.21 | 3048 | 2x49P | 60.96 | 62.23
2x25P 30.48 31.75 2x50P 62.23 63.50
—UM E(5.30£0.25) 2x26P | 31.75 | 33.02
Unit: mm
@1276WVA-S-F-2xX|29—1.27mm Pitch 180° Dual Row Pin Header - SMT TYPE
— 1.27 0.74
Reference Informations:
*Material:Pin:Brass/Gold over Nickel
Insulator:Nylon 6T,UL94V-0
*Mates with CJT A1276 series Dual Row Female Header 8_
Optional Gold plating available but MOQ requested © Ordering Information & Dimensions:
“Color:Black 21.05 I I I I I Dimensions : Dimensions
P.C.B LAYOUT PART NO.| n B PART NO., A B
Ordering Information: 2x2P 1.27 2.54 2x27P 33.02 34.29
AL27BWVA-S-F-25XP - *+* - ¥r¢ -+ 2x3P 2.54 3.81 2x28P 34.29 35.56
1 2 3 4 2x4P 3.81 5.08 2x29P 35.56 36.83
égf‘zf;(’ig 2X5P 5.08 6.35 2x30P | 36.83 38.10
(Blank):1.00mm(W:3.40mm) 2X6P 6.35 7.62 2x31P | 38.10 39.37
H15:1.50mm(W:3.40mm) 2X7P 7.62 8.89 2x32P 39.37 40.64
%S?ﬁmﬁxiﬁm 2x8P 8.89 10.16 | 2x33P | 4064 | 4191
3 Material: 2x9P 10.16 11.43 2x34P 41.91 43.18
(Blank):Nylon 6T,UL94V-0 ) 2x10P 11.43 12.70 2x35P 43.18 44.45
(AL Nylon BT,ULI4V-0.GWT 750°C 2x11P | 12.70 | 13.97 | 2x36P | 44.45 | 4572
(blank):Gold-flash 2x12P 13.97 15.24 2x37P 4572 46.99
G15:154in (0.38um) MIN.Select Gold(Mating Area) 2x13P | 15.24 1651 | 2x38P [ 46.99 48.26
@:?%ggrr:%%gsmg\ﬂmﬂsiﬂgféga(Mating Area) 2x14P 16.51 17.78 2x39P 48.26 49.53
100uin (2.54um) MIN.Select Tin 2x15P 17.78 19.05 2x40P 49.53 50.80
| B£0.25 T:Tin over Nickel 2x16P | 10.05 | 20.32 | 2x41P | 50.80 | 5207
_ g 2x17P 20.32 21.59 2x42P 52.07 53.34
| 3 2x18P 21.59 22.86 2x43P 53.34 54.61
§ 3 3 2x19P | 2286 | 2413 | 2x44p | 5461 | 5588
& Sr' S’ 2x20P 24.13 25.40 2x45P 55.88 57.15
2 & 2x21P 25.40 26.67 2x46P 57.15 58.42
a “"II:II"“ 2x22P 26.67 27.94 2X4TP 58.42 59.69
2x23P 27.94 29.21 2x48P 59.69 60.96
g 2x24P 29.21 30.48 2x49P 60.96 62.23
$0.80 2x25P 30.48 31.75 2x50P 62.23 63.50
Unit: mm
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Al1276 SERIES

1.27mm pitch wire to board connector

[A1276WVB-S-2xXP-H25)—1.27mm Pitch 180° Dual Row Pin Header - SMT TYPE

Reference Informations:
*Material:Pin:Brass/Gold over Nickel
Insulator:Nylon 9T,UL94V-0

*Mates with CJT A1276 series Dual Row Female Header
Optional Gold plating available but MOQ requested o

*Color:Black

o
-
=]
Tl
el
n
o | 1.27+0.10
A+0.20
B+0.25

5.00+0.25

2.54+0.25

__I_I Pin 0.40 SQ

@1276WVB-S-F-2XXP-H25)—1.27mm Pitch 90° Dual Row Pin Header - SMT TYPE

Reference Informations:
*Material:Pin:Brass/Gold over Nickel
Insulator:Nylon 9T,UL94V-0

*Mates with CJT A1276 series Dual Row Female Header
Optional Gold plating available but MOQ requested

*Color:Black

o

b

o

Tl

<

re)

oi 1.27+0.10
A+0.20
B+0.25

5.00+0.25

2.54+0.25

1.50

Pin 0.40 SQ

1.27 0.74

8_ Ordering Information & Dimensions:
[ee)
Dimensions Dimensions
PART NO.— = [PART NO.—— =
2x2P 1.27 254 2x27P | 33.02 | 34.29
- | 2xa3p 2.54 3.81 2x28P | 3429 | 3556
M 2x4P 3.81 508 | 2x29P | 3556 | 36.83
Ordering Information: 2X5P 5.08 6.35 2x30P | 36.83 | 38.10
WT? 2x6P 6.35 7.62 2x31P | 38.10 | 39.37
1.Part No. 2X7P 7.62 8.89 2x32P | 39.37 | 4064
2 Material: 2x8P 8.89 10.16 | 2x33P | 40.64 41.91
%%LOSTQL&?\%%WT 50C 2x9P | 10.16 | 1143 | 2x34P | 4191 | 43.18
3 Finish: 2x10P | 11.43 1270 | 2x35P | 43.18 | 4445
(blank):Gold-flash _ 2x11P | 12.70 13.97 | 2x36P | 44.45 | 4572
S15 ﬁgmiﬁgﬂg‘%yﬂmggg‘fﬁf(Ma“”g Area) [Tox12Pp | 13.97 | 1524 | 2x37P | 4572 | 46.99
G30:30yin (0.76pm) MIN.Select Gold(Mating Area) 2x13P 15.24 16.51 2x38P 46.99 48.26
~ 100pin (2.54um) MIN.Select Tin 2x14P 16.51 17.78 2x39P 48.26 49.53
LTin over Nickel 2x15P | 17.78 | 19.05 | 2x40P | 4953 | 50.80
] 2x16P | 19.05 20.32 | 2x41P | 50.80 | 52.07
Q 2x17P | 2032 | 2159 | 2x42p | 5207 | 53.34
~ g 2x18P | 2159 | 2286 | 2x43p | 53.34 54.61
8 S 2x19P | 22.86 | 2413 | 2x44P | 5461 | 55.88
3l o 2x20P | 2413 | 2540 [ 2xa5p | 5588 | 57.15
a 2x21P | 2540 | 2667 [ 2xa6P | 57.15 [ 58.42
a 2x22P | 26.67 | 27.94 | 2xa7p | 58.42 | 59.69
- | 2x23P | 27.94 2921 | 2x48P | 59.69 | 60.96
2x24P | 2921 | 3048 | 2xa9p | 6096 | 62.23
E(7.50+0.25) 2x25P | 3048 | 3175 | 2xs0p | 6223 | 63.50
2x26P | 31.75 | 33.02
Unit: mm
1.27 . . 0.74
= !$"LI 'IQ! o| Ordering Information & Dimensions:
N = Dimensions Dimensions
PART NO.— = [PART NO.—— 5
2x2P 1.27 2.54 2x27P | 33.02 | 34.29
—- 2x3P 2.54 3.81 2x28P | 34.29 | 3556
P. C B LAYOUT 2x4P 3.81 5.08 2x29P | 3556 | 36.83
Ordering Information: 2X5P 5.08 6.35 2x30P | 36.83 [ 38.10
AL276WVB-S-F-2xXP-H25 - % - 1 2x6P 6.35 7.62 2x31P | 38.10 | 39.37
LpartNo. 1 2 3 2X7P 7.62 8.89 2x32P | 39.37 40.64
2 Material: 2x8P 8.89 10.16 | 2x33P | 40.64 41.91
(Blank):Nylon 9T,UL94V-0 2x9P 10.16 1143 | 2x34P | 4191 | 43.18
Sfi}’r‘]’;;]’fy'on 9T,UL94V-0,GWT 750°C 2x10P | 11.43 1270 | 2x35P | 43.18 | 44.45
(blank): Gold-flash 2x11P | 12.70 1397 | 2x36P | 4445 | 4572
G15:15pin (0.38um) MIN.Select Gold(Mating Area) | 2x12P | 13.97 1524 | 2x37P | 4572 | 46.99
sl st L [2098 T ts2¢ [ ass1 | 2w | 4000 | dszs
100pin (2.54um) MIN.Select Tin 2x14P 16.51 17.78 2x39P 48.26 49.53
T:Tin over Nickel 2x15P | 17.78 19.05 | 2x40P | 4953 | 50.80
] 2x16P | 19.05 20.32 | 2x41P | 50.80 | 52.07
g 2x17P | 2032 [ 2159 [ 2xa2p | 5207 [ 5334
. 3 2x18P | 2159 | 2286 | 2x43p | 53.34 54.61
S S 2x19P | 22.86 | 24.13 | 2x44p | 54.61 | 55.88
al o 2x20P | 2413 | 2540 | 2xa5p | s55.88 | 57.15
& 2x21P | 25.40 | 2667 | 2x46P | 57.15 | 58.42
a 2x22P | 26.67 | 2794 | 2xa7p | 5842 | 59.69
1 2x23P | 27.94 2921 | 2x48p | 5969 [ 60.96
U — 2x24P | 2921 | 3048 [ 2xa9p | 6096 [ 6223
E(7.50£0.25) 2x25P | 3048 [ 3175 [ 2xs0p | 62.23 [ 6350
2x26P | 31.75 | 33.02
Unit: mm
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Al1276 SERIES

1.27mm pitch wire to board connector

Reference Informations:
*Material:Pin:Brass/Gold over Nickel
Insulator:Nylon 6T,UL94V-0

*Mates with CJT A1276 series Dual Row Female Header
Optional Gold plating available but MOQ requested

*Color:Black

1.27+0.05

o

20.65+0.05
P.C.B LAYOUT

A+0.20

1.27+0.05

1.27+0.05

1.27+0.05

Ordering Information:
AL276WV-N-2XXP - *#* - %%
1 2 3
1.Part No.
2.Material:
(Blank):Nylon 6T,UL94V-0
GWT:Nylon 6T,UL94V-0,GWT 750 C
3.Finish:
(blank):Gold-flash
G15:15pin (0.38um) MIN.Select Gold(Mating Area)
100pin (2.54um) MIN.Select Tin
G30:30pin (0.76pm) MIN.Select Gold(Mating Area)
100pin (2.54pm) MIN.Select Tin
T:Tin over Nickel

oooooOoOoOoOoDOoOoOGOG0#
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(A1276WR- N-2XX @*1.27mm Pitch 90° Dual Row Box Header

Reference Informations:
*Material:Pin:Brass/Gold over Nickel
Insulator:Nylon 6T,UL94V-0

*Mates with CJT A1276 series Dual Row Female Header
Optional Gold plating available but MOQ requested

*Color:Black
1.27+0.05
SD--d-b---b-b--b-D-D -
)OODOOOOOOO IO
R A A A A A PP
20.65+0.05 / o
=]
P.C.B LAYOUT <
N
—
A+0.20
1.27+0.05

reee
T
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—

=

=
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=

1.27+0.05

+

B+0.25

Pin 0.40 SQ

5.10+0.20
o
N ©
] N
g g
N <
m Yo}

Ordering Information:
AL276WR-N-2XXP - *** - *+*
1 2 3
1.Part No.
2.Material:
(Blank):Nylon 6T,UL94V-0
GWT:Nylon 6T,UL94V-0,GWT 750 ‘C
3.Finish:
(blank):Gold-flash
G15:15pin (0.38um) MIN.Select Gold(Mating Area)
100pin (2.54pm) MIN.Select Tin
G30:30pin (0.76pm) MIN.Select Gold(Mating Area)
100pin (2.54pm) MIN.Select Tin
T:Tin over Nickel
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5.10+0.20 ©
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| E——
2.40+0.25

Ordering Information & Dimensions:

Dimensions Dimensions
PART NO. A B PART NO. ry B
2x2P 1.27 8.84 2x27P 33.02 40.59
2x3P 2.54 10.11 2x28P 34.29 41.86
2x4P 3.81 11.38 2x29P 35.56 43.13
2x5P 5.08 12.65 2x30P 36.83 44.40
2X6P 6.35 13.92 2x31P 38.10 45.67
2XTP 7.62 15.19 2x32P 39.37 46.94
2x8P 8.89 16.46 2x33P 40.64 48.21
2x9P 10.16 17.73 2x34P 41.91 49.48
2x10P 11.43 19.00 2x35P 43.18 50.75
2x11P 12.70 20.27 2x36P 44.45 52.02
2x12P 13.97 21.54 2x37P 45.72 53.29
2x13P 15.24 22.81 2x38P 46.99 54.56
2x14P 16.51 24.08 2x39P 48.26 55.83
2x15P 17.78 25.35 2x40P 49.53 57.10
2x16P 19.05 26.62 2x41P 50.80 58.37
2x17P 20.32 27.89 2x42P 52.07 59.64
2x18P 21.59 29.16 2x43P 53.34 60.91
2x19P 22.86